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ProfessionamDeasting Room Equipment and Supplies 


To provide you with a bird's-eye view of what is available for a given project, the merchandise is presented in 


sequence under the following principal headings: 
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Section (3) Sensitized Drafting Materials for Drawing Cost Reduction 
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Section (4) Professional Tools for Draftsman and Illustrator ... . 


Section (5) Training Materials for Improving Employee Skills 


The index below can lead directly to the wanted item, but a review of the adjacent pages may suggest additional 
material which will be helpful for the project and which may be ordered at the same time. 


uipment Kits... 


_ Drawing 


Drawing hstaeeals 
Dari Rests 
ing Restoration Media .. 
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Dry Cleaning Pad. 

Dry suet aire Materials 
peste Brushes . 
Easel, Table...... 
Electric Eraser: 
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Files, Drawing, Tracing 
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ms, Drafting, Tracing. 
mtex..... 


a Vellum Tracing... 
Full Log’ papers: 
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Prices 


Prices shown adjacent to each item in this catalog can be a useful guide in 
merchandise selection. They are subject to change without notice, and for 


Mechanical Engineers’ Triangles... 
Mending Tape................ 
Mercury Erasing Machine ... 
Metapost Drawing Tables... 
MicroDraft Line Inking Systems 
Microfiche Readers 
Moist Process Diazo Papers.. 
Moonlighter Drawing Boards. 
Negative Papers.............0 
Norwood Drawing Table: 
Nut, Bolt Templates 


Paper Cement, Thinner 
Paraltilt Drawing Boards 
Parallel Ruling Units. 
Pencil Sharpeners. 

Pencils, Wood Cased 


Pens, Ruling....... 
Pens, Technical 57 
Plan Files.......... 20-28 


Plan Filing Covers. 
Plan Hold Files...... 
Plan-Profile Papers 
Pocket Slide Rules 
Pointers, Lead...... 
Polyester Reproducibles 
Polytex Drafting, Tracing Film 
Powder, Tracing Ctoth........ 
Printed ‘Formats, Drawing... 
Profile Papers, Cloths... 

Projectuals, Color, Diazo 
Proportional Dividers 
Boao 


ua Radiation Lamps 
‘apidograph Technical Pens. 
Readers, Microfiche and 
Aperture Card 
SO a 
Reprolface Cloth, Films, Papers 
Roll Files, Plan 
Rotolite Whiteprinters 
Rubber Cement, Thinner 
Ruling Pens. 


Semi Log Papers... 
Scales, Architects’, Draftsmens’, 
Engineers’ 


Sepia Papers 

Semi-Moist Printmaking Materials 
Sepiatone Papers... 

Herbals Pencil 


Solvent, Paper Cement .........:ccscecseenere 89 
Spacemaster Drafting Machines ¢ 
Steelwood Tables, Hamilton... 
Stools, Chairs, Draftsmen’ 
Straight Edges 
Straight Edges, Drafting Machine......... 17 
Student Drafting Machine 95 
Tables, Drawin; 2-8,11,80,81,92,93 
Tables, Light, we 9,10 
Table Tops........ 
Tack Lifters.. 
Tacks, Thumb... 
Tape, Drafting, Mending 
Techni-Bow Compass Sets 
Technical Pen Adapters for 
Bow Compasses 
Technical Pens, Sets, Inks. 
Templates, Drafting 
Thermomatic Developer, White- ‘intr 51 
Thinner, Rubber Cement ets) 
Thumb Tacks........... 
Title Blocks, Drawing 
Tracing Cloth Accessories . 
Tracing Cloths, Films, Papers 
Tracing Covers, Filing 
Tracing Films............- 
Tracing Folders, Plan File.. 
Tracing Files... 
Tracing Paper 
Tracing Tables.. 
Tracmaster Drafting Machines. 
Transparent Curves ........... 
Transparent Mending Tape 
Triangles... 
Trig-Matk.. 
Trimming Shears 
Tru-Pointer ... 
T-Squares ..... 
Tuf-Tex Renceducibles 


UnitSystem Tracing Files, 
EOI RHC OM Geereerenntpoageerntesesttcercrcecnss 


Vapo Tuf-Tex Reproducibles.. 
yeu Reproducibles..... 

Vellum Formats, Tracing 

Vellum Reproducibles. 
Vellums, Drafting....... 
Veri-Blac Print Papers 
Versalog Slide Rules.. 
Versatrig Slide Rules..... 
Vertical Files, Drawing, Tracing.. 

W-X-¥-Z 


“Wash Off” Reproducibles 
Whiteprinters...........000 
Wrico Lettering Outfits... 
Xerox Tracing Papers. 
Zephyr Lettering Sets.... 


Delivery 


Shipping point for your orders will vary, 
erally will be made from the stock neare: 


depending on the item. Delivery gen- 
st you. However, shipping charges will 


differ depending upon the product involved. Minimum order requirements vary. 
Check your POST branch or dealer for more information. 


many items, quantity prices may be applicable. 
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A TELEDYNE COMPANY 
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Important Style Changes On Hamilton Equipment 


As this catalog goes to press, Hamilton Manufacturing Company has announced the following 
additions and changes in design affecting many items in this catalog. 


New Cantilevered Columns 


Hamiltons new cantilevered columns increase leg and kneeroom 
in any board position by bringing the board forward. The canti- 
levered column raises and lowers with the same ease as the 
upright column here-to- fore used on Dial-A-Torque and Power- 
shift equipment. These columns will be standard on all equip - 
ment listed below. 

New Colors 


All equipment listed below will be available in the following 
decorator colors, sand beige, island bamboo (deferred delivery), 
basic gray, sea green (deferred delivery) and charcoal (deferred 
delivery). When matching existing equipment, order basic gray 
or sea green. 


Dial-A-Torque ‘‘L’’ and Power-Shift ‘‘L’’ (Catalog Page 2) 


Deluxe Dial-A-Torque ‘‘L’’ And Deluxe Power-Shift ‘‘L’’ (New 
Product) 


As above, but with chrome legs and walnut grained formica 
reference surface. 


Dial-A-Torque And Power-Shift ‘‘In-Line’’ Equipment (Catalog 
Page 3) 


Deluxe Dial-A-Torque And Deluxe Power-Shift (New Product) 


As above, but with chrome legs and walnut grained formica 
reference surface. 


Double Dial-A-Torque (Catalog Page 3) 


Dial-A-Torque and Power-Shift Versatility Drafting Pedestals 
(Catalog Page 11) 


Deluxe Dial-A-Torque And Deluxe Power-Shift Versatility Drafting 
Pedestals (New Product) 


As above but with chrome outriggers. 


Dial-A-Light ‘‘L’’ With Power And Dial-A-Light With Power (Catalog 
Page 9) 
Available only in deluxe version. 


Deluxe Dial-A-Light ‘‘L’’ With Power And Deluxe Dial-A-Light 
With Power (New Product) 


Chrome legs and walnut grained formica reference surface. 
Dial-A-Light ‘‘L’’ And Dial-A-Light (Catalog Page 9) 


Deluxe Dial-A-Light ‘‘L’’ And Deluxe Dial-A-Light (New Product) 


As above but with chrome legs and walnut grained reference 
surface. 


Availability And Prices 


The above changes will be incorporated as “‘Standard” (in all 
equipment listed) in Spring of 1969. Untilinventoriesof present 
equipmentare exhausted, allorderswill befilledas shown within 
this catalog unless otherwise specified. After present inventories 
are exhausted, all orders will be filled with the changes shown 
and at slightly higher prices. 


May We Suggest 


1. If you are expanding your drafting room or replacing a por- 
tion of your equipment and wish to match present equipment 
or if price is a factor, order now . . . before current in- 
ventories are depleted. 

2. If you are planning a new installation and wish to match 
the equipment in futureexpansion. . . order now fordelivery 
as soon as it is available. Check with us after January 1, 
1969 for anticipated delivery date and firm prices. Be sure 
to mark your order ‘‘Hold for New Styles’’. 


Exclusive Hamilton Features 


Stratasteel Drawing Board 


Exclusive Hamilton cellular core vinyl covered drawing board with 
steel undersurface . . . provides new lightweight strength and 
stability necessary to accommodate the added weight of modern 
track type drafting machines. Vinyl provides smooth durable 
drawing surface with remarkable self-healing qualities. . . adds 
to drafting room decor. 


Dial-A-Torque Counterbalance Adjustments 


Fingertip adjustments can be made regardless of weight of 
drafting machines, lamps, etc. Adjustments for board height 
and tilt provide complete drafting convenience. 

Tilt mechanism utilizes torsion bar principle to provide fully 
counterbalanced positive angle control. Torque easily adjusted 
to compensate for additional weight of drafting machine. 
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BEFORE ORDERING EQUIPMENT ON THIS PAGE nese 


READ IMPORTANT NOTICE ON PAGE 1. 


(see pages 12 thru 15 for drafting machines) 


SS 


Power-Shift ‘‘L'’ 


Hamilton Dial-A-Torque ‘‘L” and Power-Shift ‘'L” Drafting Centers 


Each “‘L’’ table is a complete drafting center with drawing and 
reference areas separate yet accessible to each other by a 
turn of the head or a 90° turn of the chair. Right or left hand 
reference desks provide versatility of arrangement— even in 
space-saving multiple installations. 


Dial-A-Torque ‘‘L"’ 

* Exclusive Stratasteel drawing surface * Grooved ano- 
dized aluminum pencil trough with two-position vinyl edge guard 
and vinyl end caps * Counterbalanced drawing board 
Right or left hand reference position * Fingertip control of 
tilt mechanism ¢* Sturdy foot pedal contro! allows instant 
height adjustment from sitting or standing position * Tool 
drawer locking device * 3-wire grounded electrical recepta- 
cles © Flush-fitting drawer with nylon suspension 


9275083 | 927153 — 
9275254 | 


Power-Shift ‘‘L”’ 

e All of the above plus powerized foot pedal which effort- 
lessly raises or lowers the drafting board to the desired posi- 
tion ¢ Tool drawer, file drawer and end panel of drafting 
pedestal are faced with vinyl 


(inside) 


Drawer Dimensions 


Reference Drawer ........ 
Tool Drawer (with tray) ..... 


Catalog and File Drawer 
(with adjustable follower). . . 


9275159 


275153 599. “00 | 9273258 


ees |_ 622.00 || 9274259 | 


927J160 


Base 
|| Desert Sand 


Panels and Drawer Fronts (Vinyl) 


Walnut 
Ivory Green 
Gray White 


Front Unit 


BEFORE ORDERING EQUIPMENT ON THIS PAGE PLEASE 
READ IMPORTANT NOTICE ON PAGE 1. 


Basic Unit 


Rear Reference Desk 


Hamilton Dial-A-Torque and Power-Shift Drafting Tables 


Designed by engineers and draftsmen for engineers and drafts- 
men. Operation is effortless—elevation and tilt adjustments, 
regardless of extra weight on the board, arefingertip controlled. 
Design is clean, modern—no exposed mechanism to detract 
from the distinctive appearance. Drawers can be placed in any 
corner, facing either side. A sliding reference surface eliminates 
the need for separate tables when used in a row installation. 
The sliding reference surface is 23 1/2"' x 47 3/4" and ex- 
tends 11 1/2"'. The drafting surface is famous ‘‘Stratasteel’’. 
Standard finishes: Island Green or Gray. Specify. 


Other Features of the Dial-A-Torque 

* Anodized aluminum pencil trough with two-position vinyl 
guard, and vinyl endcaps * Tool and reference drawer lock- 
ing device ¢ Positive tilt and height brake lock mechanism 
¢ Ample full size catalog and book storage facilities © Re- 
versible reference drawer ¢ File drawer with adjustable fol- 
lower ¢ Versatile... .can be used as a front or basic table 
in a row installation, or as a single table installation ¢ 3-wire, 
grounded electrical receptacles. 


Power-Shift 


The same features as the Dial-A-Torque plus the convenience of 
power. A gentle touch of the foot pedal silently raises and lowers 
the drafting surface. Drawer fronts and end panel faced in 
vinyl. Standard finishes: Desert Sand with walnut panels, Island 
Green with ivory-green panels, Gray with gray-white panels. 


Drawer Dimensions (inside) 


Reference Drawer ........... 


Tool Drawer (with tray) ........ 12%" 3%" 
Catalog and File drawer 
(with adjustable follower). ..... 12%" 11”" 


Drawing Board adjustment: 30°/'’ to 44%’; legs adj. to 1” 


Prices subject to quantity discounts and change without notice. 


Front and/or Base Table} Dial-A-Torque Power-Shift 


Board Size [Floor Space| Number | Price | Number | 
37%2''x50"'| 25.4 Sq. Ft.|927J105 | 460.00| 9275116/574.00 
37'2''x60"' |30.5 Sq. Ft.|927J106 |472.00| 927J117 | 586.00 
37'2"'x72" 136.5 Sq. Ft.|927J107 |495.00/927J118|609.00 
43%2"'x72" 138.0 Sq. Ft.|927J108 |518.00/9275119 | 632.00 
43%2''x84" 144.3 Sq. Ft.|927J109 |552.001927J120/666.00 
Floor space indications include 30’’ clearance for draftsman. 
Rear Reference Desk 

29''x50"" 

x29"'H 10.0 Sq. Ft. 930105 251.00 930J116 282.00 
Reference Surfaces: White Woodgrain Formica. 


DOUBLE DIAL-A-TORQUE 


The jumbo companion to the famous Dial-A-Torque Drafting 
Table for the outsized tracing or whenever the work is too big. 
Independent height adjustment pedals at both ends and twin 
brake releases to ease tilt control. Standard finishes: Island 
Green or Gray. Specify. 


Drawer Dimensions (inside) 


Ww 
Tool Drawer (with tray) ........ 12%" 
Catalog and File Drawer 
(with adjustable follower)... .. . 12%" |18%''} 11%” 
Board Size Price 


43%2"x96" | 54.7 Sq. Ft. | 9273146 1065.00 
48” x96" | 54.7Sq. Ft. | 9275147 1208.00 
48" x120" | 68.5 Sq. Ft. |9275148 | 1298.00 


Floor space indications include 30’' clearance for draftsman. 


Reference Surface: Formica White Woodgrain 2912"’x83%%"", ex- 
tends 11". 


Drawing Board adjustment: 31"’ to 44’’; legs adjustable to 1”’. 
Tables shipped assembled except for top with mechanism. 
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92759 


(see pages 12 thru 15 for drafting machines) 


Hamilton Deluxe Auto-Shift Drafting Tables 


Here is one of the real ‘‘standards”’ in Drafting Departments all 
over the country and around the world —the famous Hamilton 
Deluxe Auto-Shift! 

Featuring a complete fatigue-preventing range of adjustments 
for board height and tilt, the Deluxe Auto-Shift is practical, 
trim, and the workhorse of drafting rooms—big and small — 
all over the world! 


Features 
¢ Exclusive Stratasteel® drawing board construction for strength 
and stability * Anodized aluminum pencil trough with two- 


Rear Reference Drawers (inside dimensions) 


For Basic Auto-Shift 


For Rear Ref. Desk 


92759 
US ee 


Ref. Drawer 
Tool Drawer 
File Drawer 
Book Storage 
Compartment 
Upper Shelf 
Compartment 


227h"' 13'%'' 


227/e"" 6 Ye" 


[Number | Ref. Surface | Price _| 


Board Size 


50''x37¥%2"" (1) || 92741 48°/:''x30''* 
60''x37%2" (1) |} 92752 487/4''x30'"* 
72''x37¥%2" (2) || 927453 56” x35’'** 
72"'x43%2" (3) || 92744 SOumxXG Oa 
84''x43'2" (3) || 927511 | 56” x35’"'** 


*Tracing Bin 38°" 
**Tracing Bin 46'/" 
Overall floor space: Add to depth of board 
for (1) 11%’; for (2) 16%''; 
for (3) 12%" 
Reference surface extends 11"’ and locks. 
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92751 and 927J2 


position vinyl guard and vinyl end caps ¢ All steel drawers 
with nylon glides for silent operation * Front to back filing 
in full width catalog drawer with adjustable follower ¢ Triple, 
U.L. approved electrical receptacle supplied with each table 
¢ Roll tracing storage bin * Table bases in Gray or Island 
Green to blend with any room decor * Height adjustment 
35¥%'' minimum —44"" maximum ®¢ Trimly styled leveling 
legs provide 1"’ height adjustment of unit... . height and 
slope adjustment levers at one side effectively control con- 
cealed counterbalanced mechanism . steel foot rest for 
comfort ¢ Off-white, non-glare linoleum covered reference 
surfaces 


92753, 92734 and 927J11 


927J10 


Overall floor space: 
Add 2"' to depth of 
board 


Front Unit Rear Reference Desk 


Price 


92755 332.00 92759 4874''x30'%" 232.00 
92756 346.00 927J10 SOMmExS D/aut 265.00 
92757 372.00 Same 
92758 391.00 Same 
927512 426.00 Same 


Reference desk height 3142"’- 32%2"' 


Prices subject to quantity discounts and change without notice. 


Front Unit 


Basic Unit 


Rear Reference Desk 


(see pages 12 thru 15 for drafting machines) 


Hamilton Standard Auto-Shift Drafting Tables 


* Hollow-core basswood drawing surface for lightweight sta- 
bility and extra strength e¢ Finished steel end cleats provide 
a permanently true edge for exacting work .. . cameo beige 
finish © Attached pencil trough ¢ All steel drawers with 
nylon glides for silent operation ¢* Full width catalog drawer 
with adjustable follower ¢ Height and slope adjustment levers 
at one side effectively control concealed counter-balanced mecha- 
nism ¢* Wood foot rest for comfort ¢ Triple U.L. approved 
electrical receptacle supplied with each table ¢* Table base 


Rear Reference Drawers (inside dimensions) 


For Basic Auto-Shift 


For Rear Ref. Desk 927J59 

SW eee DERE ae 
Ref. Drawer 
Tool Drawer 
File Drawer 


Basic Auto-Shift 
| Number | Ref. Surface | Price _| 


Board Size 
48''x37%2" (1) 


927J51 and 927J52 


inGray ¢ Height adjustment35'/"’ minimum — 44" maximum 

. additional 2'’ or 4"’ height adjustment on upright assembly 
for personally tailored comfort andconvenience °* Wood refer- 
ence surface on basic table extends 9’', edged with cameo beige 
finish. 


Complete Adjustment Range—for board height and tilt. Every 


inch of board surface is available from a seated or standing 
position. This is Auto-Shift convenience. 


927J53, 927J54 and 927J61 


927J60 


Price 


927J51 487/4"'x30" 927J55 927)59 | 487/4''x30%/'" 210.00 
60''x372" (1) || 927552 487/4'x30"" 927356 Same 
72"x37¥2"' (2) || 927153 56x35" 927J57 927460 56"x35 3" 232.00 
72''x4312" (3) || 927554 56"'x35" 927558 Same 
84''x43¥2"' (3) || 92761 56x35” 927)62 Same 


Over-all floor space: For (1), add 11%’ 
to depth of board; for (2), add 16%"’ 
and for (3), add 12%’. Reference 
surface extends 9"'. 


Prices subject to quantity discounts and change without notice. 


Over-all floor space: 
Add 2"' to depth of 
board. 


Reference Desk height 3142". 
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Hamilton Deluxe Steelwood Tables 


Hamilton Steelwood Tables have long been regarded as the 
finest of 4-post table designs obtainable. As the name implies, 
Steelwood combines the most desirable qualities of both materi- 
als. Steel is used for rugged permanence, while wood supplies 
a smooth, resilient drawing surface. 

Steelwood tables are regularly supplied in standard 37"' height. 
All of the commonly used drawing surface sizes are supplied: 
37%2"’x60"’, 37¥%2""x72"’, 43%2"'x72", and 43%2''x84"’. Tables 
are shipped knocked down for economy and ease of handling. 
Standard finish is gray. 


Features 

¢ Hollow-core basswood drawing surface for light weight and 
Stability and extra strength . . . finished steel end cleats pro- 
vide a permanently true edge for exacting work . . . Cameo 
Beige finish © Tool drawer with lock for the safe-keeping of 
instruments and supplies. Drawer has sliding tray for extra 
storage ° Large shallow reference drawer for convenient, 
safe storage of reference prints and drawings required at the 
board ¢ Plastic leg shoes with 1"’ leveling adjustment facilitate 
moving table and protect floors from scuffs and damaging in- 
dentures © Convenient foot rest provides comfortable posture, 
adds to the rigidity of the table base. Scuff plate protects the 
finish © Heavy gauge, one piece formed steel legs, welded to 


steel framing provide permanently rigid base construction 
Raising rods concealed in the table legs give a neater appear- 
ance and eliminate the injury hazard to personnel © Two- 
receptacle, three wire grounded UL listed electrical outlet. 


(see pages 12 thru 15 for drafting machines) 


941J6 

This Steelwood model offers the combination of adjustable 
drawing board and flat reference surface. The movable drawing 
surface is hollow-core basswood with steel end cleats and is 
adjustable to 45°. Supplied with two-receptacle, three-wire 
grounded UL listed electrical outlet. Illustrated with optional 
957J2 Drawer Unit. See chart for specifications and price. 


Auxiliary Drawer Unit— 957J2 

Illustrated with 941J6 above—For auxiliary storage area in 
Steelwood Tables, this unit provides a supply drawer 10’’ wide, 
4%" high, 24%" deep inside and a file drawer for catalogs 
and correspondence 10’’ wide, 12%’ high, 241%’ deep. May 
be used with tables 941J2, 94153, 941J4, 941J5 and 941J6. 
Available with new tables or for tables already in use. Not 
factory installed. Finished in table-matching gray with brushed 
aluminum pulls. 

Over-all size: 127’ wide, 21’' high and 291/"’ deep. 

957J2 (specify gray for use on above).......... $62.00 
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Prices subject to quantity discounts and change without notice. 


Hamilton Drafting Tables 


Economy Steelwood Tables 
e Sturdy steel base ° Hollow-core basswood drawing surface 
¢ Finished steel end cleats * Shallow drawer for reference 
drawings (all except 943J1) ¢ Tool drawer with lock and 
tray. Steel sides and runs for easy operation © One piece 
formed steel legs ° Comfortablesteelfootrest ° Protective, 
plastic leg shoes e° Simple, positive raising device 
Auxiliary Drawer unit 957J2 — see description on page 6 
(specify Beige for use with Economy Steelwood Tables) 


aes) 


Number Price 


$120.00 


94352 130.00 
943J)3 150.00 
94354 166.00 
94355 198.00 


37"' high, Cameo Beige finish, shipped knocked down. 


Ideal Tables— Quality Construction ... . Exceptional Value 


A popular, economical table reflecting top quality construction 
in pedestal style design. Provides the absolute rigidity required 
for the most critical type of job. Top is made of selected bass- 
wood, sanded smooth and finished and reinforced with hardwood 
cleats. The base is finished in Golden Oak. Metal parts are 
enameled black. Table is shipped knocked down. 

An extra set of clamps supplements the regular height adjust- 
ment mechanism to prevent vibration. Top adjusts from hori- 
zontal to full easel position. An adjustable ledge for instruments 
and materials is placed at the front edge. 


Features 


¢ Tilt adjustment ¢ Height adjustment * Fine wood con- 
struction ¢ Economy and quality built in 


Number Top Size 


949J1 
949j2 
949)3 
949)4 
949J5 
94956 


See page 93 for economy ideal tables for students, studios and 
hobbyists. 


Prices subject to quantity discounts and change without notice. 


(see pages 12 thru 15 for drafting machines) 
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945510 


945511 


Hamilton Four-Post Wood Tables 


A Hamilton wood table installation fills a drafting room need 
most economically. Built to rigid specifications, tables are com- 
fortable and accurate. Drawing surfaces are hollow-core bass- 
wood for light-weight stability and extra strength . . . channel 
shaped, finished steel cleats reinforce ends to preserve true 
edges. 

Heavy, 2%2"’ square legs, mortised and bolted toa rigid frame 
provide a solid foundation for the drawing surface. Leg corners 
are slightly rounded for neater appearance and to reduce the 
hazard of sharp slivered corners. Bases are of hardwood con- 
struction throughout. Wood drawers have non-warp welded fiber 
bottoms. A panel of the same material serves as cover for the 
base and as a dust protector. Standard height is 37'’. Optional 
three inch raising blocks are available..... order number 
90J34 (4 per set) $5.50 set. Base is finished in Golden Oak. 
Shipped knocked down. 


Features 

* Hollow-core basswood drawing surface for light-weight sta- 
bility, Cameo Beige finish * Solid wood table construction for 
lasting dependability * Variety of storage drawers available 
for every need ¢ Steel cleats provide exacting edges for ac- 
Curate measurement * Adjustable board tilt for fatigue-free 
work °* Reversible board apron to preventinstrumentslippage 
¢ Base finished in Golden Oak ¢ Standard height 37" °« 
Tool drawers are 3%'' high © Reference drawers are 2” high 


Auxiliary file for Four-Post Tables 
For Nos. 945J1, 945J2,945J3, 
94554, 945J8,94559,945J10 
and 945J20. 


Provides an extra storage drawer and a file drawer for catalogs 
and correspondence. File drawer has follower to hold papers 
upright. 

Over-all dimensions: 12%"' wide, 1942" high, 27%'’ deep. 
Supply drawer: 10%'’ wide, 3’'’ high, 25"' deep inside. File 
drawer: 9%"' wide, 12%"' high, 25" deep inside. 


95751 
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One tool drawer, one reference drawer 


Number Drawers Price 
[Wey D W. 
945J20 | 48" | 37%"'| Tool 10%" | 26%" | $152.00 
Reference 24%2"' | 26's" 
945J1 60" | 37%2"'| Tool 10%" | 26%" 
Reference 36%2"' | 26'/"' 166.00 
945J2 | 72” |37%’' | Tool 10%" | 26%" 
Reference 48¥2'' | 25" 179.00 
94553 72” |43¥%2"' | Tool 10%" | 26%" 
Reference 48'%"' | 25” 195.00 
945J4 |84" |43%"' | Tool 10%"! | 26%" 
Reference 59%'' | 32" 223.00 


Without drawers 


$130.00 
149.00 
179.00 


37%" 
37%" 
43%" 


945J6 
945)7 


Tool drawer only (illustrated) 


$148.00 
161.00 
201.00 


94559 
94510 | 84” 


Two tool drawers, one reference drawer (illustrated ) 
945J11 | 72" |37%"' | Tool 17%!" 


Reference 37%" $247.00 
934J12 | 84"’ 143%" | Tool 17%" 

Reference 37%’ 277.00 
945J13 | 84" |43%"' | Tool 20” 
I Reference 42%" 294.00 


'Two tool drawers, three reference drawers 


(945J14 | 72” 137%"' | Tool 
; Reference 37%" $271.00 
945315 | 84” |43%"' | Tool 17%" 
Reference 37°’ 301.00 
945J16 | 84” 143%" | Tool 20" 

Reference 42%'’ 323.00 


Two tool drawers, six reference drawers 
Tool 17%" 


i 3 Reference 37%" $362.00 
1945518 | 84” Too! 17%" 
Reference 37%%.'’ 392.00 
Tool, 20” 
eference 42%!" 425.00 


Prices subject to quantity discounts and change without notice. 


BEFORE ORDERING EQUIPMENT ON THIS PAGE PLEASE 
READ IMPORTANT NOTICE ON PAGE 1. 


Hamilton Light Tables 


The Dial-A-Light ‘'L'’ boasts all the outstanding features of the 
Dial-A-Torque ‘‘L’’ plus Hamilton's new solid state lighting con- 
trol which permits infinite adjustments up to 300 foot candles. 
Exclusive Dial-A-Torque mechanism simplifies table angle adjust- 
ments. (With Powershift, a power-operated vertical travel mech- 
anism; or manual adjustment.) The Dial-A-Light ‘‘L’’ comes 
complete with right or left hand reference surface, file, and 
reference drawers. (See page 2 for Dial-A-Torque ‘‘L"’ features.) 
The Dial-A-Light ‘‘L'’ forms the most efficient light table system 
every produced. 


Dial-A-Light with Power 


All of the features above plus the convenience of Powershift. A 
power operated counter-balanced mechanism—to raise and 
lower the drawing board. 


Drawer Dimensions (inside) 
Ww H 
Reference Drawer...... 36%" 26%" La 
Tool Drawer (with tray)... 12%" 19” 5u 
Catalog and File Drawer 
(with adjustable follower) 122" rb Ee 11%’’ 


Drawing board adjustment: 32%" to 45'/a''. Legs adjustable 
to 1''. Tables shipped assembled except for topwith mechanism. 
Shipped complete with lamps. Operates on 120-volt, 60 cycle 
system. Pedestals are 53°%'’. 


Dial-A-Light ‘*L”’ 


Dial-A-Light Tracing Tables 


the sliding rear reference surface extends 10'%'’ and permits 
‘in-line’ arrangements that can save up to 43.2% of your 
drafting department's floor space. Dial-A-Light tables may be 
used in conjunction with Dial-A-Torque Drafting Tables. The 
Dial-A-Light incorporates the convenience of Dial-A- Torque finger- 
tip tilt adjustment. Height adjustment, while manual, has never 
been easier. Vertical travel is foot pedal controlled and fully 
counter-balanced. The foot pedal releases the brake and allows 
the table to travel a full 14 inches. Take your foot off the pedal 
and the table locks in the position selected. 
Features ¢ Dual light dispersion for uniform illumination 
Transistorized con- 
Easy access to light box for 


Flush working surface —obstructionfree °¢ 
trol for varying light intensity 
maintenance and cleaning 
Drawer Dimensions (inside) 


Reference Drawer 25%." 


Tool Drawer (with tray). . . 12%" 19" a 
Catalog and File Drawer 
(with adjustable follower) 12%"' 187s" Pee 


Drawing board adjustment: 34%'’ to 48°%'’. Legs adjustable 
to 1"'. Tables shipped assembled exceptfor top with mechanism. 


Shipped complete with lamps. Operates on 120-volt, 60 cycle 
system. 


Dial-A-Light “‘L’’ With Power 


Illumination Right Left Right Left 
Board Size Area Hand Ref. Hand Ref. Price Hand Ref. Hand Ref. Price 
3727x500" SORKsoW 9275356 9273351 $872.00 927J456 9275451 $ 981.00 
37'%2"'x60" 30"'x47™ 9275357 9275352 924.00 9275457 9275452 1033.00 


Standard Finishes 


Reference Surface: Formica White Woodgrain 


Island Green or Gray 


Desert Sand w/Walnut Vinyl trim 
Island Green w/Ivory-Green Vinyl trim 
Gray w/Gray-White Vinyl! trim 


Illumination 


Board Size Area 


Number 


Bex Om SORx3 Sul 9275131 
: 37¥%2"'x60"" 30"x47”" 927J132 
! Standard Finishes Island Green or 
Gray 


Prices subject to quantity discounts and change without notice. 


Dial-A-Light 


Dial-A-Light With Power 


Price Number Price 


$749.00 9273141 $863.00 a 
797.00 9273142 SiO Oe 
Desert Sand w/Walnut om trim De 
Island Green w/Ivory-Green. 
Gray eS inyl ti 
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1843SU 


Tracing Tables, Steel Straight Edges, T-Squares and Drafting Lamps 


24" x 36” Tracing Table 

Glass working surface, 24'’x36"’, is sandblasted on bottom side 
to diffuse light. Frame is selected basswood with white enameled 
reflector attached. Top is adjustable and held in position by a 
raising device. Two 30-watt, 36’’ T-8 fluorescent lamps with 
ballast, starter and ten feet of cord are included. Operates on 
110-volt, 60 cycle alternating current. Hardwood base is finished 
Golden Oak. Height 37’’. Top over all is 48'’x36'’. Shipped 
knocked down. 

C2 5 Sy sis goo oe ge Soe On Dn es $193.00 


Tracing Board 

Sandblasted glass tracing surface, 367/s’'x24"’. Two 30-watt 36”’ 
T-8 fluorescent lamps with ballast, starter and ten feet of cord 
included. White enameled reflectors distribute light evenly. Can 
be used on any drafting table. Adjustable stops hold board in 
place on inclined surface. Equipped with sturdy plastic handles 
for carrying. Frame is of basswood Honey Brown finish. A com- 
pact, space saving unit, easy touse, moderately priced. Operates 
on 110-volt, 60 cycle alternating current. 

OEM): 4 S:s%s 8 eae Sen eee een Oe cna nai eee $129.00 


Stainless Steel T-Squares and Straight Edges 
T-Square Fixed lacquered iron head. Blade 1%"’ x .05" 


DEY) AOS egies Teen eae caer ns $ 15.25 
SOR See De Ones Oe OnE pac a 17.25 
BO Sg a ee 19.75 
OGD? as Goh Ta ORO RC aE a REO 23.25 


Straight Edge — One Edge Beveled 


Thickness 


Number 


1807SU — 18” | 1%" $ 8.75 
1807SU — 24” | 17%" 11.00 
1807SU — 30” | 2” 14.50 
1807SU — 36” | 2” 17.20 
1807SU — 42” | 2%" 21.25 
1807SU — 48” | 2%” 25.00 
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24” x 22” Tracing Table 

Glass working surface, 24''x22"'’, is sandblasted on bottom 
side to diffuse light. Frame of working surface is selected bass- 
wood with white enameled reflector attached. Top is adjustable 
in slope and slides forward 15¥%’’. Two 15 watt, 18" T-8 
fluorescent lamps with ballast, starter and ten feet of cord are 
included. Operates on 110-volt, 60 cycle alternating current. 
Hardwood base is finished Golden Oak. Adjustable height from 
327/'' to 42%2"'. Top over all is 32’’ x 31’’. Shipped knocked 
down. 

OD UD ha tangs, (i Secieiedy oleate eso Seon DEO CR ROMOme ETD $171.00 


Dazor Floating Arm Drafting Lamps 


Regular Power 

Completely enclosed spring mechanism and perfectly balanced 
hinged arms for easy movement to any position or angle with a 
touch of the hand. Features 34’’ extension, removable dual 
clamp fittings. May be clamped or screwed to any flat surface, 
horizontal, vertical, or inclined. AC only —Uses two standard 
15-watt fluorescent tubes. (Order separately, see 5753 below) 
Bronze finish. 


High Power Factor 

As above, but recommended where stroboscopic effect must be 
minimized, or where there is a multiple lamp installation from 
a common electrical source. (Order tubes separately) Bronze 
finish. 


5740 Pirmeprenntar its secon mr aca Orca aes Us, 28 $ 40.25 
Tubes for Dazor Lamps 

57. 5S3ee dayilghtimcmesomenacees caress ou each $ 1.15 
57.53 Wiwhitewuvm urinates tear erece ory + each 1.15 


For best light balance, use one of each color. 


Prices subject to quantity discounts and change without notice. 


uoloas 


BEFORE ORDERING EQUIPMENT ON THIS PAGE PLEASE 
READ IMPORTANT NOTICE ON PAGE 1. 
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Hamilton Versatility Drafting Pedestals 


Ideal for: Designers — Schools — Architects — Engineers — Draft- 
ing Rooms — Artists — Illustrators 


Here's a drawing surface ideal for the occasional drawing re- 
quired of a chief engineer, the architect’s demand for an office- 
sized drawing surface behind his desk, the mechanical drawing 
classroom where space is a requisite ... . literally any re- 
quirement for artist, draftsman, school, office, orengineer. .. . 
all from the recognized leader in the manufacture of quality 
drafting furniture. 


Dial-A-Torque Units \ \A 


* Exclusive Stratasteel!® drawing surface * Groovedanodized MS \\ 


aluminum pencil trough with two-position vinyl edge guard, and \ 
vinylend caps ¢* Counterbalanced drawing board ¢ Finger- 7 
a 


tip control of tilt mechanism from sitting or standing position °¢ 
3-wire grounded electrical receptacles 


Power-Shift Units 


c/ 
¢ All of the above, plus powerized foot pedal which effortlessly ——— 
raises or lowers the drafting board to the desired position \ 


Dial-A-Torque | 


Power Shift 


32)" x42'))| 9275911 9275901 $410.00 
37%"'x50"' | 9273912 927)902 442.00 
37%"'x60" | 9275913 9275903 454.00 
37%2"'x72"' | 9275914 9275904 477.00 
43%2"'x72"' | 9275915 9275905 308.00 ~ 
43%"'x84" | 9275916 92745906 542.00 
Specify: Grey or Island Green Finish 
Prices subject to quantity discounts and change without notice. Page 11 
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The Tracmaster’s automatic balance at any board angle without 
adjustments makes this X-Y drafting machine ideal for use on 
the modern drafting room “‘vertical board’’ or L-Table. The abil- 
ity of the Tracmaster to lock to a point in one elevation and 
carry this point either vertically or horizontally to another view 
is a great advantage in original design and assembly work. 
Long lines are drawn by a single, sweeping traverse - quicker, 
easier and with less deflection than by the ordinary method of 
repeated scale extension. 


Stability 

The most significant advantage of the Tracmaster is its inherent 
Stability. This resuits from a new design concept of the tracks. 
Extruded aluminum beam rails have been sectioned for rigidity 
and permanent alignment, in single lengths up to eight feet. 
Their sturdy width and thickness provide the necessary strength 
to eliminate sag and to resist deflection in normal drawing. 
Guide rails are machined in the center of the beam for greater 
accuracy and maximum stability providing protection from shock 
or damage. They are carefully machined, warp-free for life, fully 
enclosed by an endless vinyl coated fabric belt along their en- 
tire length and protected from dust and erasure crumbs. 


Smooth, Effortless Operation 
Both the X (horizontal) and the Y (vertical) carriages are accu- 
rately guided on the center guide rail with additional stability 


being provided by outrigger type rollers riding against the outer 
channels. The tracking controls for the X beam are conveniently 


located on the Y beam. 


The Y beam glides smoothly along the bottom of the drawing 
board supported by a nylon roller. No other rollers are present 


to soil drawings. 
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Rec'd. Taw 29,1961 
The Universal Tracmaster provides superior accuracy, with smooth balance...... 


Quick, Easy Mounting 

Tracmasters are easily mounted to the board with only two 
mounting brackets, regardless of board length. The extreme ri- 
gidity of the horizontal beam rail eliminates periodic adjust- 
ments despite variations in the table top. 


Counterbalance 


A concealed elevator-type counterweight provides for proper bal- 
ance at all board angles automatically without adjustment or 
tension devices. The weight runs on its own nylon rollers in a 
track located behind the Y-beam and is completely out of the 
way at all times. 


Special Hinge Feature 
A useful hinge arrangement, easily raises the Y-beam above the 
board for cleaning and inserting new drawing material. 


Standard Protractor Head and Tracking Controls 
The standard mechanical protractor head is engine-divided, 
360°, numbered from 0°-90° in each quadrant, with double 5’ 
vernier and 15° automatic indexing. Note compactness of con- 
trols and their large size for easy, sure operation. 


The X-carriage is locked by either of two control knobs on the 
Y-Beam and a new flip-action control clamps the Y-carriage. 
Controls are always close at hand and easy to operate while 
you work .. . no need to standorreachto the top of the board. 


Civil Engineers Protractor Head 

As above but reads 1 minute of arc and is double numbered 
every 10th degree: 0°-360° for azimuth readings, and 0°-90° 
in each quadrant for bearings. 


Prices subject to quantity discounts and change without notice. 


Index Control ® 


A depress button permits automatic indexing of scales every 15 
degrees. Index mechanism can be locked out of play for set- 
ings close to an index angle. 


Vernier Clamp ® 


A double wing clamp directly under the position of the left 
thumb is used to lock intermediate angle settings other than 
automatic 15 degree index angles. 


Baseline Clamp © 


A toggle control lever at the top of the protractor provides pos- 
itive clamping of the scale chuck-arm so that the scales can be 
accurately aligned to any desired reference line. 


Drawing Area 


The board drawing area covered by a Tracmaster, as is true of 
all X-Y machines, depends upon its mounting-to and extension- 
beyond the drawing board. Drawing coverage and track exten- 
sion are directly related factors. The greater the drawing area 
required, the greater the extension of the machine beyond the 
board. The less extension desired, the less drawing area can 
be utilized. Careful consideration has been given to achieve an 
optimum balance of these factors in establishing the sizes for 
Tracmasters. 


Standard Tracmasters 


The rail extensions in standard Tracmasters protrude 8" hori- 
zontally and 5"’ vertically. With beams of this length, drawing 
area coverage with scales at normal position loses 7'’ of hori- 
zontal area and 6"’ of vertical area. However, by indexing the 
scales 90° in either direction, the full board width can be uti- 
lized, and all but 3"’ of the length used. 


Prices subject to quantity discounts and change without notice. 


........at any angle on small or giant boards 


Where coverage of the board that is greater or less than stan- 
dard is required, write for quotation on special Tracmasters 
with longer or shorter horizontal beams. 


Note: Left hand machines are available at $5.50 extra. 
Add ‘‘LH”’ to Post stock number. 


Note: Order scales separately. See page 17 


Special Tracmasters 


Tracmasters for other board sizes can be made up on special 
order (any usable length, 96"’ maximum width). Multiple beam 
lengths are assembled together permitting accurate, stable tracks 
of any desired length. Write for additional information. 

When ordering, please state the following vital information: 
Board size and thickness; full description of location size and 
material of any obstruction to mounting that may exist in the 
top 8 inches of the underneath surface of the board, or along 
its top edge. If a Tracmaster with special length horizontal X- 
beam is being ordered, specify in inches the desired extension 
beyond board. 


Giant drafting equipment. See ‘‘Spacemaster’’ page 16. 


Standard 
Protractor 
| Number | Price _| 


Civil Engineers 
Protractor 


Board Size 
S20 to aseix 42 
36"’ to 374%2"'x48"" to 50” 
36” to 37%" x 60” 
36” to 37%" x 72" 
42" to 43%" x 72" 
42" to 43%" x 84” 
48” to 49%2"" x 96" 


2630C |$209.50 
219.50 
224.50 
229.50 
234.50 
239.50 
249.50 
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For student drafting information see page 95 


The Boardmaster Meets Changing Board Angle Requirements 

The Boardmaster is the only drafting machine designed for sim- 
ple adaptibility to any board angle from a slight incline to ver- 
tical. Each of the three machines listed can be quickly converted 
for use on any degree of incline. (See conversion instructions 


below.) 


For Slight Incline (Degree of incline shown in chart opposite) 
For horizontal boards or slightly inclined boards, this Boardmas- 
ter comes equipped with a spring stabilizing cartridge on the 
upper arm . assuring smooth, perfect balance and opera- 
tion. 


This machine converts to an ‘‘intermediate incline’’ machine 
by adding a number 2616 stabilizer to lower arm or to a ‘‘ver- 
tical incline’’ machine by removing the upper arm stabilizer 
and adding a ‘‘vertical weight stabilizer."’ 

[see chart for number] 


For Intermediate Incline (Degree of incline shown in chart op- 
posite) 

Spring stabilizers on both upper and lower arms perfectly bal- 
ance this Boardmaster for use on boards with intermediate in- 
cline. Spring tension is adjustable to suit individual draftsmen, 
completely eliminating incline strain and fatigue. 


This machine converts to a ‘‘slight incline’’ machine by remov- 
ing the ‘upper stabilizers’ or to a ‘‘vertical incline’’ machine 
by removing the upper stabilizer and adding a ‘'vertical weight 
stabilizer.’’ [see chart for number] 


For Vertical Board Drafting 
A simple stabilizer automatically provides perfect, frictionless 
balance at board anges from horizontal to 90°. 
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Boardmaster Drafting Machines ecco 


This machine converts to a ‘‘slight incline’’ machine by remov- 
ing the ‘‘vertical weight stabilizer’’ and adding the number 
2615 “‘upper arm stabilizer’’ or to an ‘‘intermediate incline’’ 
machine by removing the ‘‘vertical weight stabilizer’’ and add- 
both a number 2615 ‘‘upper arm stabilizer’’ and a number 
2616 “‘lower arm stabilizer.”’ 


Replaceable Fully Enclosed Bands 

Tempered steel bands, */1e'’x.015'' are completely enclosed 
for maximum protection, yet are easily replaced by threading 
through each half of the rigid strut and snapping the ends 
together. 


Nylon Contact Points 

On bottom of protractor for glass-smooth gliding. Long lasting 
nylon contacts selected for excellent wearing qualities and no- 
smudging, even on the new abrasive types of drawing mediums. 


Standard Protractor — Full 360° Visibility at All Times 

The Boardmaster protractor is located over the arm for 100% 
visibility of all graduations at all times. Blind readings are elim- 
inated, controls cannot be lost under thearmstruts. All controls 
are large in size, compactly grouped for comfortable, easy op- 
eration and convenience. The large 5'/’' Boardmaster protractor 
dial is engine-divided, 360°, numbered from 0° to90° in each 
quadrant, with double 5’ vernier and 15° automatic indexing. 
Its special no-glare finish is easy to read and reduces eye- 
strain. Graduations are on the inside edge of the dial, fully pro- 
tected against nicking or damage. 


A. Positive Action Baseline Control 

Aligns scales to any drawing or sets scalesto any reference line 
throughout 360°. Positive, uniform ‘‘on-off'’ action of toggle 
control clamp applies total clamping pressure and securely 
holds vital reference lines. 


Prices subject to quantity discounts and change without notice. 


A. Positive Action Baseline Control 


B. Automatic 15° Index Control 


Natural push-button action provides automatic indexing every 
15°. Exclusive ball bearing mounted mechanism guarantees 
smooth, lifetime operation. Clockwise rotation of control button 


locks the control out of play for settings close to an index 
angle. 


C. Convenient Vernier Clamp 


A double wing vernier clamp, directly under the left thumb, 
locks intermediate angle settings. No stretching or reaching is 
required. 


Civil Engineers Protractor Head 


Graduations read 1 minute of arc and are double numbered 
every 10th degree: 0°-360° for azimuth readings, and 0°-90° 


Boardmaster 


B. Automatic 15° Index Control 


(1m pe ons casa Raa 
{ 2 : 


Order scales separately. See Page 17 


C. Convenient Vernier Clamp 


ee Smooth, Effortless Drawing at any Board Angle 


in each quadrant for bearings. Exact settings are made by a 
micrometer thumb wheel. A magnifying glass rotates with the 
vernier, to facilitate accurate settings. 


Quick, Easy Installation 


The powerful vise-like clamp may be mounted to any board 
Y"' to 1¥/s'’ thick without tools. 


Special Machines 


Left hand machines are available at $5.50 extra. Add “‘LH”’ to 
Post stock number. Machines with special arm lengths are 
available on special order. Write for information. 


Standard 
Protractor 


Civil Engineers 
Protractor 


Size 
18"' arm-for 
boards up to 


Angle of Inclination 
Slight (to 12°) 
Intermediate (to 24°) 


Number 


$135.00 
140.00 


36"' x 48" 
24"' arm for board 


Vertical 
Slight (to 10°) 


sizes 36"' x 48" Intermediate (to 20°) 


thru 36"' x 60” 
30'' arm for board 


Vertical 


Slight (to 8°) 138.00 || 2606c | 
sizes 36"" x 72" Intermediate (to 16°) | 2607 143.00 || 2607C 178.00 
thru 42" x 84”" Vertical | 2608 188.00 | 2608C 223.00 


Conversion Accessories 


PSU. Wheyercty Na SEMEN G oe Sab So GG has $ 5.00 
2616 Lower Arm Stabilizer. ............... 5.00 
2617 Vertical Weight Stabilizer for 24’ machines... 50.00 


Prices subject to quantity discounts and change without notice. 


2618 Vertical Weight Stabilizer for 30’’ machines . . . 
2619 Vertical Weight Stabilizer for 18°’ machines. . . 


uonoas 
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Spacemaster 

Giant Drafting Board with Tracmaster X-Y Drafter 

For exceptional accuracy in full scale drawing, the Spacemaster 
combines the inherently stable Tracmaster X-Y Drafter mounted 
to a warp-free, rigid, extruded aluminum drawing board, topped 
with desk-top linoleum. 

For positive straight-line accuracy, the Tracmaster machine is 
precision aligned and mounted at the factory to eliminate the 
need for adjustments in the field at any time. Refer to pages 
12 and 13 for full Tracmaster specifications 


juawidinb; suijjeig juein .Ja}sewadeds,, jesuaniupy 


Aluminum Board Construction 

Spacemaster is constructed of rigid extruded aluminum channel 
sections tongue and groove interlocked. The channel sections 
are rigidly supported by cross-girders and multiple longitudinal 
ribs. For a superior drawing surface, the Spacemaster is topped 
with Epoxy-bonded desk-top linoleum, attractively edged with 
anodized aluminum trim which also provides a smooth track for 
the bottom end of the Y-beam. 


Spacemaster (Backview) 
with Supporting Stanchions 


SPACEMASTER 


Universal “Spacemaster”’ Giant Drafting Equipment 


How to Order: 
When ordering Spacemaster combinations, it is essential to 
provide the following information: 

Model Number 

Width & Length of Board: (17"’ extra length beyond 

desired drawing size must be included to provide park- 

ing space for Tracmaster.) 

Clear Ceiling Height & Minimum Door Height. 
Spacemaster combinations are limited in size to 72'' wide by 
16’ long. 
Extra Tracmaster Y-beams and protractor heads can be mounted 
on a single long X-beam for simultaneous and correlated draft- 
ing by two or more personnel. Write for special quotation to fit 
your requirement. 


Note: The following listings of board sizes are typical sizes 
for reference only. Prices are approximate and may vary 
according to individual specifications. 


Without Stanchions 


With Stanchions 


Board Size Universal No. Universal No. Price 
49¥%"'x113" ST-1-4896 $ 684.00 2638AS ST-2-4896 $ 904.00 
60°%/4''x137" ST-1-60120 924.00 2638BS ST-2-60120 1144.00 

ST-1-72168 1402.00 2638CS ST-2-72168 1622.00 


x185"" 


ifn” 


Specifications: 


vertically on your own supports. 
Order scales separately. 


" Page 16 


Includes Spacemaster linoleum-covered all-aluminum 
board complete with Tracmaster drafting machine, 
permanently aligned and doweled at the factory. Board 
must be 17"’ longer than maximum drawing size to 
allow parking space for Tracmaster. Relatively light 

in weight, it can be readily mounted horizontally or 


Same as 2637 series, except includes two rear 
vertical steel supporting stanchions. A complete 
drafting unit which can be set up anywhere and 
readily moved to new locations. Board easily hooks 
on stanchions at convenient working angle. No 
bolts required. Occupies minimum floor space; 
maximum depth front to back is 30’’. 

Order scales separately. 


Prices subject to quantity discounts and change without notice. 
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Universal Drafting Machine Scales 


Drafting Machine Scales For Use On All Universal, Post, 
And Most Other Drafting Machines. 


Each draftsman should be equipped with a complete series of 
scales that read directly to the drawing reductions he must 
render. The savings in time far exceed the modest cost. 


SCALE STYLE NUMBERS 


Style Number Graduations Divisions 
1 Sere Aina /et Open 
2 Teer Aue ell Open 
3 Fullsize: 16ths 

Half size: 32nds Full 
4 10ths and 50ths Full 
5 20ths and 40ths Full 
6 30ths and 60ths Full 
7 3" and 1%" Open 
8 ¥a"' and Ye" Open 
9 1" and 2" Open 
fe) Yq" and Ya" Open 
5 Full size: 32nds 


Full size: 50ths 
Full size: 32nds 
Half size: 16ths 
Full size: 50ths 
Half size: 1Oths 

Half and Full size: 32nds 
Y% size: 32nds 
Yq size: 32nds 
Ye size: 32nds 


Full 


= 
a 


17 


Full 


19 
Full 


Specify length desired 


Prices subject to quantity discounts and change without notice. 


State catalog number, style number and length. 


12"' (vertical) and 18"' (horizontal) are considered standard 
lengths for drafting machines. 


Specify both Style Number and Catalog Number 


Aluminum Alloy Scales 


Permanently accurate, engine-divided with smudge-free contact 
surface. Will not warp, shrink, chip, or peel. Graduations are 
set back from edge to eliminate pencil point wear and graphite 
smears. Anodized non-glare finish provides long wear. 


(0 2620-86 Siemon eas eens $ 4.50ea 
2m 262051 20 eee eee 5.75ea 
Lie 26205118 ween ine eee ce 8.25ea 
24" 2620-245 a cee ace eine 11.00 ea 


Transparent Plastic Scales 
Made of finest clear-vision transparent plastic with jet-black 
engine-divided graduations on underside of scale to prevent 
parallax and assure accurate reading and long life. 

ene 2621-12 
18” 2621-18 


STRAIGHT EDGES FOR DRAFTING MACHINES — one edge bev- 
eled, one edge equare. 


Maple, transparent edges || 


12” length 2624-12 ... $ 4.25 ||2626-12 .. .$ 4.00 
18"' length 2624-18... 5.90 ||2626-18... 5.25 
24” length 2624-24... 7.50 ||2626-24 ... 7.00 
30" length 2626-30... 9.00 
36" length 2626-36... 10.00 

Page 17 
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Draftsmen’s Chairs 


Draftmen’s chairs by Cramer are comfortable, handsome and 
sturdily built with arc welded tubular steel bases, office gray 
finish. Swivel seats have 2'2’’ molded foam cushions with re- 
movable dark green upholstery covers on seats and on 1”’ 
thick foam backrests. Seat size is 16%2’' x 15’’ except Nos. 
6264, 6265, 6266 and 6267 which are 17%" x 14¥2"’. All 
have 19" footrings except Nos. 6260, 6268 and 6269. All 
have finger-tip-adjustable seat height and depth, and back rest 
height. (Footrings are also height adjustable except No. 
6264.) Caster or glide spread is 22"' except No. 6260 which 
sya. 


2" Ball 
Seat Bearing Item Price 
Casters Number 
Factory Series 
iy ensol | No | No ee $44.50 
papet ph No No 6262 64.00 
Economy Series 
24” -31" No No 6264 56.00 
2OmeE—SSs Yes No | 6265 60.00 
Standard Hi-Model Series 
22a sis | No No 6266 67.00 
24" -33” Yes No 6267 69.50 
Deluxe Hi-Low Series 
16%2""- 20%" No Yes | 6268 73.50 
18%"'-22%" Yes Yes 6269 76.00 
22) Si No Yes 6270 81.00 
242 33e) Yes Yes 6271 83.50 


Posture Chairs for ‘‘both feet on the floor’’ Equipment 

With the advent of the new low-model L table drafting equip- 
ment, with desk height reference-surface combinations, comes 
a need for companion posture chairs equally useful at the 
adjacent desk. Both chairs shown here are in the thoroughly 
modern mode, engineered for day long comfort and year after 
year durability. They are constructed with a pearl|-white fiber- 
glass seat and back, contour molded, with rolled edges for 
maximum strength and comfort, and a wide stance brushed 
aluminum base equipped with silent 2"’ heavy duty casters. 
Seats adjust from 19” to 21"’ and swivel 360° on lifetime 
lubricated nylon bearings. 

6101 Armless Posture Chair............... $55.00 
6102 Arm Chair with blue foam cushion, arm rests . . $94.00 


Post Posture Chairs 


Cramer 
Chairs 


6270 - 6271 6264 - 6265 


a STIS AEE OS ee STC oe Ne oe 


Prices subject to quantity discounts and change without notice. 


Royal 
Chairs 


6308 to 6313 6314 to 6317 


¢ 


ee 


6306, 6307 


Prices subject to quantity discounts and change without notice. 


Draftsmen’s Chairs, Stools 


These Royal swivel chairs have Micro-Hite instant seat adjust- 
ment. . . raise seat to full height and tighten handwheel, then 
while seated turn handwheel until seatlowerstoheight you want. 
That's all there is to it and it's slip-proof. Handsome office gray 
steel with chrome plated foot rest; dark green upholstered seat 
is thick molded Durafoam, 17'’x16"’; tilting padded back rest 
adjustable five ways. Choice of glides or casters. 


Height adjustable 20"’ to 26”""....... 6314... . $36.65 
Same with 2"' ball bearing rubber casters 6315.... 40.05 
Height adjustable 25" to31""....... 6316222 oreo 


Same with 2” ball bearing rubber casters 6317.... 40.65 
Royal swivel stools with Micro-Hite instant seat adjustment, fully 
adjustable back rest. 15’’ square seat with hardboard scroll- 
shaped panel. All-seam welded tubular gray steel with footring. 


Height adjustable 17’'to23"....... 6308... . $21.60 
Same with 2” ball bearing rubber casters 6309.... 25.00 
Height adjustable 21’’to27"........ G31OKe ee ree-LO 
Same with 2”' ball bearing rubber casters 6311.... 25.50 
Height adjustable 26"’ to32”"....... 6312.... 22.60 


Same with 2” ball bearing rubber casters 6313.... 26.00 
Royal swivel stools with Micro-Hite instant seat adjustment, no 
back rest. Gray tubular steel construction, choice of glides or 
casters. 

Resilient 14’' Durafoam padded round seatindark green, chrome 
plated ring. 

Height adjustable 2342"'’ to 29%"" 6306... . $25.40 
Same with 2" ball bearing rubber casters 6307.... 28.80 
Steel seat with hardwood panel, 14’' diameter; enamel ring. 


Height adjustable 16""to22”"....... 6300... . $17.20 
Same with 2” ball bearing rubber casters 6301.... 20.60 
Height adjustable 21""to27"....... 6302.... 17.65 
Same with 2” ball bearing rubber casters 6303.... 21.05 
Height adjustable 26"’ to32”....... 6304.... 18.10 


Same with 2” ball bearing rubber casters 6305.... 21.50 
Toledo Stools enamel! metal base, splayed legs with ball and 
socket swivel tips; seat adjustable from 25'’ to 32%2"' height. 
¥a'’ steel wire footring. 

With scroll posture seat 14'’x16"' and 6’’x14”’ backrest, both 
of green stained plywood. ......... 6244... . $30.20 
With round 15”’ wood seat, no backrest . 24.80 


Fritz Cross Stool of green tubu- 
lar steel with footring; 16%2"’ 
x 12%2"’ seat padded with 2" 
of foam rubber; adjustable pad- 
ded back rest; green simulated 
leather. Rubber casters. Ht. 
adj. 25"’ to 29%". 

62305522 e eee $55.50 


Toledo Cushions. Round leath- 
erette seat cushions for Toledo 
stools. Diameter indicated by 
item number suffix. 


6240C-12....... $ 4.20 
6240C-13....... 4.20 
6240C-14....... 4.20 
6240C-15...... 4.20 
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Roll files v 
see page 23 


Ten drawer units 

see page 22 as 
Five drawer units 

see page 21 


Caps 
see page 23. 
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Hamilton UnitSystem® Steel Files 


Choose and Build a Filing System Tailored to Your Requirements 
.... Let It Grow With Your Needs 

It is no longer necessary to purchase unwanted space in incon- 
venient combinations and hope eventually to be able to use it. 
Buy only as much file space as you need and in the sizes you 
need and add to the system as your requirements grow. All 
units (within the ‘stacking code’’) intermember in any order 
and in any combination. 

The key to the UnitSystem is the Shallow Drawer unit. It is 
designed expressly for the protection of active drawings. Each 
drawer is equipped with a lifting device* which holds the load 
of drawings while you withdraw or file a sheet. Entire contents 
of drawer are easily accessible. 

Five-drawer units are best suited for storing semi or inactive 
records. Tracing folders should be used toconveniently assemble 
and file records according to groups or projects. Each drawer 
holds several folders. 

Experience shows that the most practical method of filing small 
sheets is in a vertical position. Here again Hamilton provides 
the equipment as an integral part of the UnitSystem. Two and 
three drawer vertical files, equipped with indexed folders and 
compressors, hold 6,000 —12"'x18’’ and 9,000 —9''x12" 
sheets respectively. 

Rolled prints, traditionally difficult to store in standard units, 
are accommodated by Hamilton roll tracing units. 

For continued saving of time, space and records, start a basic 
Hamilton UnitSystem today and add as requirements demand. 


UnitSystem Advantages 

e xtra heavy top and bottom frames on all units. © Rein- 
forced corner posts permit higher stacking °* Drawers equip- 
ped with ball bearing rollers * Drawer runalignment prevents 
binding ¢ Triple-wall drawer fronts keep drawers rigid and 
pulls firmly anchored ° Two-way drawer stops prevent acci- 
dental withdrawal and maintain position for filing © Gray 
finish and brushed aluminum hardware are standard e All 
drawers are individually fitted at the time of assembly 


“Stacking Code’ 
All units marked with the same letters in the ‘‘Stacking Code”’ 
column will interstack. 


Over-all Size 
— 43°%/6'W x 32'2"'D 
— 49%/6"'W x 38'%2"'D 
— 55%e'Wx 4442"D 
79%/6''W x 50%2"'D 
— 40%'' Wx 28'2"'D 
— 46'%/6"'Wx35'2"'D 
— 53%/6'Wx41'%2"D 
When ordering, make sure all stacking codes are the same, 
order by catalog number. 


Q7m900> 
| 


*See Page 22 — ‘‘How protective Tracing Lifters work’’. 


nd change without notice. 


POT eae NR od Oe eet eee a Ee RR SS Os ON Cea ee SASS Ne My 


Hamilton UnitSystem ® Steel Files 


Five-Drawer Unit 
for semi-active drawings 


A general purpose file for tracings, prints, charts and maps. 
Drawers have coated fabric covers hooked at the front. Covers 
protect the drawer contents from dust and compress the sheets 
to keep them in place. Ball bearing rollerskeep drawers running 
smoothly. 


Stacking 
Code 


A double-stop device prevents drawers from being withdrawn 
accidentally and holds drawers in place while sheets are béing 
filed or removed. Drawer bottoms are prepunched to insert 
partitions (see page 23) for dividing into smaller compartments. 
Tracing folders are available (on special order) for five-drawer 
units for storing miscellaneous size sheets by projects (see page 
24). Each drawer holds several folders. Gray finish. 


A 43 Ac" 32%" 15%" 24x36" $169.00 
B 38%" 15%" 30’’x42" 193.00 
Cc 44" 15%"’ 36''x48"" 232.90 
D 42"x72" 615.00 
E 24''x36" 156.00 
F 30x42" 182.00 
G 36x48" 220.00 
Locking device for above except 94/5 (shipped separately for installation by customer after delivery) .......... $13.00 


Three-Drawer Unit 


The deep drawers in these units are designed for safe keeping 
of inactive drawings and miscellaneous engineering records. 
Units are constructed of heavy gauge furniture steel. Drawers 


Stacking 


Code 
F 46!*/e"' 
G 53'/e" 


Locking device (shipped separately for installation by customer after delivery) 


are mounted on ball bearing rollers at front and rear for easy 
handling of heavy loads. Each drawer has a coated fabric dust 
cover and is prepunched for steel divider partitions (see page 
23). Spray finish. 


Price 


$170.00 
206.00 


30"’x42" 
36"'x48" 


Note: All units marked with the same letters in the ‘‘stacking code’’ column will interstack. 


Prices subject to quantity discounts and change without notice, 
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How Protective 
Tracing Lifter 


ANN 


TO FIND DRAWING—Raise front 
half of tracing lifter and locate 
desired sheet 


TO SELECT DRAWING—Turn sheets 
above needed drawing over lifter 
and fold back 


TO REFILE DRAWING—Drawing 
may be replaced as easily as it 
was removed 


TO REMOVE DRAWING—The re- 
quired drawing has now become 
top sheet and may be removed 


Hamilton UnitSystem ® Steel Files 


Ten-Drawer Units 

Designed exclusively for the filling and handling of active refer- 
ence drawings. The key to the UnitSystemis the Shallow Drawer 
unit. It is designed expressly for the protection of active draw- 
ings. Each drawer is equipped with a lifting device which holds 
the load of drawings while you withdraw or file a sheet. Entire 


Specifications 
Stacking 
Code 


91J10 43°/6"’ S22 


Locking device: factory installed (specify ‘‘with lock'’) 


Vertical Filing Units 

Vertical files are designed for small tracings, prints and other 
engineering records. Available in 2-drawer for maximum 12''x 
18”’ sheets and 3-drawer for 9’’x12"’ sheets. 


Up to 3,000 active drawings may be filed in one drawer with 


Stacking 


Over-All Size Sheet 
CWS Ee a Size 


contents of drawer are easily accessible. The Shallow Drawer 
unit equipped with tracing lifter and adjustable rear hood com: 
bines every feature of design and construction to provide utmost 
protection for valuable, irreplaceable records. 

Start your Hamilton UnitSystem file installation with Shallow 
Drawer units and add other styles as required. 

Partitions are listed on page 23. Gray Finish. 


15%" 24x36" $408.00 
30''x42” 497.00 
36''x48"' 607.00 

$40.00 


room to spare for easy handling —actually 50% more capacity 
is available if used for inactive storage. 

Built-in compressors hold folders upright and protect drawings. 
Each drawer contains 60 folders and has 4 stationary partitions. 
Gray Finish. 


$454.00 
503.00 


iS cues 
32%" 


Vertical Filing Units should be placed at bottom of stack, using C clamps provided. 


Note: Allunits marked with the same letters in the ‘‘stacking code’’ column will interstack. 


4 Page 22 


Prices subject to quantity discounts and change without notice. 


UnitSystem® Roll Tracing Units, Caps, Bases and Partitions 


Roll Tracing Units 

These units provide the easiest way to file odd-size drawings. 
Roll them up, slip the roll into one of the steel trays and re- 
cord its position. Each tray has a combination label holder and 
pull. Individual trays serve to protect each rollfrom dirt, tearing 
and crushing, so often encountered when rolls are jammed 
into pigeon holes. Each tray takes aroll1’/s'’ diameter or sever- 


Specifications 


Stacking 
Code 


49/6" 
55/6" 


Caps and bases are essential components of a file installation 
regardless of the type of units involved. The removable cap and 
base give the finishing touch to a stack of units and enhance 


al smaller rolls. Unit 92J4 holds rolls up to 37"’ long. Unit 
93J4 holds rolls up to 43"’. Gray finish. 


Detail of Tray 


Extra long and odd-sized sheets may be rolled and stored in 
separate trays. Each tray has a large label holder for easy 
identification and a finger grip pull. Trays are constructed of 
steel to provide maximum protection for valuable records. 


Price 


$464.00 
524.00 


its appearance as a complete assembly. Caps and bases are 

essential to complete protection of valuable contents. 

Note: All units marked with the same letters in the ‘‘stacking 
code" column will interstack. 


Caps and Bases for UnitSystem Files 


Flush Base 
4” High 


Flat Caps 


Stacking 
Code 


QamnmMmoowP 


Sanitary Base 
12” High 


Base Legs 
5°%'' High 


Base Legs 
19%." High 
Price 
$48.00 


$19.00 


Base legs may be attached directly to units for 
use without base or to flush base. When used 
with flush base, add 4"' to height of legs. 


Drawer Partitions 


Steel partitions are available for subdividing drawersin the filing 
units listed below. Drawer bottoms are prepunched so partitions 
may be installed at any time. Regular dust cover fits partitioned 
drawers. 


Style B: Order one number 1 partition 


C: Order one number 1 partition 
and one number 2 partition 


D: Order one number 2 partition 
and two number 1 partitions 


E: Order three number 1 partitions 
and one number 2 partition 


Prices subject to quantity discounts and change without notice. 


Number 1 Number 2 
For Use In Partition Partition 
File Number|Number Price ||Number Price 


file 

9531 1.50 || 953551 
| 92/5 9533 1.50 [953552 
953J5 1.50 || 953453 
| 9545 [95338 1.50 953955 
| _96J5 9539 1.50 95356 
| 9735 [953911 1.50] 


91J10 $95352 


2.50 | 
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Hamilton Wood Files 


Sectional wood plan files are serving thousands of drafting 
rooms efficiently and economically. 

Cabinets are strongly constructed of oak with paneled sides 
and with mortised and tenoned joints. Finish is Golden Oak. 
Drawer bottoms are made of welded fiber board. Each drawer 
has a 4"' hood. Right hand tool drawer is equipped with lock 
and tray. 

All units marked with the same letters in the stacking column 
below will interstack. 


Stacking | Number Description ansice Drawer Suze) Over-ANl | price 
Height 


Code 


Sheet Size 24" x 36" (over-all unit size 40's" x 27%'") 


Flat Cap 
Two Tool Drawers 
One with Tool Tray 


and One File Drawer 37%" | 25" zu 98.00 
J 91953 Two Too! Drawers 17%" | 25” 3%" 14%" 
One with Too! Tray 
and Three File Drawers | 37%'' | 25" 20 122.00 
91935 | 5 File Drawer Section 37%" | 25" et 14 “ie 115,00 
Cs 29.00 


91957 Flush Base 
Low Sanitary Base 


x 34%"" 


Sheet Size 30" x 42" (over-all unit size 4542" 


Flat Cap 
92052 Two Tool Drawers 
One with Tool Tray 


» 1 3%" | 9%" 
32 


and One File Drawer 42%" | 32” 20 115.00 
K 920J3 | Two Tool Drawers 20" | 32" | 3%" | 14% 
One with Too! Tray 
and Three File Drawers | 42%'' | 32" 2 144.00 
92055 | 5 File Drawer Section 42%" | 32" 2" 1470" 131,00 
3 File Drawer Section 42%" | 32" | 3% | 14 As" | 120.00 
pi 32.00 


Flush Base 
Low Sanitary Base 


Sheet Size 36’ x 48" (over-all unit size 53%" x 40%"') 


921J1 Fiat Cap 60.00 
L 92155 5 File Drawer Section 194,00 
39.00 


92157 Flush Base 


Drawer Partitions 
Partitions for file drawers in stacking code ‘'J’’ are available 
for dividing drawers as shown. 
Style B: Order one number 1 partition 
C: Order one number 1 partition 
and one number 2 partition 
D: Order two number 1 partitions 
and one number 2 partition 
£: Order three number 1 partitions 
and one number 2 partition 
953J13 (number 1 partition) ............ $1.25 
953J60 (number 2 partition) ............ $2.25 
Partitions for other units are available on special order. Specify 
unit and drawer style desired when ordering. 


Hold Down Wires 
May be used in all file drawers toprevent drawings from curling 
ACETONE Beano Sie venis ape. aickoieaaiee (pair) $2.25 


Tracing Folders for Hamilton Wood and Steel Files 

Used primarily for storing sets of drawings in 3 and 5 drawer 
units. Made of .050 thick, three ply fiberoid, reinforced with 
tape and metal eyelets. Foldersare ¥%"' thick. Box of five folders. 


For File Unit 


9155 24°"x36" $65.00 
9255 30"'x42” 70.00 
9355 36"'x48" 85.00 
9535, 91935] 24x36" 55.00 
96J5 30''x42” 65.00 
9745, 92155| 36x48" 80.00 
920J5 30''x42” 65.00 


y Page 24 


3 Drawer Units 

920J6(K) 

5 Drawer Units 

919J5(J), 920J5(K), 921J5(L) 
Caps 

919J1(J), 920J1(K), 921J1(L) 


Sanitary Bases 
919)J8(J), 920)8(K) 


Flush Bases 

919J7(J), 920J7(K), 921J57(L) 
5 Drawer Units 

919J3(J), 920J3(K) 

3 Drawer Units 

919J2(J), 920J2(K) 


Style B Drawer 


The Plan Hold Vertical Filing System starts with this 
patented friction binder which holds 1 to 100 sheets 
hanging straight and uncreased. The channel is of 
heavy anodized aluminum and houses spring steel 
expansion leaves working on a free acting hinge and 
controlled by the heavy duty adjusting knob on top. 
The ridged edges of the clamp grip sheets securely 
—no holes to punch. 

These binders can file as many as 1200 sheets in 
an area of only 11’’ and are usable for both Pivot 
Filing and Drop Lift Filing as explained below. 


Overall Binder 

Max. Sheet Width | Binder Width} Number Each 
6701CB-18 |$4.85 
6701CB-24 | 5.40 Knee 
6701CB-30 | 5.95 adjusts binder 
6701CB-36 6.50 to hold 1 or 100 sheets. 
6701CB-42 | 7.05 


Friction Binder 
lets sheets hang 
Straight and uncreased. 


Wi). 


ii@ Plantold “Pivot Filing’ Permits In-File Inspection 


‘Pivot Filing’’ Permits In-File Inspection 

A pivot bracket holds each Plan Hold binder (see above) and 
swings from a steel mounting plate so you can fan out the 
bracketed binders and get a full view of contents. You can re- 
move the binder you want with a flick of the wrist and return 
it to its proper place, but it can't accidentally be dislodged or 
fall from the file. Wall brackets accommodate any length sheet 
depending on how high you mount them. 
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Graysteel Wall Racks for Pivot Filing 


Max. Sheet Overall Catalog 
Width Wide Number Price 
6 Binders, 6 Brackets and 1 Bracket Rack. 
6713WR1-18 $ 47.05 
24" 6713WR1-24 50.35 
30” 6713WR1-30 53.65 
36” 6713WR1-36 56.95 
42" 6713WR1-42 60.25 
6-Bracket Rack only, 12". wide 6713WR 3.25 
—EE 
12 Binders, 12 Brackets and 1 Bracket Rack 
18% 24" 21%" 6716WR1-18 $ 91.20 
24" 24" 27%" 6716WR1-24 97.80 Pivot Bracket Holds 
30" 24" 331%" 6716WR1-30 104.40 each Binder 
36" 24” 39%" 6716WR1-36 111.00 
42" 24" 45%" 67 16WR1-42 117.60 
12-Bracket Rack only, 24’’ wide 67 16WR 3.60 
Positive Locking Slide binder 
Rolling Stands of rigid square gray steel tubular construction, clip on bracket (1), return 
with pivot brackets, 3’’ casters with brakes. binder to level position (2), 
pull back (3). Binder is now 
Max. Sheet Size Overall Size Cat. No. Price locked. 
Ww L Ww D H 


Single Stand — 12 Binders & Brackets (shown) (capacity 1200 
sheets) 


Ty" | ya 25%"' | 26” 6727RS1-18 $130.10 
ZOO Wh aya 25%" | 27%" 6727RS1-24 136.70 
SONS 2u 25%" | 33%" 6727RS1-30 143.30 
361 192 25¥2"' | 39%" 6727RS1-36 149.90 
CREM yd) 25%" | 45%" 6727RS1-42 156.50 
Stand Only 6727RS 42.50 


Extension for extra height to 72’' 6796XT 13.25 


24% | 42" 6730RS1-18 $220.20 Wall Rack Rolling Stand with Pivot Filing 

24" 24%" 54" 6730RS1-24 233.40 Lateral File Compartments to mount on rolling stands to house 
30 24%4"' | 66" 6730RS1-30 246.60 specifications etc. related to plans. (Shown on P. 26, 28) 
Stand Only 6730RS 45.00 Single Stand Extension, 12 compartments 6797XT8 . .$33.80 
*Height adjustable to 4’’ more than sheet length Double Stand Extension, 24 compartments 6798XT8 . . 61.60 


Prices subject to quantity discounts and change without notice. Page 25 


Binders used in pivot filing without the brackets 
are used in drop-lift filing, even more valuable 
where space is limited. Loss of convenience of 
in-file inspection as in pivot filing is made up by 
space saving advantages. The binders can be lifted 
out of racks easily. 

Wall Rack Extends only 11"' from wall. Capacity 
1200 prints. Height of wall mounting determines 
max. sheet length. Gray finish. 


Max. Sheet} Overall Rack with 12 Binders 
Width Ww. . | Cat. Number 
1Sy 20" 6721WR1-18 
24" 26' 6721WR1-24 | 72.30 
30” See 6721WR1-30 | 78.90 
36" 38' 6721WR1-36 | 85.50 
42" 44 6721WR1-42 | 92.10 


Wall Mounted Lateral Files for data related to plans 
in binders. 11%'' deep; 6 compartment 12’ wide, 
Lateral 12 compartment 24"' wide. (also see p. 28) 

File 6 compartment. 6713WR8......... $14.65 
12 compartment. 6716WR8........ 26.40 


| We). 
Lateral File mounts beside wall rack = . a 
or above pivot rack Gee p. 28) ull PlanHold ‘“‘Drop-Lift’’ Filing Saves Space 


space, holds 1200 sheets in 12 binders. Rolls on ball casters. 
Shipped KD. Charcoal Gray Color. 
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Catalog Price 
Number 
6743CR1-24 
6743CR1-30 
6743CR1-36 
6743CR1-42 


$109.80 
$116.40 
123.00 
129.60 


Walnut Panels for 36"’ and 42” files. Add 1%"’ to overall width 
and %"’ to overall depth when used. Priced per pair. 


| | 6786PA-36 Eg 27.00 
42" 6786PA-42 29.50 
Gray Steel Combo Cabinet with Slide-Out Rack with lock and key. 
Holds 1200 sheets in 12 binders. 


W. D. 4 
24” 43" 16" 27" 92” 6736CM1-24 $143.80 || 6736CM-24 $79.00 Pair of Table Clamps holds any Plan Hold 
30" 48" | 16" 33" 82 6736CM1-30 160.40 |) 6736CM30 89.00 binder so sheets lie flat and full length 
36” 48” 116” 39” 52 6736CM1-36 177.00 || 6736CM36 99.00 Fit table up to 13/’’ thick. 


Gray Steel Caddy Rack with Cover holds 1200 sheets in 12 CFAY GE Ao 5 ol 5 a tenn Pair $5.50 


binders. Optional 38’’ long table with clamps to‘hold plans flat. rac 
Max. sheet length 36"; overall depth 12", height 417%’. Has Table Clamp 
casters, brake & security lock. For overall width, add 274'' to 


sheet width. 


= |6746CR1-24 $127.30 |6746CR-24 $62.50 |6789TA-24 $31.50 
30° |6746CR1-30 138.90|6746CR-30 67.50 |6789TA-30 33.50 

36 |6746CR1-36 150.50|6746CR-36 72.50|6789TA-36 35.50 
Where bound files of sheets are subject to unusual handling or 
other conditions of wear, it is often advisable to use PROTECTO 


COVERS of heavy gauge, fire-resistant vinyl plastic. 


Maximum Sheet Size 


6787PC-18 


6787PC-24 3.75 
30" 42" 6787PC-30 4.50 
36" 48" 6787PC-36 5.50 —_ 
42" 54" 6787PC-42 7.50 Covered Caddy Rack — Optional Table 


i. Page 26 Prices subject to quantity discounts and change without nolice. 
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Square tube files handle rolled drawings and 
prints more conveniently than round tube systems 
because they permit easier removal —no binding 
against the sides and the square corners permit 
a good finger and thumb hold. Files arecompact, 
permit storing hundreds of rolled prints within 
arm's reach —as many as 800 in only 13 square 
feet of floor space. Files are stackable and of 
uniform size but with different interior compart- 
ments to handle rolls of various sizes. 


_Oy 
aad PlanHold Roll Filing Systems 


Modular Stackable Units Every inch of these gray steel cabinets 
can be utilized for roll drawings up to 49%’ in length. Units 
come in 9, 16 and 36 tube sections which can be used singly 
or stacked. Heavy fiberboard square tubes are aluminum rein- 
forced and secured firmly in the cabinet —cannot be accidentally 
pulled out. Cabinets can be used in horizontal or vertical posi- 
tion. Spring latched door may be changed from right to left with 
screwdriver. Optional lock available. Identification and location 
cards mounted on door. 


All cabinets are 15°/16"' wide and 15°/16”’ high. Bases are same 
width but 3%'’ high. Maximum filing depth is e'’ less than 
cabinet depth. 


Depth of 
Cabinet 


9 Tubes 
Ea. 4-1/2" sq 


16 Tubes 
Ea. 3-3/8" sq 


36 Tubes 


6752ST-24 | 6752ST-30 | 6752ST-36 | 6752ST-42 | 6752ST-48 
$ 44.00 $ 46.75 $ 49.50 $ 5225 $ 61.25 

6753ST-30 | 6753ST-36 | 6753ST42 | 6753ST-48 
$ 47.00 $ 49.75 $ 52.50 $ 55.25 $ 64.25 
6754ST-24 | 6754ST-30 | 6754ST-36 | 6754ST-42 | 6754ST-48 
$ 50.00 $ 52.75 $ 55.50 $ 58.25 


Ea. 2-1/8" sq 
Base 6755ST-24 | 6755ST-30 | 6755ST-36 | 6755ST42 | 6755ST-48 
Only { $ 12.50 


Square Tube File Cabinet Combines a large number of square 
tube files in a single unit of high grade gray steel. Tubes are 
firmly anchored, cannot accidentally be pulled out when re- 
moving plans. Master index card identifies each file in cabinet. 
Overall size: 16"’ wide x 52"' high; depth 1"’ greater than maxi- 
mum filing depth. Equipped with locks. 


Maximum 
Filing Depth 
27 Tubes 

Ea. 442"' sq. 


6764ST-36 
$138.50 


6764ST-24 6764ST-30 
$122.50 $129.50 


48 Tubes 6765ST-24 6765ST-30 6765ST-36 
Ea. 3¥%'' sq. | $132.50 $139.50 $148.50 
108 Tubes 6766ST-24 6766ST-30 6766ST-36 
Ea. 2%'' sq. | $142.50 $149.50 $158.50 


Prices subject to quantity discounts and change without notice. 
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Lateral Files with 
Removable Compartments 


Modular units of 12 compartments in special steel mount can 
be placed on desks and filing cabinets or can be mounted on 
walls to any width for lateral filing of job specifications, file 
folders, catalogs and other reference material. Basic file com- 
partment is high impact Styrene reinforced by integral steel 
mounting rod. Compartment is 17/'' wide, 111%2"’ deep, 8”’ high 
with cutaway sides. Simple upward thrust disengages compart- 
ment from steel mount if desired. 

Complete Unit: 12 compartments in 24” steel mount 


PME 3 > Se ee $26.55 
individual Compartment 
67. O8DPi certs tas ol peewee Shak: $ 1.90 


See also top of Page 26 
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Stack roll files provide a versatile filing system for large and 
small operations and can be expanded as far as needed. The 
large tube and the small tube modular units can be intermixed. 
The top of each unit has a stacking rim that interlocks with the 
bottom of another unit, permitting safe stacking from floor to 
ceiling. A special fastener is provided so that stacks can be 
clipped together laterally to forma rigid bank of files. Tubes in 
the units are made of heavy fibreboard with aluminum rein- 
forcing. Secured firmly in a gray steel shell the tubes cannot be 
accidentally pulled out when removing plans. Filed material is 
protected by a door with positive action spring catch. Identifica- 
tion of filed contents is provided by a 2'’ x 2"’ card for each 
tube. A cap and base unit is available to complete each stack. 
Cap and base is 4%"’ high 


4” high file 8” high file 4-5/8" Cap & 
Filing Five 2-1/8” Six 3-3/8” Base for 
Depth Sq. Tubes Sq. Tubes Stack Files 
24” 6769ST-24 $ 9.50 | 6770ST-24 $20.00 | 6771ST-24 $10.50 
30” 6769ST-30 10.50 | 6770ST-30 21.00 | 6771ST-30 11.50 
36” 6769ST-36 11.50 | 6770ST-36 22.00 | 6771ST-36 12.50 
42” 6769ST42 12.50 | 6770ST42 23.00 | 6771ST-42 13.50 
43” 6769ST-48 13.50 | 6770ST-48 24.00 | 6771ST-48 14.50 


Each roll file unit is 12%"’ wide. Overall depth of files is */6" 
more than filing depth. 


Prices subject to quantity discounts and change without notice. 


Drafting Media 


Keeping Pace With 


Drafting System Progress 


Paper, cloth and film all have their own special ad- 
vantages as drafting and tracing material bases when 
appropriately processed, coated or treated. 100% 
Rag Natural Papers are still widely used because of 
their relatively low cost. Vellum is made from these 
100% rag base stocks with the latest transparentizing 
techniques, which not only improve the drafting char- 
acteristics and transparency of the base stocks but 
also actually improve their strength characteristics. 
Cloth combines wear-fesistance with transparency, 
surface quality and permanence, and for many years 
was the first choice for archival drawings. Its durability 
has been increased through the use of waterproofing 
techniques, but to an increasing extent it is being re- 
placed by Polyester Film, the newest base to be used 


for drafting media. Polytex, an almost indestructable 
film base material, has dimensional stability, tear 
strength, and age and heat resistance which frequent- 
ly make it the preferred medium. In addition, the con- 
trolled drafting surface, welded on by exclusive Post 
techniques, proves to be a great economizer of draft- 
ing time. The time saving on erasures alone can more 
than cover the cost of this finest of all drafting media. 


This Post catalog, like each of its predecessors since 
the mid-nineties, shows several outstanding new media. 
These products of Post polymer research have been 
added to the line only after they have proved to have 
the same archival security as that of other famed Post 
draftables. 


DRAFTING VELLUMS 


100% white rag a or Softer 


100% white rag to 7H 
100% white rag Yes* 
100% white rag Yes 


100% white rag 
100% white rag 
100% white rag 
100% white rag 
100% white rag 


Yes* 


3H or Harder* 


Cloth No 

Cloth 2H or softer 
Cloth 3H or harder* 
Cloth 2H or softer 


Yes 


Polyester to 6H* 

| Polyester to 6H* 

| Polyester to 6H* 
Polyester 3H or softer 


Polyester 
Polyester 
Polyester 
Polyester 
Polyester 


to 6H 


Prices shown are for comparison only. . . 


call for prices in all sizes required. 


PTM 
Ovaloid 

Blutex Medium 
Versa-Vel 
Blutex Heavy 
Blutex Gridded 
Velour Vellum 
Blutex Vellum? 
Blutex Vellum 
Extra Heavy 


Whitex 
Imperial Ink Cloth 


Whitex Smooth 33 
Penciltex 21g} 
Penciltex Smooth 33 


Inktex 


Polytex 
Polytex 


Polytex 35 
Auto-Matte 35 
Polytex 35 


Polytex# 34, 
Polytex# 34 
Polytex# 35 
Polytex# 35 
+ For Xerox = 
#Double-Matte — 
3 =. SS Sh Rat re Pe ee 
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High Quality Tracing Vellums 


BLUTEX WATERMARKED 175H 


If you have found a drafting vellum you like, it is well to stick 
with it . . . until you find one you like better. Consider Post's 
new Blutex watermarked 175H. 

The watermark is a traditional sign of quality in papers, but 
in Blutex it performs an added function. It serves to identify 
the better drafting side of the sheet, the ‘‘felt’’ side. Although 
in Blutex the two sides are almost identical, there is some dif- 
ference between them, so the watermark indicates the preferred 
side. This can be important because of a tendency of some 
pencil lines to “‘ghost’’ when erased if drawn on the wrong 
side of the sheet. This shows up more when an old line is 
erased, for the graphite may migrate into the paper fibers if 
drawn on the wrong side of the sheet. Variations in printback 
ghosting between different lots of the same paper also are 
usually more likely if the wrong side is used. Because it is so 
difficult to tell right side from wrong by inspection, the water- 
mark is a significant safeguard and a sound reason to give 
Blutex serious consideration. 

Although Blutex is primarily a pencil paper, it takes ink well. 
Here again, the difference between right and wrong side is 
significant, and the value of the watermark is as great for ink 
as for pencil work. The mark appears on one edge of Blutex 
rolls and may or may not be found on cut sheets depending 
on the part of the roll from which the sheets are cut. However, 
packages show “‘preferred side"’, with arrows indicating the 
felt or working side. 

Because basis weight and thickness are universally accepted 
elements in the durability of drafting vellum, Blutex specifica- 
tions build the sheet materially heavier and thicker than vellums 
otherwise competitive. The result is superior performance where 
it really counts — in folding and tear resistence. Test procedures 
show that our sheet actually improves in strength with age, as 
fibers and transparentizer fuse into a homogenous mass. There 
is another “‘plus’’ for this remarkable sheet. Naturally, its 
heavier stock makes Blutex slightly slower in printing —at first 
but when aged, after prints have been made, Blutex loses print- 
ing speed with aging least of all the sheets tested!** 


PRECISION TREATED 

Avariety of transparentizing agents through theyears have been 
used to convert bond papers into tracing vellums. All POST vel- 
lums are now precisely impregnated with recently developed 
synthetic resins, carefully blended. This controlled treatment 
assures that: 

a) POST vellums will not yellow or turn brittle with age, 

b) there will be no migration of transparentizers tocontaminate 
other papers with which POST vellums may be interfiled, 

c) the resulting dry (but not brittle) surface hasideal drafting 
characteristics with just the right tooth for pencil or ink, 

d) POST’s controlled transparentizing techniques sharply min- 
imize smudging of pencil lines, yet permit exceptional ease 
of erasures — many in the same spot —without ghost lines. 

e) the resulting transparency will remain clear and unfoggea 

_ for maximum possible reproduction fidelity —for sharper, 
easier-to-read prints. 


J make se ourself th forced aging of specimen 
ie Ae Ph any print making machine. Blutex 


mn “bup-00561, which is a good source 


Blutex vellum has an eye-saving blue tint and slightly grained 
surface for pencil and ink, and exceptional erasibility. It comes 
in standard rolls and sheets in the following basis weights (of 
1000 sheets 17''x22’') at the comparative prices indicated, 
subject to quantity discount. Your Post branch or dealer can 
quote on specific requirements. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


Basis Weight 
(1000 sheets 17 x 22) 29.8 Ibs 35.8 Ibs 43.4 lbs 
Thickness .0025” 0032” .0036” 
Roll 50 yds x 36 in. 175 $16.50 | 175H $17.50 | 175EH $22.50 
250 sheets 17x22 175 26.58 | 175H 28.13 | 175EH 35.88 
50 sheet pad 

8%x 11 - 175HA 1.95 

9x12 --+ 175HB 2.20 

12x18 175HC 3.75 

18 x 24 175HD 6.95 


Watermark appears on 175H series only 


375 BLUTEX VELLUM Phantom ruled 

Phantom Ruled Blutex Post Blutex 175H is available with ac- 
curately scaled cross-section grids printed in a phantom blue 
ruling which will not reproduce in subsequent print making. 
These guide lines help speed up some freehand drawings 
and certain drafting and chartmaking operations. They eliminate 
the need for drawing lettering guide-lines. Comes in standard 
rolls and pads. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


Basis Weight 35.8 Ibs 


(1000 sh 17’'x22”) 10x10 

Thickness .0032"” grid 

Roll 50 yds.x36 in. 375R-10 
$25.75 


375S-10 
$40.91 
375-10 
$2.50 


A premium welts sheet, frosty white in colorwith a slight tooth 
surface and the texture of finest bonds. 100% rag content, ex- 
cellent transparency. Specimen comparison prices. 


36.4 Ibs. 

Thickness .0031"’ 

250 sh 17’'x22" 
$29.68 


Basis Weight 

(1000 sheets 17'’x22"’) 

Roll 50 yds.x36 in. 
$18.50 


Prices shown are for comparison only . . . call for prices in all sizes required. 


High Quality Tracing Vellums 
VERSA-VEL PREMIUM 178H 


Post's No. 178H Versa-Vel is a newand exceptionally fine draft- 
ing vellum, actually the first break-through on the market to 
take advantage of modern plastics technology. Post’s original 
research has produced a sheet which clearly demonstrates the 
advantages to the user of a combination of the latest polymer 
chemistry and new and unique transparentizing methods ap- 
plied to the very finest of 100% rag stocks. Versa-Vel is differ- 
ent from other vellums in the make-up of its transparentizer, in 
the manner in which it is applied, in the curing process it goes 
through and in its applied, controlled drafting surfaces. The 
transparentizer is actually cross-linked to the paper fibers both 
physically and optically, and the drafting surface is bonded-in 
on both sides to substantially compensate for the two-sided 
effect that all papers have as they come from the mill. Versa- 
Vel is definietely a premium vellum. 

The real test of a vellum used forarchival purposes, in addition 
to its drafting surface and its transparency, is its ability to 
withstand the rigors of handling, folding and merely existing 
in a file for long periods of time without appreciable deteriora- 
tion. Because of its heavier weight—about 2 Ibs. per 1000 
sheets of 17’ x 22” over its nearest competitor —and its 
slightly greater caliper, 2.7 mils vs 2.5, Versa-Vel should and 
does exceed its competitors in tear strength, and in bursting 
strength. Tests in accordance with Fed. Spec. UU-P-O0561f 
have shown tear strength, machine direction, of 65 Ibs. as 


against 40 Ibs. for the widely sold competitive vellum referred 
to. In cross direction, 63 Ibs. for Versa-Velas against 41 Ibs. 
Lighter weight gave the competive vellum an advantage in 
printing speed of 29.8to 20.1, using fresh stock, but the spread 
was narrowed 20.8 to 18.9 when aged stock was used, a loss 
of only 6% in printing speed of Versa-Vel compared with 30% 
loss in the vellum using conventional transparentizing. This is 
conclusive evidence that Versa-Vel changes very little in trans- 
parency with aging, a significant advantage for archival drawings. 


Drafting Characteristics (Pencil) The added surface applied 
after transparentizing has eliminated two-sidedness for all prac- 
tical purposes. Both sides show good pencil acceptance and 
neither shows printback ghosting. We know of no other paper 
for which this is true. 

Drafting Characteristics (Ink) Versa-Vel is clearly and demons- 
trably the best vellum for inking we have ever seen. It is ex- 
cellent in ink take, lack of feathering, erasing quality and ab- 
sence of ghosting, and superior in its avoidance of ‘“‘belling’’. 
You can test this easily. Draw an ink line on Versa-Vel and on 
any other sheet and note the absence of the fat beginning and 
end of the line on Versa-Vel. 

Versa-Vel comes in standard rolls and sheets at the comparison 
prices indicated, subject to quantity discount. Your Post dealer 
can quote on specific requirements. 


No. 178H VERSA-VEL DRAFTING VELLUM — SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


250 
Sheet Pkgs 


50 yds 
x 36 in. 
$20.27 


50 yds 
x 42 in. 
$23.09 


24x36 
$70.69 


Vellums That Look Like Film 


Not vellums, not films or cloths, these two tracing media are 
unique in that they look and print much like film. The 100% 
white rag stock, after being impregnated with transparentizing 
materials, is processed under tremendous pressure that literally 
fuses the materials together. Microscopic air pockets are com- 
pletely filled, producing a remarkable, almost glass-like trans- 
parency which makes both products ideally suited for tracing 
and over-lay work, as well as for blueprints and sharp diazo- 
type prints. They are widely used in the automotive industry. 


The ‘‘welding’’ process of impregnating under high pressure 
causes the disappearance of all surface variations and traces 
of grain common to ordinary papers. This assures a velvety 
smooth surface with uniform drafting qualities in every direction 
and guarantees absolutely even pencil lines over unusually 
large drawings. The surface erases cleanly without ghosting, and 
the glossy stay-clean back resists dust and dirtfor better house- 
keeping and easier filing. 


The pressure involved in fusing the base materials eliminates 
microscopic pores which in turn reduces the effect of atmo- 
spheric changes and produces unusual stability for greater ac- 


Prices shown are for comparison only . . . call for prices in all sizes required. 


curacy in close tolerance drawings. It also assures a strong, 
durable tracing medium. The controls used in producing these 
sheets assure uniformly identical products with all the unique 
characteristics always present, roll after roll. They more than 
justify the slightly higher cost. 


Ovaloid and P.T.M. are very similar except that Ovaloid has one 
surface which will accommodate pencils as hard as 7H for ink- 
like detail, and is slightly heavier. P.T.M. may be used with 
3H and softer pencils. Available in standard rolls and sheets. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


Basis Weight (1000 sh 17” x 22” 
Thickness 

% Transparenc 
Roll 50 yd. x 36 in. 
250 sh 17" x 22” 

50 sh pad 8%" x 11” 


19.5 Ibs. 
-0026” 
712 

174 $41.40 
174 65.32 


173 $22.43 
173 35.91 
173A 2.59 
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Fine Rag Tracing Papers 


Although treated vellums have largely replaced the so-called 
“‘Natural’’ untransparentized 100% rag papers for engineering 
drafting use, there are still many drafting situations in which 
such papers are the media of choice. 

Post offers three such papers, all of which are literally as fine 
as paper can be made—at any price. Length of the 100% 
rag fibers is carefully controlled to eliminate weakening ‘‘shorts’’. 
White rags are used to avoid strong deteriorating bleaches. The 
pulp is slowly and carefully formed into a web in which fibers 


ADDISON No. 139A 


ONE FORTY No. 140 


20 yds. x 36 in. 


Rolls 


Sheets 
(250 Per Pkg) 


ELMHURST 


8'%x11 


Pads — One Forty (50 sheets per pad) 


ELMHURST No. 138A 100% rag stock, medium thickness, slightly grained surface 


100%rag stock, medium thin, slightly grained surface 


100% rag stock, medium thickness, smooth surface 


20 yds. x 42 in. 50. yds. x 36 in. 50 yds. x 42 in. 


ELMHURST 


appison | 440 | aes | e40 | 208 | isza | iis | 3095 | 


are oriented in random directions, making for greattear strength. 
Pencil-take and erasure are superb, the greatest application 
for these media being in situations in which very fine detail 
is required and many changes need to be made. In addition, 
history has already proved that papers of this type have an 
archival life of at least five centuries. Each is available in 
standard rolls and sheets and specimen comparison prices are 
indicated below. Consult your Post branch or dealer for detailed 
requirements. 


$11.95 
10.85 


33.80 


Tracing Cloths for Pencil & Ink 


Tracing Cloths have long been the standard choice when a pro- 
ject involves the creation of important drawings or tracings that 
must have long life as a permanent part of the engineering 
record. 

Cotton fibre as a base for drawings (often referred to as 
“linens’') has been found to provide the durable, firm founda- 
tion needed for drawings expected to undergo a lifetime of 
handling and filing. The tracing cloths shown on this page also 
have other special advantages, such as excellent long-life trans- 
parency (they will virtually never discolor or become brittle with 
age) that is characteristic of properly treated cloth bases. 


POST WATER-RESISTANT CLOTHS 


The techniques involved in producing POST's own water-resistant 
tracing cloths begin first with the selection and inspection of the 
base stock —special cotton fibred materials that are carefully 
woven to closely held standards. 

The conversion of this base material into the finished tracing 
cloth occupies three basic operations in the conversion opera- 
tions: 1) Transparentizing; 2) Matte Surfacing and 3) Moisture- 
proofing. In each step of this manufacturing process, painstaking 
precautions are rigorously followed to assure consistent quality 
and absolute uniformity of texture and transparency. 

In its special treating process for both Whitex and Penciltex, 
POST uses a technique that provides a truly moisture-proof sur- 
face, front and back. The assurance of a surface impervious to 
perspiration and water spots is desirable in any tracing, but this 
moisture-proof feature is especially important for drawings in- 
volving many valuable man-hours on the board. 

Transparency characteristics of Whitex and Penciltex are closely 
controlled to yield uniform translucency every time, aboon to the 
print operator expecting (and receiving) drawings onconsistently 
similar bases for uniformly high speed printbacks. The high 
transparency is also valuable when these cloths are used to 
trace from faint preliminary drawings. 


WHITEX 123 


Specially designed to give sharp, dense, permanent lines with 
3H or harder degree pencil—ink-like lines at pencil speed. 
Fine textured, velvety, moisture-proof surfaces with toughness 
and transparency that guarantees perfect prints for years to 
come. Free from erasure ‘‘ghosts.’’ Snow-white for those who 
prefer black on white contrast. Glossy ‘‘stay clean’’ back. 


WHITEX SMOOTH 120 


The same superior qualities of Whitex 123 but designed specif- 
ically for those who prefer softer degree pencils (2H or softer). 
Durable and dependable like all POST pencil cloths. Moisture- 
proofed; erases without a blemish. Permanent base for valuable 
drawings. Excellent for ink if desired. 


PENCILTEX 124 


Combines all of the fine qualities of Whitex, but with an ‘‘easy- 
on-the-eyes’’ blue tint preferred by many. Perfect for those who 
use a 3H or harder degree pencil. Ink-like lines and ghost free 
erasures, even with a 6H degree pencil. Moisture-proofed. 
Glossy ‘‘stay-clean’’ back. 


PENCILTEX SMOOTH 122 


A perfect pencil cloth for those who prefer to use a softer de- 
gree pencil and like the ‘‘easy-on-the-eyes”’ blue tint. Jet-black 
lines with 2H or softer pencil that produce perfect prints. Ex- 
cellent inking qualities, 


Prices shown are for comparison only . . . call for prices in all sizes required. 


IMPORTED TRACING CLOTHS 


The name IMPERIAL is probably the most universally recognized 
identification of drawing cloth, becausethiscloth hasbeen manu- 
factured for over a century and distributed over the world. It 
is an excellent cloth for tracing and reproduction transparency, 
strong and with superior aging qualities. Although Post has 
developed some improvements, we are able to supply this 
fine British cloth to those who find it works well for them. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


POST TRACING CLOTHS 


Whitex Regular No. 123 $66.75 
Whitex Smooth No. 120 66.75 
Penciltex Regular No. 124 66.75 


Penciltex Smooth No. 122 


ARKWRIGHT TRACING CLOTHS 


Ink Cloth 
Pencil Cloth 


$50.29 


Imperial 
Ink Cloth No. 125 $61.45 
**Pencil Cloth No. 125A 62.80 


*Pencil Cloth No. 125B 


*Dull on both sides 
TRACING CLOTH ACCESSORIES 


LIQUIDATOR Liquid Eraser for useon POST Whitexand Penciltex 
Pencil Cloths. When applied with tuft of cotton or soft clean 
cloth, removal of large section of your drawings can be easily 
accomplished, leaving a clean, ready-to-use surface. Available 
in 2 oz., pint and quart bottles. 


**Dull on one side only 


2: oz: L24 LES ise enl te e san a Re Eee $ 0.75 
Pint:124 LES Bis casee cm aiinemanclreeiel oie cores eee 2.25 
Quart /L24KE-O sxe ee connten ek cee occ Date eR TE 3.50 


TRACING CLOTH POWDER 2709 Tracing Cloth Powder is used 
for preparing tracing cloth or films to more readily take ink. 
Furnished in a 3 oz. shaker top can $ 0.75 
TRACING CLEANER 2710 Tracing Cloth Cleaner is a newly 
developed, low toxic, non-flammable solution for cleaning and 
preconditioning cloth and film tracings. Available in 16 oz. bot- 
tle. Moistened flannel is best applicator. $ 1.25 
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Post’s Polytex Drafting Film 


Continuing improvement in polyester films in recent years has 
resulted in a virtually indestructible drafting media base with 
numerous advantages. Polyester films resist tearing, abrasion, 
and all forms of physical abuse. Completely waterproof, polyester 
films processed by Post are not appreciably affected by change 
in temperature or humidity; their coefficients of expansion are 
of fhe same order as aluminum. Because of the Celenar base 
itself, because of special materials used to provide ‘‘tooth’’, 
because of the nonhygroscopic plastic carrier, and the high 
temperature processing developed by Post, Polytex is the most 
stable drafting material available. Independent laboratory tests 
and the tests conducted by many users have confirmed this. 
Polytex films undergo three distinct micro-coatings, baked to the 
film at high temperatures which literally fuse coatings to film. 
This produces a matte surface (on both sides in some cases) 
which withstands the frequent handling incurred in filing, draw- 
ing board, reference work and reproduction activity. Polytex is 
an ideal medium for both pencil and ink. The coatings result 
in a slightly milky white transparency for excellent contrast 
in drafting, and for better results when microfilmed. 


Excellent for Pencil Work 


Pencil drafting on Polytex is 
easier than on vellum. From 
15% to 25% less pressure on 
the pencil is required because 
of the specially prepared sur- 
face of the film. A wide range 
of pencil grades may be used 
with good results, but plastic 
leads and plasticized graphite 
leads work better than conven- 
tional graphite. Mars Duralar, 
sold by Post, produces adense 
waxy line which is highly resistant to smearing. Plasticized 
graphite leads, such as Eagle Filmograph and Mars Durograph, 
stocked by Post, offer the best all-around selection for drafting 
on Polytex, for they provide a dense smear-resistant image 
and in use feel much more like a conventional lead pencil 
than all-plastic leads. Both types produce a more lasting image 
on Polytex than does conventional graphite. 


Erases Easily and Completely 
Erasing is an ever-present ne- 
cessity, but Polytex makes it 
easy. Repeated changes canbe 
made in the same area without 
affecting the unique matte sur- 
face. Even the use of a mpist- 
ened eraser does not remove 
the drafting surface. Vinyl eras- 
ers are best for both penciland 
ink, and Post No. 2955, stan- 
dard, or Nee 2933 peel-off 
stick eraser i ecommended. 
(See Page 60) 
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New Developments Produce . . 


Ink Adheres Permanently 


Polytex requires no conditioning as it is withdrawnfrom package 
or roll but excessive handling or body contact may interfere 
with proper ink or pencil drawing. This contaminant can be 
easily removed with a light swabbing of No. 2710 conditioner. 
No. 2710 conditioner ‘may also be used as an ink and pencil 
line eradicator for large areas, applied quickly and sparingly 
with a cotton swab. (See Page 33) 

Polytex accepts ink perfectly, will not feather, skip or blob, if 
the sheet is kept clean. Ink should be allowed to dry thoroughly 
and some brands may take 
longer than others. Once dry, 
it cannot be removed from Poly- 
tex by the familiar Scotch tape 
test. (Cover 2 or 3 inches of 
a line with Scotch tape and 
burnish to secure complete ad- 
herence to the film. Then quick- 
ly jerk the tape from the film. 
The line remains.) If extensive 
ink work is to be done, we 
recommend Post's No. 127-5 
Auto-Matte, made specifically 
for inking techniques. 


Simple to Imprint 

You can imprint Polytex by either letterpress or offset methods. 
Permanent-type stamp pad inks are recommended for rubber 
stamping on drafting film. Allow drying time before handling 
or filing. Polytex will accept typing best when a carbon repro- 
duction ribbon is used. If more expedienttouse a fabric ribbon, 
allow a few minutes’ drying time. A light spray of fixative may 
also prove helpful. 


Extremely Transparent, Does Not Yellow 

Polytex is ideally suited for original drawings for blue-printing 
and diazotype reproduction because of its extreme transparency 
and because it will not yellow with age as some films do. The 
prints from it are not only sharp and clear, but they can be 
reproduced at a faster rate than is possible from paper or 
cloth, and age does not reduce the rate. 


NOTE: A companion product to Polytex is Post’s Vapo Tuf-Tex, 
a diazo-sensitized, polyester-based reproduction film. (See Page 
46) 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


100 
sheets 
V71x22't 


$83.00 | $50.91 
53.70 


126-3 .003”’ thick; transparency 80% 
*126M-3 .003”’ thick; transparency 72% 


These films are also avail- 
able with 4 x 4, 8 x 8 and 
10 x 10 non-print blue grids. 


Extra thin films for general drafting and miscellaneous use. 


$68.50 |$43.47 


126-2 .002"' thick; transparency 81% 
45.64 


*126M-2 .002”' thick; transparency 73% 


*Matte finish two sides (See page 35 for heavier gauge films) 


Prices showy ere. {or comparison only . . . call for prices in all sizes required. 
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. . Superior Drafting Films 


Post's Polytex Heavy 


e Holds Size! Flat! No drafting film is more resistant to dimen- 
sion change because of changes in temperature and humidity 

¢ For templates, cartography, master lines, and all non-dimen- 
sioned drawings where extreme stability and flatness are 
vital 


Film Base of Polytex Drafting Film 

The base of Post's Polytex Heavy is a saturated polyester of 
either .005'' or .0075’' caliper. It is a clear, tough film (it 
has about '/ to ¥% the strength of machine steel) and because 
it contains no plasticizer, it does not become brittle or lose 
desirable characteristics with age. The polymer is so oriented 
in manufacture as to produce a sheet with uniform properties 
in both the machine and transverse directions. Many of the 
qualities of both strength and stability appearing in the finished 
Polytex film are due to this controlled molecular structure. 


Stress Distortion 

Although all Polytex films have similar coefficients of expansion, 
these thicker bases are inherently more resistant to distortion 
by physical stress at normal working temperatures. 


Post Drafting Surface 

The vehicle which carries the Polytex drafting surface is composed 
of plastics heat-welded to the base during the tempering process. 
Unlike drafting surfaces composed chiefly of gelatin, the Polytex 
coating is non-hygroscopic and minimizes the effect of the ap- 
plied surface on the stability characteristics of the base. 


Temperature and Humidity Coefficients 

Within the extreme working range of 70°—120°F., the coef- 
ficient of expansion for Polytex film is approximately .0000092 
inches per inch per degree F. As a comparison, the coefficient 
for aluminum is .000012 and that of steel is .000006 inches 
per inch per degree F. The humidity coefficient of expansion of 
Polytex is also in the range of .000010 inches per inch per 
percent R.H. 


High Temperature Shrinkage 


Polyester base films as manufactured also haveaheat shrinkage 
potential unrelated to thermal expansion. Post Polytex film is 
pretreated to eliminate this non-reversible shrinkage by a con- 
trolled ‘‘tempering’’ of the film base. The finished film will then 
resist further shrinkage when exposed to the maximum tempera- 
tures of the glass cylinder of a reproduction machine. 


Polytex Films conform to Fed. Spec. L-P-519b 


Specimen Prices 


Single matte, .005"’ base $ 74.16 
Single matte, .0075"’ base 102.37 
Double matte, .005"' base | 126M-5! 124.00 77.88 


Prices shown are for comparison only . . . call for prices in all sizes required. 
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AUTO-MATTE 


Polyester Drafting Film 


The First Drafting Film Surface Designed Explicitly For Automatic Drafting 
Machines And Manual Inking. 


No longer is excessive wear of pen points and styli a problem 
when using drafting film—no longer are carbide- or jewel- 
tipped instruments a necessity. Post's 127-5 Auto-Matte was 
designed specifically for this use, with a low-abrasion, point- 
protecting surface. 

This inking surface has been applied to aclear .005’’ caliper 
Celenar base. This surface-base combination, together wih Post's 
processing techniques, provides the most nearly stable translu- 
cent drawing material available anywhere. In addition, after- 
treatment on Post's proprietary flattening equipment removes 
waves and ‘‘cans'’ — permanently. 

Layout lines may be made with graphite pencils to 3H, and the 
temporary lines removed with a chlorinated solvent after inking. 
Ink lines are perfect, without skipping, feathering or belling. 
Line adhesion is outstanding, but ink erasures are easily and 
cleanly made without ghosting or affecting redraw. 


100 sh 
17x22 


118.00 | $74.16 


Specimen Prices 
Single matte, .005’" base 


MicroDraft Ballpoint Inking System 


¢ Now! The superior line inking system used in automatic 
plotters at last available for manual drafting techniques 


¢ For Post Polytex film ...cloth... vellum .. . illustration 
board 
Exclusive Up-Write tip - grip 


(patents applied for) fits any 
standard spring chuck holder 
. allows holding miniature 
ball point Draftip at relaxed, 
normal writing angle while still 
maintaining proper upright 
drafting position. The econom- 
ically priced clear plastic packet 
includes the Up-Write adapter 
and ninesuper-size Draftips 
in three line weights, with black 
and red inks .. . two M-30 fine, black; six 
M-40 medium, black; and one M-60, red. 
MicroDraft inks are free flowing yet quick 
drying . . won't run under edges of 
triangles and guides. Lines laid down by 
Draftips on film, cloth or vellum are 
permanent . .. won't crack or chip but 


can be removed cleanly, and without reproduction blur, using 
the MicroDraft erasing combination, also included. 

Use the MicroDraft System for drafting, sketching, rendering, 
general art work, photogrammetry and X-Y plotters (replaces 
leads, avoids need for constant sharpening.) 
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Custom Printed 
Forms For 
Economy And 
Increased 
Efficiency 


Use of printed forms has increasingly replaced the old-time 
laborious drawing of title blocks, borders and lettering of basic 
data. Valuable drafting time is saved, and in addition the same 
prestige a fine letterhead conveys is gained when drawings 
are prepared on custom printed forms. Uniformity of appear- 
ance is assured on all size sheets and on all kinds of base 
materials —cloth, film or paper. Whether sheets are ordered 
in limited quantities or in the thousands, it pays to use custom- 
planned printed forms. 


PRINTED ON ANY MATERIAL 


Pre-printed forms can be produced on any tracing cloth, film, 
vellum, bond or drawing paper to your individual specifications. 
The next time you intend to order any tracing or drawing med- 
ium, write for samples of other printed jobs and request a 
quotation for your specific needs. 


PRINTED IN ALL SIZES — 
from 842’’x11"’ to 42’’x180” 


The complete range of useful standard and special drawing sizes 
is available from Post. Note especially the availability of custom- 
printed roll-size formats, either 30'’, 36"’ or 42’' in width, and 
up to 15ft. in length. 


PRINTED BY ALL PROCESSES — 
LITHOGRAPH, SILK SCREEN, LETTERPRESS 


Normally, lithography is recommended for printed formats, for 
quality work with the lowest preparation costs. Letterpress 
printing is also available. Roll-size formats over 56”’ in length 
are printed on specialized silk-screen equipment, devised and 
used only for drawing format printing. 


Extensive experience working with a wide variety of complicated 
printed forms enables us to insure delivery of top quality print- 
ing to satisfy the pride and dignity of the most exacting user. 
All border lines are carefully joined in a continuous frame. 
New rules and fresh, carefully selected type are used on each 
job, insuring uniformly printed clear impressions on each sheet. 
Unusually opaque non-smudging ink best suited for printing 
the sheet of your choice is selected in order to achieve the de- 
sired effect of well-drawn ink lines, resulting in excellent print- 
back quality for subsequent reproductions. 


CONFORMANCE WITH MIL-STD-100A 


Conformance with the Military Standard on Engineering Drawing 
Practices, Sec. 1: Engineering Drawing Formats, is a necessity 
for many drafting departments. It is also a very complete 
specification, and contains information on arrangement, spacing, 
zone marks, arrows, microfilm and fold marks, etc. Post has had 
long experience with this specification, and your salesman can 

be of real help to you in furnishing a printed sheet job that 


does contormgar ee: 


Trimming Line 


<—@—— Width of Untrimmed Sheet (Edge to Edge) 


Specifications for printed drawing formats can be quite complex. 
In addition to dimensions as shown above, other pertinent in- 
formation is required. Your Post salesman or dealer has a spec- 
ification form available which increases accuracy in the final 
job you receive. 


Stock Standard Printed 
Vellum Formats 


The convenience of a pre-printed vellum form without a special 
order is available with POST’s 175HP Standard Pre-Printed 
Form. Available in eight sizes printed with border line and with 
blank title block, as illustrated, actual size 5%'’ x 1°/4'’. These 
are printed on 175H Blutex Tracing Vellum, POST’s outstanding 
100% white rag content, blue tinted paper. POST 175HP: 100 
sheets to the package. 


8Yex11 $ 6.80 17 x 22 $15.90 

9x12 7.35 18 x 24 18.00 
11x17 10.30 22 x 34* 7.50* 
12x18 10.85 24 x 36* 8.00° 


* 25 sheets per tube. Priced per tube 


Prices shown are for comparison only . . . call for prices in all sizes required. 
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Sketching paper is as essential to a draftsman as his pencils 
and instruments. He ‘‘thinks’’ with it, doodles on it, expresses 
his frustrations by throwing wads of it at the wastebasket. . . 


and he wants the kind he wants! Here are four which look 
much alike to the layman—crisp, crackly, translucent and 
varying only slightly, but enough from each other, in thickness 
and surface. All are made of high grade sulphite in an ivory 
or off-white tint. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


Pad 50 sheets 
Name 8¥2x11/9x12 [12x18 |18x24 
No. 161 
Detail’ 
Smooth, extra 
thin, white 


No. 166 


“Ivory Thin” 
Slightly 
Grained, thin 


No. 167D 
“Ivory Medium" 
Slightly 
grained 


No. 169 


“At Last’ 
Smooth 


Diazo duplicating is the least expensive method known for 
making legible copies of anything drawn or printed on one side 
of a translucent sheet—less than 1 cent each for a letter size 
copy, contrasted with five to ten times as much for other pro- 
cesses producing equivalent results. Because approximately 
80% of everything requiring duplicating is house-originated, 
management has an excellent opportunity toinstitute a controlled 
Savings program by using Post General Purpose Bond for all 
its house-originated forms, letters, memos, etc. It is visually 
opaque and brings out printing and typing in sharp contrast, 
yet is transluscent enough to make copy after copy after copy 
on any diazotype machine like Diazomatic and Rotolite. (See 
index). It can well replace practically all other bond papers 
now in use in your plant for correspondence or similar pur- 
poses, and should be used for in-plant letterpress and offset 
Printing. It can also be used to make “‘originals'’ on Xerox ma- 
chines, permitting subsequent low cost diazo copies. In standard 
sheets and in 2000 ft. rolls for Copyflo. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 
Ream - 500] No. 150-16P 
50 sh pads 
8%" x11" 


Basie Roll 11” 
x 2000 ft. 
No. 150-16] $11.40 


No. 150-20 


16 Ib. 
20 Ib. 


Prices subject to quantity discounts and change without notice. 


POST Federal Aid Sheets are printed to the sizes and specifica- 
tions recommended by the Department of Agriculture, Office of 
Public Roads and Rural Engineering. 

All sheets are printed in crisp orange inkon a wide selection of 
base stocks as shown adjacent to the POST Stock Numbers 
charted below. Overall sheet sizes are 36 x23 inches and each 
sheet carries a 2 inch trim line horizontally all the way across 
the top and bottom edges. 

Each of these plates carries two title blocks along the left edge. 
Allcloth sheets are printed in reverse onthe glossy side. Bonds 
are printed on working side —vellums on reverse side. 


POST Federal Aid sheets are packed 25 sheets in a slip cap 
tube. Priced per tube of 25. 


Single Plan Double Plan | Full Cross Single Plan 
-Profile -Profile Section Cross Section 
Sheet Size 36x23 36x23 36x23 36x23 
Ruled Area 33%x10 2 section, 33%x21 33%x10 
ea 33%x5% 
Plan Area 33%x10% 2 section, None 33¥%x11l 


ea 33%2x5% 


Ruling Vert. lines Vert. lines 10x10 
every ¥2"', hor} every %"", hor per inch 
lines every lines every 
1/10" 1/10" 
Lines Inch & Inch & Inch, 2nd, 
Accented Half Inch Half Inch 4th, 6th, 8th 


Penciltex No. 283-2 


Pencil Cloth $47.58 
Imperial No. 284-2 No. 284-4 
Tracing Cloth $44.00 $44.00 


Arkwright 
Tracing Cloth 


No. 285-2 No. 285-4 
$39.60 $39.60 


Polytex 
Tracing Film 
(.003 double 
matte) 


No. 287-1 
$42.90 


No. 287-2 
$42.90 


Tracing No. 288-1 No. 288-2 No. 288-4 
Vellum $13.00 $13.00 $13.00 
140 Bond No. 289-1 No. 289-2 No. 289-4 
Tracing Paper| $6.00 $6.00 $6.00 


Profile Papers and Cloths are used in sketching profiles of 


highway grades, embankments, etc. to indicate visually the 
relationship between the contour of the ground and the project 
to be constructed. Vertical and horizontal grid lines, 4 x 20 
to the inch (often known as Profile Plate A) are imprinted 
continuously the full length of the roll; Profile lines (horizontal), 
20 to the inch, with the Sth and 50th lines progressively ac- 
cented; Vertical lines, 4 to the inch, with 10th line accented. 
Full Profile rolls are fully engraved the entire width, except for 
a 1" border along each edge (2"' for 292CR Cloth). 
Plan-Profile rolls provide a blank area approximately half the 
width of the roll for sketching in related drawings and explana- 
tory data. These rolls also have a 1"’ border space below the 
engraved area (2"’ for 294CR Cloth). All cloth rolls are printed 


in reverse on the glossy side. Paper rolls are printed on the 
working side. 


FULL-PROFILE PAPERS AND CLOTHS 


Ledger Paper 


14.50 
Ledger Paper Orange |50 Yds. $34:30 
Arkwright Tracing Cloth] Orange |20 Yds. 31.90 
Bond Tracing Paper Orange |50 Yds. 9.20 
Bond Tracing Paper Orange |50 Yds. 7.25 
PLAN-PROFILE PAPERS AND CLOTHS 
Arkwright Tracing Cloth |Orange |20 Yds. | 24” 10" 1.90 
Bond racing Paper jorenes ISO Yds. | 22" | 22" Bostk | $33:20 
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Equally Divided Horizontal Grids 
10 x 10 to the Inch — 10th 
Line Accented. 


In addition to offering a wide range of cross-section grid papers 
in a variety of cut sheet sizes (as described later),POST makes 
available the most popular square-ruled papers printed in 
continuous rolls on various base materials for engineering 
drawing, layouts, surveying and mapping. 


The Ledger Paper is a strong white paper with high rag content 
and good erasability. The Tracing Paper is POST No. 140, a 
100% white rag content natural bond of great strength and 
excellent drawing qualities (.0025"’ thick and 12 Ib. weight). 
The Tracing Cloth used is Arkwright Tracing Cloth printed on 
the glossy side. 


10 x 10 to the 2 Inch — Sth, 
10th and 20th Lines Accented. 


Millimeters — 5, 10 and 50 mm 


Lines Accented. 


Base  |Colorof | Roll | Roll |Plate | Stock | Per 
Material |Printing | Length | Width|}Width | Number] Roll 


10 x 10 to the Inch 


Ledger Paper | Green 50 yds. | 22” 20" | 296LG $14.50 
Ledger Paper | Orange | 50 yds. | 22’’ | 20"' | 296LR |14.50 
Tracing Paper| Orange | 50 yds. | 22’’ | 20"’ | 296TR | 9.20 
Ledger Paper | Green 50 yds. | 22"’ | 10"' | 297LG |14.50 
Tracing Paper] Orange | 50 yds. | 22’’ | 10’' | 297TR | 9.20 


10 x 10 to the Half Inch 


Tracing Paper} Orange | 50 yds. [22” 20"' [298TR | 9.20 
Millimeters 


Tracing Paper| Orange | 50 yds. | 22” | 50cml 299TR ‘| 9.20 


Cross Section Paper Pads 


Unique Tri-Post Pad 

This useful idea for greater versatility in sketch pads provides 
the user with access to a variety of different scale combinations, 
all at your disposal in the same unique sketching pad! The Tri- 
Post Pad starts with 75 sheets of 82x11 good-grade sketch 
paper. Bound onto the pad from three different sides are sepa- 


rate sheets c) white card stock, each accurately printed 


with a differen 
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low. Fold over the desired scale to the top of the pad, lay a 
sheet of tracing paper from the pad overit, and only the select- 
ed cross-section rulings are visable for the contemplated sketch- 
ing. The fold-up leaves make it easy to obtain one of the other 
scales quickly. 

The Tri-Post Pad cross-section rulings furnished are 8 x 8 to 
1’, 10x 10 to 1"’ and Isometric on quarter scale. 


Ruled Cross-Section Pads 

These sketch pads are ideal for field work and preliminary 
sketching. There are 24 sheets, perforated ''’ from top for 
convenient removal, ruled in blue on both sides, inch lines 
heavy, on ledger paper. Paper size, after removal from pad, 
is 8% x 10%. 

354 —10x 10 to the inch 356 —5 x 5 to the inch 
355 — 8x 8totheinch 357 —4-x 4 to the inch 


OT? fe the Sa culo (0.080 BLGvOno Ol dhava OU Reno ene $ .50 


Cross-Section Blocks 


These pads are especially suited for classroom use, having 50 
sheets of blue-ruled heavy white ledger glue-bound at both top 
and side to a heavy chip-board back. Sheets are 8¥2 x 11. 


358 —10x 10 to the inch 360 —5 x 5 to the inch 
359 — 8x 8 tothe inch 361 —4 x 4 to the inch 


Coy Ean ano 65 nod 6 96-0.pub BEO Gib BLOnO, GateDROnCmE $ .95 


Prices subject to quantity discounts and change without notice. 
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Graphic Controls Corporation Graph Paper 


Graphic Controls Corporation graph paper is the product of the 
world's largest firm specializing in the preparation of recording 
charts requiring meticulously detailed accuracy. The same at- 
tention to detail and the same superb manufacturing facilities 
have been combined in the production of the wide variety of 
graph papers listed here. 


Paper Characteristics The nature of the paper stock selected 
determines the quality of the line you draw and how it will re- 
produce. Graphic Control's papers have been selected for these 
qualities as well as for archival life, erasability, and acceptance 
of pencil, ink, and typewriter images. 


Printing Characteristics As important as the paper stock is the 
accuracy of spacing and line width. GC equipment designed 
solely for this purpose produces a superlative product. 


Graphic Controls Graph Paper is offered in three types of 
paper stock and several colors of ink. Drawing Paper is a heavy, 
durable high rag content stock. Tracing Paper is 100% rag 
stock used both for reproduction and for overlay comparisons. 
Vellum is a 100% rag bond specially treated for transparency 
and strength. Grids are printed on the reverse side of all 
sheets to permit frequent erasures. 

Graphic Controls graph paper is available with virtually every 


grid type in use today. The most common of these are de- 
scribed as follows. 


Square Grids are generally used to show changes in amounts. 
For instance, a change from 10 to2Q would represent the same 
distance on the graph as a change from 100 to 110 since, in 
both cases, the change in amount is 10. 


Semi-Log Grids are used to show ratios or percent changes. 
For instance, a change from 10 to 11 would represent the 
same distance on the graph as a change from 100 to 110 
since, in both cases, the change in percentage is 10 (ie 10%). 


Rectangular Grids have closer divisions in one direction than 
in the other and provide the most natural intervals for such 
moving-line graphs as plots for long range trends, planning, 
etc. Many of the rectangular grids are printed to indicate 
certain time intervals such as one month divided by days. 


Full-Log Grids are used to plot relationships involving multi- 
plication, division, raising to powers, or extracting roots. Such 
functions appear as straight lines on a full log grid and are 
therefore easy to plot and investigate. 


Other Grids listed here are for more specialized usages. These 
include triangular, circular, probability, polar, perspective, etc. 


Grids Not Shown In addition to the hundreds of grids shown 
here, information on many others is available from your nearest 
Post branch or dealer. 


SQUARE GRID CROSS SECTION 


4x4 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Size 7x10 


4 302-0000 

4 302-0001 _ 

2,4 - - 307-0100 | G 
2,4 307-0101 | O 
2,4 - 307-0102 | S 


5 x 5 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Sjze 7x10 


300-1000 302-1000 
300-1003 302-1001 


307-1000 
307-1001 
307-1002 


2OD 


303-1020 
303-1021 


308-1020 
308-1021 
308-1022 


2OD 


6 x 6 DIVISIONS TO THE INCH 
Sheet Size 8'2x11, Grid Size 7x10 


302-2000 
302-2001 


307-2102 


303-2020 
303-2021 


Prices subject to quantity discounts and change without notice. 
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8 x 8 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Size 7x10 
300-3500 302-3500 


8 300-3000 302-3000 

8 ss 302-3001 s+ 

4,8 307-3100 | G 

4,8 307-3101 | O 
307-3102 | S 


Sheet Size 11x16'2, Grid Size 10x15 


8 301-3020 | G 303-3020 

8 303-3021 

10 x 10 DIVISIONS TO THE INCH 

Sheet Size 82x11, Grid Size 7x10 


300-4300 302-4300 
302-4301 
302-4000 


307-4000 
307-4003 
307-4001 
307-4002 


300-4000 
300-4003 
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Graphic Controls Corporation Graph Paper 
(Cont'd) 


SQUARE GRID CROSS SECTION 


10x 10 Divisions to the Inch — (Cont'd) 
Sheet Size 8'2 x 11, Grid Size 7 x 10 


300-4100 302-4100 307-4100 | G 

+ 302-4101 307-4101 | O 

5,10 - 307-4102 | S 
Sheet Size 11x16%%, Grid Size 10x15 

10 301-4020 | G_ |] 303-4020 308-4020 | G 

10 - 303-4021 308-4021 | O 

10 ef me 308-4022 | S 

301-4120 | G 303-4120 308-4120 | G 

o 303-4121 308-4121 | O 


5 x 5 DIVISIONS TO THE 42 INCH 
Sheet Size 82x11, Grid Size 7x10 


5 300-8500 | G 302-8500 | G 
5 . 302-8500 | O 


307-8501 | O 
#305-8501 ie) 


307-8500 | ie 


#Heavy Tracing 
Sheet Size 11x16%, oe Size 10x15 


12 x 12 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Size 7x10 


302-5200 
302-5201 


3,6,12 ||} 300-5200 


Sheet Size 82x11, Grid a 7¥%x10 


5,10 300-5410 


, I 302-541 
5,10 - 302-541 


Sheet Size 11x16'%, Grid Size 10x15 
303-5220 
303-5221 
303-5620 


16 x 16 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Size 7x10 


20 x 20 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Size 7x10 


303-7221 


307-7210 
307-7211 
307-7212 
307-7213 


308-7222 


DHOD 


5 301-8520 303-8520 fe 
5 303-8521 8 
4,8 300-8600 | G 302-8600 
4,8 oo 302-8601 


8 x 8 DIVISONS TO THE 42 INCH 
Sheet Size 82x11, Grid Size 7x10 
4 ee 
(0) a 
Sheet Size 11x16'%, Grid Size 10x15 
4,8 301-8620 G 303-8620 G 


10x 10 DIVISIONS TO THE 2 INCH 
Sheet Size 8’2x11, Grid Size 6x9 


5,10 300-8730| G 302-8730 | G 307-8732 |S 
5,10 - 302-8731 | O -- 
Sheet Size 8'2x11, Grid Size 7x10 
300-8700 | G 302-8700 | G 307-8700 |G 
+ 302-8701 | O = 
- #305-8701 | O 307-8701 | 0 
300-8703 | B 302-8703 | B «-- 
oo 302-8704 | K 


302-8710 307-8710 |G 

5,10 302-8711 307-8711 0 

5,10 #305-8711 307-8712 ) 

#Heavy Tiicing 

Sheet Size 11x16, Grid Size 10x15 

5,10 301-8720 303-8720 308-8720 | G 

‘ - 303-8721 308-8721 | O 

-- 308-8722 | S 


5x 5 DIVISONS TO THE CENTIMETER 
Sheet Size 82x11, Grid Size 18x24 cm 


5 300-9890 | G 302-9890 |G 
5 300-9894 | K - 


10 x 10 DIVISONS TO THE CENTIMETER 
Sheet Size 82x11, Grid Size 16x22 cm 


ieee | 


Sheet Size 82x11, Grid Size 18x25 cm 


300-9960 302-9960 |G 307-9960 |G 
5,10 oo 302-9961 O 307-9961 | 0 
5,10 a #305-9961 (e) Een 
5,10 300-9963 302-9963 | B 
#Heavy Tracing 


Prices subject to quantity discounts and change without notice. 


Graphic Controls Corporation Graph Paper 


Square Grid Cross Section (Cont'd) 


10x 10 Divisions to the Centimeter — (Cont'd) 
Sheet Size 82x11, Grid Size 20x25 cm 


5,10 307-9970 | G 

5,10 307-9971 | Oo 

5,10 307-9972 | s 
Sheet Size 11x16'%, Grid Size 25x38 cm 

301-9980 | G || 303-9980 |G || 308-9980 |G 

= 303-9981 | O || 308-9981 | oO 

| --- | 308-9982 |S 


TIME SERIES: 6 MONTHS x 


Rectangular Grid Cross Section — (Cont'd) 


TIME SERIES: 1 MONTH x DAYS (DIVISIONS, 31 short, 110 
long) 
Sheet Size 82x11, Grid Size 6x9'/ 


Numbered ear 310-1160 | G 312-1160 
- 312-1161 


Numbered 5th No'd 
DAYS (DIVISIONS, 90 short) 
Sheet Size 11x16'%, Grid Size 9x13°% (182 div., long) 
5,10 Jean eee G 313-1220 G 


5,10 5th day No'd 313-1221 (0) 


RECTANGULAR GRID CROSS SECTION 


Accented Lines 
Short Side | 


Sheet Size 11x16%, Grid Size 9x13% (184 div., long) 
5,10 eee { 


~ )i[311-1230 |G [313-1230 [Tc 
5 he 313-1231 |0 


,10 5th day No’d 
TIME SERIES: 6 MONTHS x DAYS (DIVISIONS, 120 short, 


* Line Color: Green (G); Orange (0); Sepia (S); Blue (B) 


Paper Type and Line Color 186 long) 
Long Side |} Drawing | * || Tracing | * Sheet Size 8x11, Grid Size 7x10 
10 mo. Bxs 5thdayNo'd j310-1240 | G 312-1241 | 0 


TIME SERIES: 1 YEAR x DAYS( DIVISIONS, 150 short, 366 long) 
Sheet Size “Tite Grid Size 7/2x14% 


5,10 (Mar Prtd 311-1320 313-1320 20S 
yea A 313-1321 20S 


LONG RANGE TRENDS: 10 x 12 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Size 7x10 
5 6 ]} 310-0100 312-0100 |G 
5 6 i < ia 312-0101 | 0 
LONG RANGE TRENDS: 12 x 20 DIVISIONS TO THE INCH 
Sheet Size 82x11, Grid Size 7x10 

10,20 ap 6,12 | 310-0110 |G [srs [6 
10,20 6,12 -- 312-0111 10) 
Sheet Size 11x16%, Grid Size 10x15 

10,20 6,12 lisse G ]| 313-0120 [G 
10,20 6,12 -- 313-0121 Oo 
TIME SERIES: 1 DAY x HOURS (DIVISIONS, 100 short, 48 long) 
Sheet Size 82x11, Grid Size 7x9°/s 

5,10 bald 310-1650 |G 


312-1651 | 0 


Sheet Size 812x11, Grid Size 6x9 
5,10 310-1669 
5,10 ve 
** Hours numbered on long side 


ae 


312-1660 
312-1661 


eee 


TIME SERIES: 1 WEEK x HOURS (DIVISIONS, 168 short, 200 
long) 

Sheet Size 11x16'%, Grid Size 10x14%% 

6,12,24 

6,12,24 


le, 5,10 311-1100 313-1100 
12, 5,10 313-1101 
gre Le ee 


TIME SERIES: WEEKLY, MONTHLY —2 GRIDS (DIVISIONS, 60 
short, 96 long; 60 short, 132 long) 


Sheet Size 81x11, Grid zi] (2) 5x7% 


Seat i -96 div. 
5 hes 132 ea 310-1720 312-1721 


Prices subject to quantity discounts and change without notice. 


5,10 
TIME SERIES: 1 YEAR x DAYS (DIVISIONS, 180 short, 372 


long) 
Sheet Size 11x16, Grid Size 9x14 
Mo. Lines t 311-1310 | G 313-1310 
15th day No'd “+ 313-1311 
TIME SERIES: 1 YEARx DAYS (DIVISIONS, 250 short, 366 long) 
Sheet Size 8’2x11, Grid Size 6'/1x9 
5,10 ae Prtd | SEERESENS G 312-1341 fe) 
5th day No'd 


Sheet Size 11x16, Grid Size 9x14 


4,8 ie Prtd ieuieteee ee eee fo) 


5th day No'd 
Sheet Size 11x16, Grid Size 9°/1x14% 
fio | fa Prtd 311-1330 G 
5,10 5th day No’d o 313-1331 oO 


TIME SERIES: 1 YEAR x WEEKS (DIVISIONS, 52 short, 180 
long) 

Sheet Size 82x11, Grid Size 6¥2x9 

310-1430 | G | 


5,10 


5,10 


312-1430 
312-1431 


G 
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Graphic Controls Corporation Graph Paper 


Rectangular Grid Cross Section — (Cont'd) 


MISCELLANEOUS CROSS SECTION 


TIME SERIES: 1 YEAR x MONTHS (DIVISIONS, 100 short, 13 
long) 

Sheet Size 82x11, Grid Size 62x92 

Be i Pe 310-1500 G 
10th No'd Prtd 


312-1501 | O 


TIME SERIES: 1 YEAR x MONTHS (DIVISION, 13 short, 150 
long) 
Sheet Size 84x11, Grid Size 642x8 


Meath ine { 310-1490 |G 312-1490 |G 
Prtd 10th No’d - 312-1491 | 0 


TIME SERIES: 3 YEARS x MONTHS (DIVISIONS, 36 short, 100 


long) 
G | 312-1781 re 


Sheet Size 82x11, Grid Size 6x9 
TIME SERIES: 5 YEARS x MONTHS (DIVISIONS, 100 short, 


sie ig ae 310-1780 
Yr Bxs 10th No'd 


60 long) 

Sheet Size 8'2x11, Grid Size 6¥2x10 

jon ee Prtd 310-1570 |G 312-1570 | G 
10th No’d 5,10 + 312-1571 oO 


Sheet Size 11x16%2, Grid Size 9¥2x14 


pene yueirrs 311-1590 Ee ee oO 


ISO-ORTHO: (DIVISIONS, 60° short, 2x2 to cm long) 
Sheet Size 8x11, Grid Size 7x10 (except Vellum, 72x10) 


Equal |Equal || 310-8100 | G || 312-8100/G |/317-8112 Ts 
Equal |Equal - 312-8101]0 “-- 
=e 
ISO-ORTHO: (DIVISIONS, 60° short, 8x8 to inch long) 
onset ste 11x16, Grid ac 10x15 
5 = l 


311-8120 313-8120 
313-8121 


ISOMETRIC: (DIVISIONS, 60° short, 4x4 to inch long) 
Sheet Size 82x11, Grid Size 7x10 


4 310-9100 | G || 312-9100|G 
4 “ 312-9101 |0 
4 310-9103} B |] 312-9103] B 


= 


MARKET TREND-SECURITY PRICES-Sheet 82x11, Grid 7% 
x10 
27 Weeks of 5 Days (DIV. 135 short, 200 long) 


5 [28 || 310-7100[G [[312-7101 | o [[317-7101 | 0 


27 Weeks of 6 Days (DIV. 162 short, 200 long) 


6 2,8 || 310-7200]G [312-7201 [0 L = | 


MARKET TREND-SECURITY PRICES-Sheet 11x16'2, Grid 10x15 
53 Weeks of 5 Days (DIV. 200 short, 265 long) 


10th No'd) (5,10 
TIME SERIES: 5 YEARS x MONTHS (DIVISIONS 60 short, 150 
long) 
Sheet Size 82x11, Grid size 7x8 


Wat 5,10 ‘ 310-1580 |G 312-1581 | O 
i 


Yr Bxs 10th No’d' 


TIME SERIES: 10 YEARS x MONTHS (DIVISIONS, 110 short, 


120 long) 

Sheet Size 11x16%%, Grid Size 9% x 14 

Hamed tract Pu’ [® [sstsa | 
10th No'd r Bxs --- 313-1841 oO 


TIME SERIES: 20 YEARS x MONTHS (DIVISIONS, 110 short, 
240 long) 
Sheet Size 11x16%%2, Grid Size 9% x 14 


Aas 


} cea ey 311-1900 |G |/ 313-1901 | O 
'd 


10th No Prtd 


2.8 [5 311-7150 | G [[ 313-7151] 0 | 


53 Weeks of 6 Days (DIV. 200 short, 318 long) 
MARKET TREND-COMMODITY PRICES-Sheet 11x16%, Grid 


2,8 |6 311-7250|G [313-7251] 0 l 
10x15 


53 Weeks of 5 Days (DIV. 200 short, 265 long) 
510[5 |] 311-7300[G]] _|__][318-7301 [0 


53 Weeks of 6 Days (DIV. 200 short, 318 long) 


1 6 (Sueea0/(Cl| ae el a 


SEMI-LOG GRIDS 


Divisions Uniform 
Uniform 


Accented 
Lines 


* Line Color: Green (G); Orange (0); Blue (B) 


ONE TEN INCH CYCLE — Sheet Size 82x11, Grid Log Side 10” 


60 Tee 6 320-1000 |G 322-1010 | G 
60 Tie 6 oe 322-1021 | O 
70 gf u) 6 -- 322-1030 | G 
70 ihe? 5,10 320-1050 |G oan - 
Same as 320-1050 except Vellum. ....|... 327-1060} G 
My 510 || + 322-1041 | 0 
Same as 322-1041 except Vellum. ....]... 327-1071 | 0 
am sl |aa7 eee 6 ||320-1080 |G ||/322-1091 | 0 


Prices” publed to quantity discounts and change without notice 


Graphic Controls Corporation Graph Paper 


Semi Log Grids — (Cont'd) 


ONE TEN INCH CYCLE — Sheet Size 11x16, Grid Log Side 10" 
180 oe 6 321-1100 |G 323-1110 |G 
“s 323-1121 | 0 


180 15” 6 
TWO 3% INCH CYCLES — Sheet Size 8x11, Grid Log Side 742" 


200 ij 10” 5 320-1540 [6 || 322-1551 | 0 
= 4 
TWO FIVE INCH CYCLES — Sheet Size 8x11, Grid Log Side 
10” 
60 7” 6 320-1130 |G [322-1140 |G 
60 me 6 322-1151 | 0 
7. OMe en 7 | 5,10 || 320-1160 |@ || 322-1170 | ¢ 
Same as 320-1160 except Vellum. . || 327-1190 |G 
70 7 5,10 322-1181 | 0 
Same as 322-1181 except Vellum: seal iicme a Oeee Leo (0) 
84 Ti 6 320-1240 |G ||} 322-1250 |G 
84 7P 6 Res 322-1261 | 0 
140 Ti 5,10 |} 320-1290 |G ||322-1300 |G 
140 7 5,10 |} - 322-1311 | 0 


TWO FIVE INCH CYCLES — Sheet Size 11x16‘, Grid Log Side 


10” 
150 Lor 5,10 321-1210 |G 323-1220 |G 
150 May”! 5,10 + 323-1231 | 0 
180 sy 6 321-1270 | G 323-1281 | 0 


THREE 3'/3 INCH CYCLES — Sheet Size 84x11, Grid Log Side 


10” 
60 | 7 | 6 | 320-1320 
70 ape. 5,10 320-1360 
Same as 322-1351 except Vellum... . 
70 7p 5,10 320-1373 
Same as 322-1340 except Vellum... . 
84 320-1400 
320-1480 


OMONDWOO 


THREE 3'/3 INCH CYCLES — Sheet Size 11x16%, Grid Log Side 
10” 


321-1420 323-1430 |G 

150 323-1441 | O 
180 321-1450 323-1460 |G 
180 ate 323-1471 | 0 
300 321-1510 323-1520 |G 
ss 323-1531 | 0 


FOUR 2’/4 INCH CYCLES — Sheet Size 82x11, Grid Log Side 9" 


84 Us 6 320-1560 |G | 322-1571 (0) 


oO 


FOUR 2% INCH CYCLES — Sheet Size 82x11, Grid Log Side 10” 


60 y™ 320-1580 322-1590 | G 
60 ye oo 322-1601 | O 
70 Ti 5,10 320-1610 322-1620 | G 
70 7" 5,10 oo 322-1631 | O 


FOUR 2% INCH CYCLES — Sheet Size 11x1612, Grid Log Side 
10” 


FIVE 1.8 INCH CYCLES — Sheet Size 82x11, Grid Log Side 9” 


72 6” 6 
72 bois 6 


322-1730 | G 


320-1720 |G 
“ts 322-1741 | O 


FIVE TWO INCH CYCLES — Sheet Size 842x11, Grid Log Side 10” 


70 ips 5,10 320-1670 |G 322-1680 | G 
70 a 5,10 -- 322-1691 | O 


FIVE TWO INCH CYCLES — Sheet Size 11x16, Grid Log Side 


10” 
re : -171 

150 15 5,10 321-1700 |G 323-1710 | G 

FIVE THREE INCH CYCLES—Sheet Size 11x16'%, Grid Log 

Side 15" 

60 10” 6 


[serio [eo [ses1768r [0 


SEVEN 1% INCH CYCLES, Sheet Size 82x11, Grid Log Side 
87/3"" 


60 5 320-1770 |G 322-1780 | G 
60 5 -- 322-1791 | O 


SECURITY PRICE TRENDS — 


53 Weeks of 5 Days x Log—ONE FIVE INCH LOG CYCLE, 
Sheet Size 11x16'2 Grid Log Side 10” 


265 [is [5 [| 321-1800 |G [323.1810] 6 


1 Year x Days x Log—THREE 3 INCH LOG CYCLES, Sheet 


Size 11x16% Grid Log Side 9” 

372 14" ies Lines paces 323-1831 10) 
366 14" (5thdayNo’d }321-1840 323-1851 | O 
1 Year x Months x Log— THREE 3 INCH LOG CYCLES, Sheet 
Size 8¥2x11, Grid Log Side 942" 


13 6%"' Mos. Prtd]| 320-1860 |G 322-1871 | O 


5 Years x Months x Log— THREE 3 INCH LOG CYCLES, Sheet 
Size 8¥2x11, Grid Log Side 24 cm 


Mos. Pata 320-1880 |G | 322-1891 | O 


60 18cm 
Yr Bx 


uol2eS 


suadeg ydeiy 


Jadeq ydeiy 


Graphic Controls Corporation Graph Paper 


Semi Log Grids — (Cont'd) 


Full Log Grids — (Cont'd) 


Security Price Trends — (Cont'd) 
10 Years x Months x Log — THREE 3 INCH LOG CYCLES, Sheet 
Size 11x16%2, Grid Log Side 942" 


120 14” as ae |321-1900 G /323-1911 0 
Yr Bxs | 


20 Years x Months x Log— TWO 4° INCH LOG CYCLES, Sheet 
Size 11x1612, Grid Log Side 9°/:” 


240 14” ea anor 321-1920] G ||323-1931 |O 
Dec Prtd 


2x3 INCH LOG CYCLES, EACH 5 x 5 INCHES LONG 
11x16% }10x15 331-3570 | GI\333- 3570|G]| -- 


11x16¥% |10x15 se 333-3571 |0 
| l LL 
3x3 INCH LOG CYCLES, EACH 22x22 INCHES LONG 
8%x11 |7¥%x7% || 330-4130 |G]]332-4130|a] — --- 
8%x11 |7%x7% my 332-4131 0 
BY¥exll |7%2x7¥% 5 [pe ttee B - 
i — 


3x5 INCH LOG CYCLES, EACH 1.85 x 1.85 INCHES LONG 


20 Years x Monthsx Log— THREE3.1INCH LOG CYCLES, Sheet  8¥%x11_ [5%/sx9/]] 330-5010 |G]/332-5010|G 
Size 11x16'2, Grid Log Side 9%" 8¥%x1l |5%6x9%4 ta 332-5011 ]|0 
240 14” Mac un Sent fos Bole 323-1951 I Se 
Dec Prtd 3x 5 INCH LOG CYCLES, EACH 3 x 3 INCHES LONG 
11x16% |9x15 331-5240 |G|/333-5240 |G ||338-5240 |G 
FULL LOG GRIDS 11x16¥% |9x15 ze 333-5241 |0 338-5241 |0 
11x16¥% |9x15 one 338-5242 |S 
Sheet Grid Paper Type & Line Color 4 - 
Size Size Drawing Tracing Vellum IE 5x3 INCH LOG CYCLES, EACH 1.85 x 1.85 INCHES LONG 


* Line Color: Green (G); Orange (0); Sepia (S); Blue (B) 


1x 11NCH LOG CYCLES, EACH 72 x 7% INCHES LONG 
8¥%x11 | 7%x7'2 
8%x11 | 7%x7%2 
8Y%x1l | 7%x7'% 


8¥%x11 
8%x11 


7¥ex7 Ye 
7 2x7 V2 
7 2x7 V2 


2x2 INCH LOG CYCLES, EACH 5x 5 INCHES LONG 


11x16¥%] 10x10 333-2560|G 
11x16¥%] 10x10 333-2561/0 


2 x 2.7 INCH LOG CYCLES, EACH 3% x 37% INCHES LONG 


8¥%x11 
8Y¥%x1l 


2x3 INCH LOG CYCLES, EACH 3/3 x 3’/3 INCHES LONG 


8%x11 |6%x10 
8%x11 |6%x10 o 


330-3320 |G/|332-3320;G 
332-33211/0 


8Yex11 332-9100 /G 


pees 


ee 
7 x 2.2 INCH LOG CYCLES, EACH 1.36 x 3.18 INCHES LONG 


Sead PO? 330-9110 Is eS -9120 cline 


7x 4INCH LOG CYCLES, EACH 1.36 x 3 INCHES LONG 
11x16¥%|9¥%x12 || 331-9130 |G]|333-9140 [cl] 


SPECIAL GRIDS — Sheet Size 8 42x11 


Accented Paper Type & Line Color 
Lines Drawing | * Tracing |* || Vellum |* 


* Line Color: Green (G); Orange (0); Sepia (S); Blue (B) 


Grid 
Size 


10 PARTS TO THE INCH 


7x10 340-0010 |G1|342-0010 |G 1/347-0010 |G 
7x10 0 
7¥%2x10 347-0030 /G 
7x10 10} 

S 


7¥%2x10 


GAUSSIAN SCALE x 70 


42-1210 |G 
42-1211 |O 


7x10 10 340-1210 |G 


7x10 


100 PARTS EACH 
ne 4 340-2140 342-2140 |G 
fs Div. o 42-2141 |0 


PROBABILITY BY 90 DIVISIONS 
6Yex9/ 340-3300 |G]|342-3300|G||_ --- 
cr 342-3301 |O|] --- 


6x9 Va 
PROBABILITY BY 2 LOG CYCLES— SHORT SIDE 
7x9¥%s [None 340-4020 |G]l342-40201G 


Prices subject to quantity discounts and change without notice. 


a 


Save Money with Reproducible “Second Original’ Duplicates 


Many related projects, differing only in detail, require draft- 


ing the same thing over and over unless there is a feasible 


way to avoid the repetition and to devote the draftsman’s 
valuable time to working the variations. Multiple drawings for 
the various floors of a building may be identical as to bearing 
walls, stair wells and elevator shafts but differ in detail. Why 
waste drafting time making 10 drawings of the same walls, 
wells and shafts? 


Now and then it may be necessary to prepare a new draw- 
ing just to change to metric dimensioning for a foreign custom- 
er or to make an old drawing conform to more recent drawing 
standards. How wasteful of drafting time to do the whole thing 
over if there is a better way! 

Very often it becomes necessary to redraw simply because 
an original has become too worn and damaged to be printable, 
even full size. Add to this the demands for super-legibility re- 
quired by the constantly increasing use of microfilming and the 
importance of print legibility assumes new dimensions. But the 
complete redraw is wasteful if there is a better way. 

There is a better way: make a duplicate of the original on the 
proper Post reproducible and do only the revising on this ‘‘sec- 
ond original.'’ That way you never draw a line you can pick 
up from an existing drawing, never redraw needlessly, always 
have an intermediate with the necessary modifications on it 
from which to print your distribution copies; and you preserve 
your valuable original. The cost? A sheet of paper and a few 
minutes’ time. The saving? Hours of ‘‘redraw’’ time of a tal- 
ented draftsman whose expertise can be used more profitably. 
On the next few pages you will find a class of drafting media 
on which to prepare sensitized ‘‘second originals.’’ There is 
one major difference between each of these and other appar- 


ently similar intermediates. In Post's research and development 
effort, in every case the paper, cloth or film material must 
qualify completely as a drafting medium before any work is 
done on its sensitization. What does this mean to you? It means 
that you can make additions to a Post reproducible with exactly 
the same ease, with the same techniques that you would use 
to draw and erase on your unsensitized drafting material. 
Post’s vellum-based sepia Vapo-Vel has the same superb draft- 
ing characteristics as Post's Blutex Vellum. Actually, they are 
both made on the same equipment. Similarly, the Vapo Tuftex 
polyester reproducibles have all the many advantages, on the 
board, of Polytex Drafting Film. Both of these, too, are manu- 
factured on the same Post-developed solvent coating machines. 
Although many of the media listed may be used interchange- 
ably, for optimum results the specific characteristics of each 
should be carefully evaluated to secure maximum future utility 
of the second original. Considering the saving in drafting time 
—and therefore in money —that second originals offer, selec- 
tion of media should not be haphazard, and an extensive pre- 
sentation follows. It may seem over-extensive, but actually there 
are but 3 major variables: 
BASE MATERIAL 
(Paper, cloth or film) 
METHOD OF PROCESSING 
(Ammonia or moist diazo, brownprint or photographic) 
SENSITOMETRY 
(Contrast, speed, line color and density, ability to block 
ultra-violet light) 


Your Post salesman or dealer is competent and available to 
assist you in making your selection. 


Three Sepia Intermediates — to Upgrade your Original Drawings 


e All are on 14 Ib. 100% rag transparentized vellum 
e All are diazo direct process, ammonia developed 


e All produce sepia image * 


For Faster Printback of good-to-fair Drawings — Post 209 Stand- 
ard Speed Vapo-Vel 


You can have the same fast reproduction speed — usually faster 
than that of the originals — on all your drawings by placing them 
on Post sepia intermediates and then using these reproducibles 
as second originals from which to print your distribution copies. 
Even unskilled operators can run top quality distribution prints 
from them because the machine can be run at one setting . . . 
there's no more need for speed changing because of varying 
original drawings. 
SPECIMEN COMPARISON PRICES 
Subject to quantity discount 

209 Vapo-Vel 


50 yd. x 36 in. roll $19.80; 100sh 17 x 22 $12.94 


To Intensify Weak, Worn Originals — Post 209UF Ultra Fast 
Vapo-Vel 


This intermediate’s extremely wide latitude enables it to hold 
light pencil lines without plugging the heavy ones, and yet drop 
out the grayed backgrounds of smudged, dirty and worn draw- 
ings. Exceptionally sensitive, it permits upgrading poor quality 
drawings you might think you’d have to redraw. Drawing surface 
IS suitable for both ink and pencil work, will accept erasures 
without affecting the print image. 


Prices shown are for comparison only . . . call for prices in all sizes required. 


In standard rolls & sheets 


This intermediate is also a great time saver (because of its ultra 
fast coating) in the printing of second originals from drawings 
in any condition. 
SPECIMEN COMPARISON PRICES 
Subject to quantity discount 
209UF Ultra Fast Vapo-Vel 
50 yds. x 36 in. roll $22.77; 100sh. 17 x 22 $15.10 


To Permit Extensive Revisions and Additions— Post 209ER 
Erasable Vapo-Vel 
Without messy chemical eradicators, you can make extensive 
erasures and corrections on Erasable Vapo-Vel. A common 
Ruby eraser or a Post mercury electric eraser will leave a 
durable drafting surface which will reproduce as clearly as the 
unchanged portions. This sheet retains its erasability too; 
image is not ‘‘set’’ even after frequent use as a reproduction 
master in a diazo copier. No puckering or wrinkling, either. 
Especially valuable on vertical drafting boards where hard-to- 
handle chemical eradicators can cause trouble. 
SPECIMEN COMPARISON PRICES 
Subject to quantity discount 

209ER Erasable Vapo-Vel 

50 yd. x 36 in. roll $25.50; 100 sh. 17 x 22 $17.42 


For semi-moist diazotype positive printmaking materials, see 
Page 49. 
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Vapo Tuf-Tex Reproducible Materials 


. dry [ammonia-developed] process. 


Diazotype-positive polyester materials . . 


Wider application for the use of intermediates, as duplicate 
tracings and as reproduction masters, has led to adaptation of 
polyester base materials that give added versatility, greater 
strength and longer life for intermediates. Listed here are three 
Vapo reproducibles, each of which has its place in the family 
of diazotype intermediate materials. 

By the use of controlled coating techniques, these Post inter- 
mediates produce unusually opaque images (sepia or dense 
black) on the same extremely transparent base, for maximum 
contrast and superior printback speed. Revisions and additions 
are easily accomplished with pencil or ink. Each product has 
a suitable eradicator that cleanly removes unwanted areas when 
alterations on the print image are desired, or corrections are 
needed. Lines may also be removed physically by scraping. 
Although all three of the Vapo Tuf-Tex products have the same 
drafting surface and drawing characteristics, (due toan identical 
bonded ‘'tooth’’ which is an outstanding feature of Post polyester 
drafting films), the sensitization of each produces different and 
important characteristics, as reviewed below. 


208PE-T (.002”’ polyester base) 
208PE-L (.003’’ polyester base) 
208PE-M (.005”’ polyester base) 
208PE-H (.007" polyester base) 


These reproducible black line films are identical except for 
the base caliper. Of medium speed and very high line density, 
Post 208PE Tuf-tex is the standard where a second original 
must be made which in all respects is the equivalent of, or 
the superior to, the original drawing. The dense black lines and 
clean background make it ideal for microfilm or camera re- 
production as well as for “‘print-through’’ processes. Contrast 
is good, producing lines which improve on those of the original. 
The thin, .002”’ base 208PE-T, is recommended forits econom- 
ical price, particularly for small originals, office material, charts, 
etc. The 208PE-L, on .003” polyester base, is the standard 
for all engineering drawing reproduction. 

208PE-M, on .005"' polyester base, is used where resistance 
to dimensional change is important, in such applications as 
templates and cartography, for instance. For the very highest 
resistance to changes in physical distortion as well as from 
changes in temperature and humidity, heavy Tuf-tex is avail- 


209PE-L A fast sepia film for making reproducibles at high 
speed. When production speed is a major requirement this 
film is very valuable. A new Post-developed formula permits 
this unmatched make-up speed without loss of line density. 
Not only does this characteristic make it the medium of choice 


for duplicating old, dirty and slow-printing originals, but 209PE- 
L's extremely wide latitude also improves the reproduction qual- 


ity of such poor originals. On .003”' polyester base. 


Process 


Ammonia Diazo 
Ammonia Diazo 
Ammonia Diazo 


100% Rag paper 
100% Rag paper 
100% Rag paper 


Ss 
ep 
100% Rag paper | Neutral Moist Diazo Sepia M m 
100% Rag paper | Alkaline Moist Diazo Sepia Medium 


Ammonia Diazo 
Ammonia Diazo 
Ammonia Diazo 
| Ammonia Diazo 
Ammonia Diazo 
Ammonia Diazo 


Moist Diazo 


able on .007"' stabilized polyester base. There is no more 
stable reproducible in the world, whether diazo or photographic, 


than Post's 208PE-H. 


Intensichrome Tuf-tex — 207 PE-L 

This new and most unusual reproducible is the polyester- 
based equivalent of Post’s 207CL Intensichrome shown on 
Page 48. Because its orange-red line contains the Post-proprie- 
tary U.V. blocker 2-2-diazorb, its ability to make superb dis- 
tribution prints is unparalleled. This same light-blocking char- 
acteristic also makes possible the production of succeeding 
generations without limit. Finally, its contrast is very, very high. 
A 207PE-L from a pencil drawing prints like an ink drawing; 
it is an ideal material for drawing restoration and for increasing 
the printability of weak pencil originals. 

SPECIMEN COMPARISON PRICES 
Subject to quantity discount 
Item Number Caliper 50 yds. x 36" roll 100 sh.17’’ x 22” 


208PE-T .002” $113.28 $ 71.86 
207PE-L .003" 146.80 89.10 
208PE-L .003" 146.80 89.10 
209PE-L .003" 146.80 89.10 
208PE-M .005” 186.12 111.62 
208PE-H .007" 240.00 150.12 


Vapo Cloth — 208TC, 208TC-DM 

Coated on a transparentized and moisture-resistant cloth, 208TC 
has a matte surface for drafting in pencil or ink on one side. 
The glossy side is sensitized for production of very dense, 
actinically opaque black lines, in all ammonia type reproduction 
machines. Also available in double matte as 208TC-DM. Eradi- 
cation may be accomplished with Post No. 240 eradicator. 


Vapo Filmtex — 208F, 209F 
The base is a cellulose triacetate film with an integral matte 
on the opposite side from the image. The combination of highly 
translucent base and actinically opaque lines makes this a very 
fine intermediate for increasing production speed and quality 
of distribution prints. Eradication may be done with Post 242 
eradicator or physical removal by scraping. If many changes 
or additions are to be made, Vapo Tuftex is recommended 
over Filmtex because of the former's superior drafting surface. 

SPECIMEN COMPARISON PRICES 

Subject to quantity discount 


50 yds. x 36"’ roll|100 sh. 17"’ x 22" 


Item Number 


208TC Sgl. matte Cl.| $178.20 $111.47 
208TC-DM Dbl. matte Cl} 198.00 123.75 
208F Black Filmtex 99.00 62.70 
209F Sepia Filmtex 99.00 62.70 


. Recommended 
Special Characteristics or Application Eradicator 


Best printback in paper base. 234T, 241 
Wide latitude, high production. 241 
Erasable Ink Eraser 


For semi-moist processing. 
For semi-moist processing. 


Stable base, wide latitude. 

High U.V. Blocker, superb printback, 
Thin, low-cost. 

Standard for second originals. 
Heavier base, for stability. 

For templates, etc. Most stable repro. 
Polyester base for moist machines. 


Very fast printback—matte one side. 
Very fast printback—matte one side. 


Very Fast 
di 


Post ReproTrace Paper . . .Cloth . . . Film 
— the Ultimate in Second Originals 


e Premium Media for all Duplicate Masters 
e Ideal for Drawing Restorations 
e Drafts, Erases like the Original 


Post ReproTrace prints, produced by means of the contact 
“wash-off'’ process, duplicate new tracings and rejuvenate 
old and worn originals on a choice of durable and transparent 
paper, cloth or film. Because changes and additions can be 
made so easily by the ReproTrace method, costly originals can 
be preserved indefinitely in their initial condition. Since the 
“wash-off’’ process is especially suitable for the intensification 
of weak lines and for the removal of unsightly backgrounds, 
these Post reproducibles are recommended for the restoration 
of old drawings, often picking up clarity and detail not apparent 
in the original. Unwanted areas or data can be eradicated from 
ReproTrace reproductions with a moistened eraser. 


Easy to Work With in Normal Room Light 


Post Repro Trace (‘‘wash-off'’) reproduction materials are han- 
dled in normal room light. After exposure undera suitable nega- 
tive to a strong light source, preferably in a vacuum frame, the 
print is processed by first washing with water and rubbing 
lightly with large swabs of cotton toremove unexposed emulsion. 
It is developed with Post 227B developer. After this the print 
is again thoroughly washed and cleaned up with a swab. No 
fixer is needed. With front and back completely rinsed of de- 
veloper, the print is then air dried. 


Whether prints are made on paper, cloth or film, the process 
is the same and the choice of media is based on their inherent 
merits, the future use to which the prints will be put, initial 
costs, etc. The same factors which apply to media choice for 
original drawings apply to the choice for print reproductions. 


ReproTrace Paper 

This is a white, specially transparentized waterproof vellum with 
a 100% rage content base. Basis weight 17 Ibs. Available in 
20 yd. and 50 yd. rolls 30’, 36"’ and 42"’ wide. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


229PW 20 yds.x36 in. . . $46.00; 20 yds.x42 in. . .$51.50 


ReproTrace Cloth 

The excellent transparency of the fine cloth base, plus the 
sharp detail and solid black images of Post ReproTrace (‘‘wash- 
off’) prints combine to assure a superior reproduction equal 
to ink cloth drawings both in working characteristics and in 
printback quality. The waterproofed surface has a controlled 
tooth that is easy to work on and easy to erase. The dull-back 
versions provide a double matte surface for pencil or ink ad- 
ditions. Available in 20 yd. and 50 yd. rolls 30", 36", 42” 
and 54"’ wide. 

No. 229 Blue Tinted Cloth 

No. 229W White Cloth 

No. 229DB Blue Cloth, dull back 

No. 229WDB White Cloth, dull back 


__ SPECIMEN COMPARISON PRICES 
____ ‘Subject to quantity discount 


— 


ReproTrace Film 

This Post ReproTrace (‘‘wash-off) material utilizes a special coat- 
ing with a long shelf-life, developed for the polyester film base 
which combines great strength, durability and dimensional 
stability, and affords excellent print detail because it is so 
highly transparent. The unusual keeping quality of the coated 
film is an extremely important consideration in view of the 
valuable base material involved. Properly stored, the unexposed 
film will keep up to 12 months, yielding an entirely satisfactory 
reproduction with little change in exposure time or handling 
characteristics. The matte surface has good tooth for pencil 
or ink additions. Film sensitized on the matte side. Available in 
20 yd. and 50 yd. rolls in 30’, 36"’ and 42" widths, and 
thicknesses of .003"' and .005"’. 


SPECIMEN COMPARISON PRICES 
Subject to quantity discount 


.003"' thickness 


No. 229PEL— 
No. 229PEL-GB— 


Reverse side semi-matte 
Reverse Side glossy 


20) ydS:x36;in=ncu ena $ 86.60; 20 yds.x42 in. $101.60 
-005"' thickness 
No. 229PEM — Reverse side semi-matte 


No. 229PEM-GB— __ Reverse side glossy 
ZOLVOS-XS 6710 spa een $130.00; 20 yds.x42 in. $152.55 


ReproTrace Developer 
227B Special Photographic Developer. A special developer to 
produce the very dense lines of which ReproTrace is capable. 
No hypo or other fixer is required. 

Quantity to make three gallons. .............. 
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Special Purpose Diazo Materials 


Make your own transparent color over- 
lays in any of 10 colors. Each color can 
accent a different elementin your drawing, 
and additional color effects can be ob- 
tained by combining two or more of the 
overlays. Simple to make —trace the out- 
line of the selected area of your drawing 
on transparentized vellum and ink insolid; 
then in your diazo machine expose thede- 
sired color of Vapo Chromtex through the 
vellum, and you have your overlay. Ultra- 
violet light of any kind is an appropriate 
exposure source; ammonia vapor of any 
kind is a development source. The base 
of Vapo Chromtex is clear .005"’ acetate 
film of remarkable strength which resists 
buckling, limits discoloration and holds 
close registration. When exposed, each 
color comes out rich and distinctive in 
hue, but transparent so that all elements 
of the drawing show through clearly. 


} AN¥ewo> 1s0¢ NoIEI0IBs 


wise be aconfusing mixture, for decoration, 
for indentification, for flip charts and for 
service manual illustrations, to namea few 
of their many uses. They are frequently 
used for overhead projectuals. Post 
Chromtex is especially valuable for AV use 
because the triacetate curls very little even 
without a frame, when used on the hottop 
of an overhead projector. 

Chromtex has production advantages, too. 
Relatively fast exposure speeds and simi- 
lar speeds with all colors is a Post ex- 
clusive. That means a diazo operator can 
run and complete a set at a time rather 
than disassemble all the sets, running 


Chromtex ‘‘Process Color"’ 
in the Chromtex family 
are especially ‘‘balanced’’ for use for 
true-color overlay reproduction from 
separation positives of color photo- 
graphs. These so-called ‘‘process 
colors’’ are Magenta, Cyan and Yellow. 
Routine positives are made from color 
separated negatives and these positives 
are exposed, each with its corresponding 
Chromtex film, in a diazo machine, to 
produce a true-color overlay of that 
color. The three overlays, plus a black 
positive, together give an accurate re- 
production of the original photograph. 
These three films are additionally useful 
in the preparation of overhead projection 
foils, for any desired color can be made 
from them, which allows a reduction 
in film inventory. Also, it's easy to make 
3-color slides with but two pieces of 
film. 


Three colors 


Color overlays are used for emphasis, for 
grouping like with like in whatmightother- etc. 


SPECIMEN COMPARISON PRICES—Subject to quantity discount—25 sheets 8¥2''x11" 


Specify color and size. 


Green 
Magenta* 


200-S 
200-C 


200-B 
200-L 


Brown 
Cyan* 


Black 
Blue 


This is a cellulose acetate safety film of .005"’ caliper which 
will reproduce as well as Post’s 200-Y yellow Chromtex process 
film but with a greater latitude, making it easier to print, and 
with more visual color to makeiteasier to use for intermediates. 
Ultra-violet light of any kind is an appropriate exposure source, 
ammonia vapor of any kind is a development source, and the 
diazo machine makes positive prints—no negatives needed. 
In makeup speed, it is slightly faster than either 200-Y (listed 
above) or 207PE-L (listed on Page 46), butin printback speed, 
because of its high actinic opacity, it can be run up to 40 feet 
a minute without losing lines or getting a dirty background. 


Engineering Applications 

An Intensichrome intermediate prints better and faster than the 
original from which it was made. If a good, clean vellum will 
print at 15 f.p.m. on a given machine, the same blueline or 
blackline printed from an Intensichrome made from this vellum 
will run at between 30 and 40 f.p.m., more than doubling 
production. On the same machine, if a dirty drawing or inter- 
mediate runs hard copy at 8 f.p.m., the Intensichrome repro- 
ducible will still run at between 30 and 40 f.p.m.— making 
production at least four times faster or more. A paper negative 
that runs at only 4 f.p.m. can, on Intensichrome, run at 40 
f.p.m.... ten times greater productivity! 


ome also upgrades drawings by intensifying light pencil 
mproving the legibility of prints made from poor 
nw detail may be cut from an Intensichrome 
nomena r pep blere or by scraping with a knife 

me y be scraped off, and changed 
simply added with Rapido- 
f the drawing restoration 
ae ~~ rt 


all the blues together, 


then all the reds, 


$6.82; 25 sheets 17''x22"' $24.64 


Violet 
Yellow* 


200-G Orange 
200-M Red 


changes possible with a negative and 229 washoff (see Page 
47) can be done with Intensichrome— not quite as clean a job 
but with the simplicity and advantages of diazo processing. 


General Applications 
Combination with Xerox —A Xerox print on ordinary 16 1b. bond 
prints back on diazo at 4 f.p.m. but an Intensichrome inter- 
mediate made from the Xerox prints back at 19 f.p.m. Semi- 
Opaque originals—letters on standard bond print poorly and 
slowly but may be upgraded with an Intensichrome intermediate. 
Chromtex master film — Intensichrome makes a good master from 
which to print projection foils. 
Graphic Arts Applications 
Silk screen positives — Intensichrome makes good positives with 
no silver negative required, and it makes possible a ‘‘poor 
man’s step-and-repeat’’, since several Intensichrome dupes can 
be taped together to print multiple images. 
Litho negatives — Dupe negs on Intensichrome are good for ex- 
posing litho plates. 
Paper negatives— Many are very opaque and exposures as 
long as 10 minutes are common. A duplicate Intensichrome neg 
can cut this time as much as 90%. 
Offest color separations — Art for color printing can be assembled 
on a single original, a duplicate neg made for each color and 
unwanted elements on each opaqued. Intensichrome makes 
fast dupe negs with good ultra-violet opacity, which are easy 
to opaque and register because it is visually transparent. 

SPECIMEN COMPARISON PRICES 

Subject to quantity discount 

No. 207CL 20yd.x36in. roll $61.85; 100 sh 17''x22’' $89.10 
See Also No. 207PE on Page 46 


Prices s ‘shown: are for comparison only « += call for prices in. all sizes required. 


Diazotype Positive Printmaking Materials 


Diazotype Positive Printmaking Materials 

DRY (AMMONIA-DEVELOPED) PROCESS 

The dry process of positive printmaking offers the user numer- 
ous advantages. Whether the equipment consists of a small 
printer with a separate tube for development or a large con- 
tinuous production machine, the versatility of this process is 
considerable . . . for single copies or for multiple print pro- 
duction. 

Vapo Papers - White stock 

SPECIMEN COMPARISON PRICES (Subject to quantity discount) 


24 Ib. 


17 Ib. 


Black Image Print 208L 208M 208H 
Blue Image Print 206L 206M 206H 
50 yd. x 36 in. roll $6.27 $6.38 $7.26 
100 sh. 17 x 22 4.54 4.61 5.16 


Most of the above products are available in all standard sizes 
and the following printing speeds: Medium, Speed 6; Regular, 
Speed 8; Fast, Speed 10; Super Vapo, Speed 14. For specifics, 
contact your nearest Post branch or dealer. 


Vapo Papers- Colored Stock: Available in pastel tints for systems 
applications. 


Eradicator — for eradication of images on opaque Vapo papers, 
use Post 2-stage Eradicator 234.......... Per Set $1.75 


SEMI-MOIST DEVELOPED PROCESS 

These products produce whiteprints made from translucent 
originals on diazotype printers equipped with semi-moist de- 
velopment units (chemical solution developer tray). 

Very-Blac Series uses a developer of the alkaline type with a 
“universal’’ type paper. 

Blacline Series differs from the Veri-Blac series by utilizing 
neutral, rather than alkaline, chemicals in the developer solu- 
tion. Neutral developers have the advantage of longer tray 
life, continuous cleaning action on developer rollers, and do 
not stain. 


Print Papers — White stock 
SPECIMEN COMPARISON PRICES (Subject to quantity discount) 


Veri-Blac 


Blacline 222H 
50 yd. x 36 in. roll $8.39 
100 sh. 17 x 22 5.96 


Most of the above products are available in all standard sizes 
and the floowing printing speeds: Regular, Speed 8; Fast, Speed 
10; Super Fast, Speed 14. For specifics, contact your nearest 
Post branch or dealer. 


Print Papers- Colored Stock: Available in pastel tints for systems 
applications. 


Intermediates (Semi-moist Process) 


Transparentized 100% rag content 14 Ib. vellum with sepialine 
image provides duplicates of tracings as duplicate masters for 
corrections and changes, then as repro masters to make subse- 
quent distribution prints. 


SPECIMEN COMPARISON PRICES (Subject to quantity discount) 


(Eradicator — For eradication of images on Moist-Process In- 
termediates, use Post 2-stage eradicator No. 444E Set $1.75) 


Developers 


Blacine 
To produce images that are To produces images that are 


Black 


1 Gallon 223-4 = $2.10 
2 Quarts - - 223-2 1.50 
1 Quart 451R $0.92 | 451B $0.92 223-1 0.92 


BLUE PRINT AND SEPIATONE PRINTMAKING MATERIALS 
Blue Print Papers 
SPECIMEN COMPARISON PRICES (Subject to quantity discount) 


50% white rag stock 185 


100 yd. x 36 in. roll $12.05 
100% white rag stock 210 
50 yd. x 36 in. roll $10.05 


Most of the above products are available in all standard sizes 
and the following printing speeds: Slow, Speed 1; Regular, 
Speed 3; Fast, Speed 5. For specifics, contact your nearest 
Post branch or dealer. 


Blue Print Cloths 
Heavy durable opaque white linen. 
216 50 yds. x 36 in. roll $110.00; 
50 yds. x 42 in. roll $120.00 
Blue Print Developer — Granulated potassium biochromate 


1 lb. box $1.50 


Writing Fluid to make additions or corrections on blue prints 
¥, oz. bottle: White 230; Red 231; Yellow 232. ...... $0.40 


Sepiatone Negative Papers 

100% rag content (14 Ibs.) intermediate paper provides sharp 
crisp contrast as a printmaking master. It is produced from 
rolls continuously on a blueprint machine, but occasional nega- 
tives can be obtained, singly, by exposing a sheet cut to size, 
and then hand developing and washing. This is an inexpensive 
way to obtain the negative necessary in producing positive 
prints for many processes. Numbers 218 and 218J are available 
in speed 6 (regular) only. 


SPECIMEN COMPARISON PRICES (Subject to quantity discount) 


Stock No, | 80 yd. x36 in. roll 


218 $17.80 
23.75 


Natural transparent 
Transparentized 


Sepiatone Brownline Paper 

This is a 24 Ib. 100% white rag base coated to produce posi- 
tive permanent brownline print from a negative. Use sodium 
thiosulphate (hypo) solution. For maps, engraver’s silverprints, 
etc. 

220 50 yd. x 36 in. roll $17.75; 


Fixing Salts — to fix and intensify negatives SAR 
box $0. 
2 a 
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250 sh. 24" x 36” pkg. $61.35 
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COMBINED 
WHITEPRINTER 


aod 
DEVELOPER 


DIAZO JET®MARK Il 

e@ Printer and Developer in One Unit 

© Convenient, Quick, Economical 

e@ Full 42” Printing Width by any Length 


Rotolite Diazo Jet® Mark II is a self-contained combined printer 
and developer unit. Powered by a Diazolux lamp, it makes 
prints up to 42” wide and any length up to 12 ft. per minute. 
Handles sepias without turning them over, prints on cloth and 
film intermediates. Completely modernized circuitry with Auto- 
Start Lamp, simple ballast arrangement, electronic converter and 
reverse switch. We think this is a finer whiteprinter than many 
priced over $1000. 

A DAYLIGHT PROCESS Uses Diazo paper, the least expensive 
of all copying material. Can be used in normal office lighting. 
ANYONE CAN OPERATE Reproduces anything printed, written 
or drawn on one side of reasonably translucent material. Simply 
place original (image side up) onasheetof diazo paper (coated 
side up). Feed into machine. The exposed paper is then de- 
veloped and delivered automatically by this combination printer 
and developer. 

MOST ECONOMICAL METHOD The Diazo process is without 
question the most economical copy method in widespread use. 
It produces clear, sharp, high contrast blue or black line prints 
on white or tinted stocks, as well as sepia and blackline ‘‘dup- 
licate originals’ on vellum, cloth or film, plus colored acetates 
for overlays or projection. 

PRICELESS CONVENIENCE VALUE Rotolite can handle all 
copying needs in a two- or three-man drafting operation, is 
convenient for rush jobs in larger operations. Many huge en- 
gineering departments with their own reproduction shops often 
use Rotolites in strategic locations to eliminate waiting for check- 
prints. Rotolite is simple enough to make ‘‘Self-service’’ white- 
prints a reality. 


WHY ROTOLITE MARK II IS SO OUTSTANDING 

¢ The Lamp The Mark II uses a single Auto-Start Lamp. The 
wall of the rotating lamp acts as the printing cylinder, and 
lamp replacement or cleaning is a simple operation requiring 
only five minutes. 

¢ Reverse Switch No print jamming. If an inexperienced opera- 
tor starts a print wrong, a simple flip of the reversal switch 
returns it to him. This prevents the original from being damaged. 
e Variable Speed Dial Exposure control permits use of a wide 
variety of different diazo materials. 
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(Above) Hung on wall 
(Below) Used on desk 


Kootolite ... Ideal for Low Cost 


e Convenient Mark Il may be used flat on a table or hung on 
a wall in any convenient location. 

¢ Single Housing Both printer and developer are an integral 
part of the machine. 

¢ Vacu-Flo Pump Available as an option at extra cost, this new 
pump eliminates frequent handling of ammonia. Because of a 
unique vacuum system, no liquid ammonia ever enters the ma- 
chine, eliminating the possibility of a spill-over and damage to 
the machine. Only the vapor goes in, and when partially used 
ammonia is pumped out of thechamber, itis ‘‘bubbled through” 
the main ammonia supply, revitalizing itself for maximum utiliza- 
tion..... and reducing the frequency of adding to the supply. 
Connects to Mark Il in place of regular ammonia feed; operates 
on regular 118V AC current. 


SPECIFICATIONS 
Electrical requirements: 118V 60 cycleAC, single phase, 8 amps. 


AGT oe Ano AOA oe & OU Bp epuRcern enw 42"’ by any length 
Lam pitta lice care Special Diazolux lamp (when re-ordering, use 
Post No. 260-275D04) 

DimensionSs-ien-) ene o Height 9’’, length 60’’, depth 12%" 
Approx. weight......... 95 Ibs. net, 112 Ibs. shipping 


The Mark Il is ready for use when you get it. Simply connect to 
electrical outlet and to ammonia supply and go. 
260-6K42 Mark II Diazo/Jet Printer/Developer .. . $595.00 


Slightly higher west of Rockies 


Rotolite Vacu-Flo Pump 


Optional addition to Diazo/Jet (above) and Thermomatic 

(Page 51) 
Draws vapor out of machine, (= 
creating slight vacuum incham- 
ber, eliminating ammonia puff 
out. Add to your machine like 
corking a bottle. See descrip- 
tion above. 
Short Line (table models) 


261-480...... $47.00 
Long line (wall models) 
261-485...... $47.00 


Slightly higher west of Rockies 


Prices subject to quantity discounts and change without notice, 


Whiteprints in your own Office 


Rotolite Economy Model Whiteprinter 


The end product of this machine is as good as that of any 
of the most expensive ones, but the process takes longer. 
Instead of a dial control of the speed, nine speed gears are 
supplied with each machine, for optional selection for each com- 
bination of original and reproduction. Machine uses a standard 
diazo fluorescent lamp. Finished in rich office gray hammertone 
baked enamel. Order either the No. 261 Thermomatic Developer 
or the 263 Tube Developer for use with this machine. 


Specifications 


Electrical requirements:........-.. 118V 60 cycle AC 
Speed Control:...... Accomplished by changing asmallgear 
COV CIPRO I Go wiles: cers ceili ves ie (oho wes Heavy gauge steel 
Dimensions: .... . 7'' thick x 5’' deep, width as shown below 


Paper Width {Overall Width| Item Number 


18", any length 265-6R18 $120.00 
27”, any length 265-6R27 155.00 
42", any length 265-6R42 199.00 


Rotolite Tube Developer 


Can be used with every Roto- 
lite Expeediter and Economy 
Model Whiteprinter. Gives the 
j same high quality prints (ex- 
i cept for black-line) as the 
| Thermomatic, above right. 
| Ideal for offices which do not 

require the convenience and 
1 added speed of Thermomatic. 
Unit complete with base, ammo 
jar and cover. 


18"’ 263-475C0118.$10.00 
42" 263-475C0142. 10.00 
Base 263-50C05 .. 5.00 


Prices subject to quantity discounts and change without notice. 
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Rotolite Expeediter Whiteprinter 

This is an extremely popular whiteprinter, partly because it is 
so inexpensive and partly because it has a dial control system 
to adjust the printing speed to accommodate a wide variety of 
copying requirements. For both reasons it is idealfor architects, 
engineers, contractors, institutions, government bodies, manu- 
facturers, surveyors, utilities, service industries and practically 
any other operation requiring copy prints. Expeediter uses the 
new ‘“Hi-Pro’’ lamp, the fastest diazo lamp so far developed. 
Order Expeediter with either the No. 261 Thermomatic developer 
or the No. 263 Tube developer described on this page. 
Tracings can be withdrawn easily at any time during the opera- 
tion if desired. 


Specifications 


Electrical requirements ..........--. 118V 60 cycle AC 
Speed*:Controlitas. 20. scent eam tree eneincars External Dial 
COVE Rts. sitet ee arose rn are eerie zeraraed Heavy gauge steel 
Finishtaee-mere eens Rich office gray hammertone baked enamel 


Paper Width Overall Item Number | Price 
42", any length |55''x7''x6"’ deep 262-6M42 $249.00 


Slightly higher west of Rockies 


Rotolite Thermomatic Developer 


This is a developer only, designed to stand on a desk or to 
hang on a wall above your whiteprinter. After exposed diazo 
paper leaves the whiteprinter, itis fed intothe developer. Copies 
come out quickly . . . and dry. The heating unit is an integral 
part of the design for most effective results. It produces better 
black-line than the tube developer. 


Specifications 


Electrical requirements: ....-...-.. 118V 60 cycle AC 


CoVericn caiscice Ren Seto oad aang ee Heavy gauge steel 
FinishNeeccmutcgeneee Rich office gray hammertone baked enamel 
Paper Width Price 


42", any length |55''x6%'"'x5" deep| 261-6)42 [$149.50 
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Diazo/Matic D-19 
makes up to 2000 
letter-size copies 
per hour for 
about 1¢ each 


It handles bigger material too—up to 19” 
wide and any length—will copy any opaque 
image typed, written, drawn or printed on 


one side of translucent office paper, and 
you can make 1 or 500copies fromthe same 
original, all as good as the original. 


For Low-Cost Diazo Copies 


D-19 is great for Engineering Copying; fast running speed 
means high-priced engineers don’t have to wait for prints. 
What's more, in addition to producing sharp, clean blueline or 
blackline white-prints, it permits rapid production of a wide 
variety of POST intermediates, such as polyester films, cloth, 
acetate films and translucent vellums. 


D-19 is great for Systems Copying; used in conjunction with 
business forms printed on translucent paper, it can cut paper 
work costs in order-invoicing, accounting, purchasing, schedul- 
ing, etc. Hand copying is eliminated, so proofreading is no 
longer necessary. 


(1) Machine consists of 5 modules: 
. all swiftly 


NOTE THESE PLUSES: 
Printer, Developer, Drive, Electrical and Blower. . 
replaceable if needed. (2) Fail-safe separation system returns 
original and print to operator without going through developer 
if separation fails. (3) Developer tank impeller creates turbu- 
lence to distribute ammonia and moisture for uniform full-width 
development of print, minimizes ammonia use, residual waste. 
Specifications: Speed, up to 60 ft. per sec.; Lamp, 1800 watt 
jacketed mercury vapor quartz operated by constant voltage 
transformer; Power, 230V, 60-cycle AC, single phase, operating 
amperage, 15.5; Size, 27’'H x 38’'W x 42’'D with feedboard; 
Weight, 400 Ibs., net. 

ELD) 1 30 695 5 50 of OD SoS Oe DEO NC NON CRE aa aaa $1895.00 
2145.00 


Long Lasting Quartz Radiation Lamps 


Lamps are made for every type of diazo or blueprint machine. 
They utilize high pressure mercury vapor to maintain a high 
intensity and even printing definition for a long period with 
minimum ‘‘drop-off’’. Extensive fire polishing of the quartz 
tube drives out impurities for maximum light transmission. 
Electrodes give quick emission, fast starting and minimum sput- 
tering. 

Quartz Radiation lamps are guaranteed for 130 days, 30 days 
unconditionally and 100 days pro-rated at 1% per calendar 
day. You can increase their usefulness by wearing the white 
gloves furnished with each lamp when cleaning or handling the 
tube because dust, moisture, oil and fingerprints materially 
affect light transmission of all lamp jackets. 

When ordering, please use the Post stock number, No. 250, 
followed by the name, model and serial number of the machine 
for which they will be used. The serial number is important. 
Price depends on specific lamp required. We will be glad to 
quote upon receipt of details. 


Prices subject to change without nolice- 


890 Big bow combination compass of 
German Silver. High polish finish. Float- 


pass lead, inking and other attachments. 
Pen part hand ground with graduated 
thumb screw and knuckle joint. Overall 


890-1 Similar to above but without ink- 
ing attachment. For use as pencil com- 
pass with 890B-2 beam bar extension, 


ing studs maintain precise adjustment. 
Double threaded Swiss-made center 
screw; easily replaced T-boltand thumb 
screw holds shoulder-point needle, com- 


6%"', max. circlediameter124%"'. . . . 
cho e $10.95 


890R and 890W adapters. (See page 
54) Sc omega nantes area ee ee $9.45 


Bow Compasses of Professional Accuracy 


890A Big bow combination compass of nickel-plated Muntz metal 
with traditional studs in each leg. Swiss-made center screw is 
double threaded. Easily replaced T-bolt and thumb screw con- 
struction holds attachments, shoulder-point and compass lead. 
Handground knuckle jointed pen part with graduated thumb 
screw. Overall 6¥%2'', max. circle diameter 12'/’'. Protective 
DO RMNMMIPMEPM ITS AN 5. ccc ciceiile\vene: vallieievla: els. eoawenitite $7.95 


889 Highly polished German Silver big bow pencil compass with 
floating studs for accuracy. Double threaded center screw. T- 
bolts and thumb screw hold shoulder-point and compass lead 
firmly. Overall 6%'', max. circle diameter 12'/’'. Protective 
DO XS Sofie te) soos) sie fo ve tere (e/a) ie etle euel $7.95 


889A Nickel-plated Muntz metal big bow pencil compass with 
traditional type studs in each leg holding a double threaded 
Swiss-made center screw. T-bolt construction to hold shoulder- 
point and compass lead. Overall 6¥%2'', max. circle diameter 
W2IA", BOS «0° lar od Oe LO pane eee Onan EN $4.95 
890% Small bow combination compass. Made of solid German 
Silver. Floating studs for precise adjustment. Swiss-made center 
screw, T-bolt and thumb screw construction on compass and 
inking attachments. Eye-bolt holds shoulder point. Hand ground 
pen part has graduated thumb screw. Overall 4'’, max. circle 


Giametemoimbrotectiverbox. 46)... 20s 1 = 0 0 a $6.95 
8892 Like 890% but no pen part. Maximum circle 5%" 
Clam ele MMPs mele secon sc) avselcpatla s,suyiGadita Geese $4.95 


Traditionally, the finest drafting instruments have been crafted 
from German Silver. an unusually hard alloy of copper and 
nickel, lustrous in appearance and machinabletofine tolerances. 
All POST German Silver instruments are made to our specifica- 
tions by masters of their art in the Bavarian Alps, hand finished 
and carefully inspected before delivery, to insure years of satis- 
factory service to exacting draftsmen all over the world. 
Somewhat less expensive but almost equally desirable are POST 
Instruments made from Muntz metal, a combination of high 
Quality brass and certain hardening alloys, with a plating of 
Nickel polished to a high finish. 


“C" SPRING 
Holds the instrument to- 
gether at the apex of the 


HANDLE legs, and provides ten- 
sion for easy and pre- 
cise opening and closing 


of the compass 


CENTER 
SCREW 
Maintains the exact po- 
sition of the compass 

legs. 


STUDS 


FLOATING STUDS TRADITIONAL 


STUDS 


Provide a tension 
on the center screw 
threads to prevent 
any motion of the 
compass legs once 
they are set in the 
desired position. 


Are imbedded in 
the compass leg 
and act merely as a 
pivot point between 
the center screw 
and compass leg. 


i \ fi 
T-BOLT GRADUATIONS rm) 


- SHOULDER POINT ia 
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Professional Tools 
for Draftsmen and Illustrators 


890W Lettering Pen Adapter This is used to adapt standard 
lettering pens (POST, Leroy, Wrico and Unitech) for use with 
an 890, 890-1 and 890A big bow compass. (See page 53) 
Made of highly polished nickel-plated brass ....... $1.95 


890R Technical Pen Adapter This is used to adapt a Rapido- 


graph pen for inking with an 890, 890-1 and 890A big bow | 


compass. (See page 53) Made of highly polished nickel-plated 
brass. Adjusting screw permits proper angle with drawing sur- 
SG) WOE eS, SS of SS 2 55e FG G asa eoe eae eS $1.95 
890PM Adapter for Mars and Leroy Reservoir Pens Fits all 
Post big bows. Sturdily made of brass, nickel-plated and highly 
POMS OC Merete ue teal en) San Se eb icGehe fetes hehe cs, 0c Je $1.50 
888 Drop Bow Combination Compass An extremely precise in- 
strument for the rapid drawing of rivets, well spotting, or other 


small circles. Pen part is hand ground with graduated thumb | 


screw. Replaceable T-bolts on pen part,lead partand instrument 
leg. All screws are Swiss-made. Overall 4’’, max.circle diameter 
tye SPLOLOCHUVEIDOXt rine ie: Gir m See ete s oes $7.95 
888C Same but furnished in metal Perma Case ..... $9.45 


656 Jack-Knife Ruling Pen The blade opens out to a right 
angle for easy cleaning, and can be snapped back without dis- 
turbing the setting. Nibs are chromium vanadium steel alloy, 
tempered and hand ground. Graduated thumb screw and index 
line. Tapered handle. Overall 5%". ............ $11.95 
1060R Spring Blade Ruling Pen Made of Swedish tool steel, 
tempered and hand ground. The handle is white plastic with 
a red tip. Graduated thumb screw. Overall 54%2""..... $2.75 
890B-2 Two-Piece Beam Bar Extension To be used with 890 
and 890-1 big bow compasses. (See page 53) Comes with 
an adapter for pencil or pen parts. Extends circle diameter up 
to 58"'. Each bar is 13”’ long, of solid German Silver, with a 
OPIN Be Ss Fa Se Te $4.95 
931 Proportional Divider Direct reading with rack movement. 
It is furnished wih a table of settings which provides numerical 
indexes for obtaining proportions of lines, planes, solidsin ratios 
from 1:2 to 1:10. Useful applications include: dividing circles 
into any number of equal parts; relating thediameter of a circle 
to its circumference or to the side of an equal or inscribed 
square; relating the volume of a sphere to that of a circum- 
scribed cube, plus many other useful proportions. The graduated 
divider leg is indexed from 10 to 110. By means of a vernier 
on the pivot part, more than 1000 accurate proportional settings 
can be made. Of solid German Silver, 19’ over-all. In velvet- 
lined bar-lock case with easy-to-follow instructions. . . .$39.50 


890B-2 


Prices subject to quantity discounts and change without notice. 
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quantity discounts and change without notice. 


Professional Tools 
for Draftsmen and Illustrators 


1013N Hairspring Divider A hairspring device is built into one 
leg for precise adjustment. Made of solid German Silver with a 
high polish finish, it has double-pointed divider points secured 
to each leg by replaceable eye bolts. Traditional arm-type 
straightening device (see page 53). Overall 6'/s’’, opens to 
92/3!" Protectiva\box. socanathiece menue eat eee $ 7.45 
1023N Friction Compass Similar to 1013N, but with 4’ jointed 
extension bar, pen, pencil and divider parts. Spring blade pen 
part is chromium vanadium steel alloy with graduated thumb 
screw and has replaceable T-bolt. One leg is jointed and the 
other has a swivel-type needle holder secured by a T-bolt. Fur- 
nished with divider points and shoulder-point. Traditional arm- 
type head straightening device. Overall 6%'', max. circle diam- 
eter (with extension bar) 23'’. Protective box ...... $12.75 


766M Big Bow, Small Bow, Drop Bow Set Contains: an 890 big 
bow combination compass; an 890% small bow combination 
compass; an 888 drop bowcombinationcompass;a1013N hair- 
spring divider; an 890B— 2 two-piece beam bar; an853R ruling 
pen; a screwdriver; acenter tack; avialcontaining extra compass 
leads. Packaged protectively in foam-cushion lined metal Perma- 
(or eee re KSI om eetin ao ee $39.95 


764M Big Bow, Small Bow, Drop Bow Set Contains: an 890 big 
bow combination compass; an 8902 small bow combination com- 
pass; an 888 drop bow combination compass; a 1013N hair- 
spring divider; an 853R ruling pen; ascrewdriver; a center tack; 
a vial containing extra compass lead. Packaged protectively in a 
foam-cushion lined metal Perma-Case........... $36.75 
752M Big Bow, Small Bow Set Contains:an890 big bow combi- 
nation compass; an 8902 small bow combination compass; a 
1013N hairspring divider; an 853R ruling pen; a screwdriver; 
a center tack; a vial containing extra compass lead. Packaged pro- 
tectively in a foam-cushion lined metal Perma-Case . . . $28.95 


890MBC Big Beam Compass Set Contains: an 890 big bow combi- 
nation compass; an 890B-2 two-piece beam bar; a ruling pen 
handle; vial containing extra compass lead. Packaged protect- 
ively in a foam-lined metal Perma-Case........ . $15.95 


939G Beam Compass Rail-type beam compass is made of alum- 
inum alloy with serrations along the top edgeto facilitate precise 
adjustment of sliders. Furnished with divider/lead part, pen part, 
two beam bars and sliders with locking screws. Pen part has a 
graduated thumb screw and index line. Beam bar, 12%"'; exten- 
sion bar 7''. Max. circle diameter 38"’. Furnished in protective 
DOX fers SOS a nA a etre a os Ca anne $9.95 
941A Technical Pen Slide Part for 939G Beam Compass Fits 
Rapidograph technical pen sections. Slide part is of aluminum, 
adapter ring of nickel-plated brass. Individually packed in plastic 
box; foam(lined isxcitorertngeae Oeste re ee eas $ 1.95 
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752AT-3 


New Inking Convenience 
with these Techni-Bow® Sets 


The Techni-Bow® set offers the versatility of inking with 
a big bow compass plus the many advantages of the 
technical pen. Your inking will have closer line consist- 
ency without blotching or spreading. The technical pen 
requires less frequent filling, causes no mess or bother, 
and can be used for regular drawing or writing with 
India Ink. 


752AT-3 Seven Piece Techni-Bow® Set Contains: 890A 
big bow combination compass but without pen part; an 
889'2A small bow pencil compass (similar to 889% 
but of Muntz metal); an 1128 frictiondivider;an 890R 
adapter and a Rapidograph technical pen with three 
point sections (00, 0 and 1). Packaged protectively 
in a foam-cushion lined metal Perma-Case. . .$26.95 


890AT-1 Four Piece Techni-Bow® Set Contains: 890A 
big bow combination compass but without pen part; an 
890R adapter; a Rapidograph technical pen with fine 
point No. 1, and % oz. plastic pressure-feed bottle of 
black India Ink. Furnished in protective box. . $12.95 
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Prices subject to quantity discounts and change without nolice. 


Technical Pens, Sets, Inks 


Koh-I-Noor Rapidograph Technical Pens These pens are designed 
for use with regular drawing and writing inks and are effective 
for drawing, drafting, lettering and various commercial and 
fine art techniques. As easy to use as a pencil and assures 
the user of clean uniform lines of constant width. Color-coded 
as shown below to indicate line width of point. 


Fountain Pen Pocket model with clip and automaticfilling system 
(through tip) Great time saver. 


Refillable Cartridge Pen Meets special needs of those who re- 
quire frequent change of line widths. Point section contains 
clear plastic point, gray plastic body clamp ring and refillable 
ink cartridge. Can be used with compass adapter. Furnished 
with pocket clip. 


Line Width |Color Code| Fountain Pen Cartridge Pen 
Super Fine 3120-000$5.95| 3122-000$4.95 
Extra, Extra Fine 3120-00 4.95/3122-00 3.95 
Extra Fine 3120-0 4.95| 3122-0 3.95 
Fine 3120-1 4.95/ 3122-1 3.95 
Medium 3120-2 4.95| 3122-2 3.95 
Medium Broad 3120-2% 4.95/3122-2% 3.95 
Broad 3120-3 4.95/3122-3 3.95 
Extra Broad 3120-4 4.95|3122-4 3.95 


Cartridge Sets Holder and point sections with ink in filler bottle. 
Handy slip-cap box. 

3 Point Sections (00,0,1) 3121-3 
4 Point Sections (00,0,1,2) 3121-4 ........... 
Cartridge Sets In humidified revolving selector. Humidified in- 
terior prevents ink from drying up in points when drawing point 
sections are stored uncapped point down in sleevesduring work 
intervals. Enables draftsmen and artists to keep an organized 
studio set-up. Set contains three holders, two nib keys, plastic 
ink bottle, bottle of Rapidograph Pen Cleaner and drawing 
board clamp. Molded styrofoam container. 

6 Point Sections (00,0,1,2,2%,3) 3122HRS-6..... $20.00 
7 Point Sections (00,0,1,2,2%,3,4) 3122HRS-7 ... 23.00 
8 Point Sections (000,00,0,1,2,2%2,3,4) 3122HRS-8. 27.00 
Humidified Selector only, no contents 3122HRS-0.. 5.00 


Extra Points for Rapidograph Technical Pens 


Black plastic points fit both Fountain Pen 3120 and Cartridge 
Pen 3122. 


Stainless Steel 


3120P-000 $2.95 


Super Fine 3120JP-000 $8.00 


Extra, Extra Fine | 3120P-00 1.95 3120JP-00 5.50 
Extra Fine 3120P-0 1.95 3120JP-0 5.50 
Fine 3120P-1 1.95 3120JP-1 5.50 
Medium 3120P-2 1.95 3120JP-2 5.50 
Medium Broad 3120P-2%2 1.95 3120JP-2%% 5.50 
Broad 3120P-3 1.95 3120JP-3 5.50 
Extra Broad 3120P-4 1.95 3120J5P-4 5.50 


Extra Point Sections for No. 3122 only. Contains transparent 
Plastic point plus point section, clamp ring and refillable ink 
Cartridge. 


Super Fine 3121P-000 $4.75 | Medium 3121P-2 $3.75 
Extra, Extra Fine 3121P-00 3.75 | Medium Broad  3121P-2% 3.75 
Extra Fine 3121P-0 3.75 | Broad 3121P-3 3.75 
Fine  3121P-1 3.75 | Extra Broad 3121P-4 3.75 


jantity discounts and change without notice. 


For information on new 
micropoint ball point draft- 
ing systems, see page 35. 


Parts and Accessories for Rapidograph Pens and Sets 

Refillable Cartridge for Nos. 3121 and 3122 3121C $0.50 
Point Section Holder for Nos. 3121 and 3122 3121H 1.00 
Cartridge Ring for Nos. 3121 and 3122 . . . .3121R Dz. 1.80 
Pocket Clip for Nos. 3121 and 3122 ...... 3122C Dz. 3.00 


Waterproof Post Drawing Inks Opaque, permanent, readily 
intermixed or diluted. Specify: Black, Blue, Brick Red, Brown, 
Carmine, Green, Indigo, Orange, Scarlet, Vermillion, Violet, 
White, Yellow. 


¥, oz. glass container with dropper stopper .. 2422G $0.60 


7”, 0z. poly squeeze bottle, drop dispensing. . . .2422 .60 
% pint glass bottle... ....s.s. 55... . 2422B 2.50 
Pint poly bottle with filler tube... .. 2.2... 2422C 4.30 
Quart glass bottle ...... Sarees) Merk, 5 . 2422E 7.00 
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Post Lead Holder Single point, Prestomatic Type with color coded 
plunger to identify lead grade. Knurled finger grip. Holds stan- 
dard size leads. Specify: chrome, red, blue, black, brown or 
green plunger. Leads not included. 


Necessities and Conveniences 


Eagle Turquoise Lead Holder for ‘‘Skinny’’ Leads. For .020" 
leads (.5 mm); just right for curves and templates, lettering, 
symbols, charting etc. Jam-proof pusher rod uses all the lead, 
no breakage or crumbling; compression tip prevents wobbling. 
Twist action movement permits minute adjustments. Chrome 


2811 Color coded lead holder. Specify plunger color $ 1.29 ) ustm 
2811X Same but bulk pkg 24 per box. Specify color . . 30.00 plated barrel with pocket clip. Uses Turquoise ‘‘Twenty” leads 
1.39 available in seven grades— HB, F, H, 2H, 3H, 4H and 5H— 


2811C Lead holder with pocket clip. Specify color... . 


Hardness Chart for Lead Pencils and Leads for Holders 


evenly spaced so each differs from its neighbor by the same 
amount and each absolutely uniform within grade. So thin they 


g never need pointing. Holder comes complete with tube of 18 
= : 5 leads. Specify grade. 

5 Conventional | Soft |Medium Hard Very Hard 2820 ‘‘Skinny’’ Lead Holder with Leads ........ $ 3.95 

Graphite 2B-B| HB-F |H-2H-3H-4H |5H-6H-7H-8H-9H 2821 Tube of 18 leads. Doz. Tubes........... 9.00 

For Film Hard | Hard REFILL 2S po HOLDERS — Specify Grade Desired 

Duralar (Mars 1905) K4 Conventional Graphite 

Filmograph (Eagle 6378) E4 Post Professional 2B to 6H 2835 Tubeof 6 $1.29 

Turquoise (Eagle 5375) E4 Post Corona 2B to 6H 2843 Tubeofl2 1.60 

Koh-i-noor (2200-1) 2B to9H 2835D Disp. of 12 2.40 

Castell (9030) 2B to9H 2836 Tubeofl2 2.40 

WOOD CASE PENCILS Eagle Turquoise (2375) 2Bto9H 2837 Pkg. of 12 2.40 

Mars Lumograph (1904) 2Bto9H 2838 Pkg. of 12 2.40 
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With Conventional Graphite Lead 


For Use on Drafting Film 


Post Professional 2B to 6H 2804WC doz. .. .$3.00 

Post Corona 2B to 6H 2805WC doz. ... 1.00 Eagle Filmograph (6375) El toE5 2837M Pkg. of 12 $2.40 
! Eagle Turquoise (375) 2B to 9H 2801WC doz. ... 3.00 Mars Duralar (1905) K1 toK5 2838M Pkg. of 12 2.40 
Mars Lumograph (2886) 2B to9H 2802WC doz. ... 3.00 
Castell (9000) 2B to9H 2903WC doz. .. . 3.00 Refill Leads for Drawing Instruments 
2-inch Leads. Specify 2H or 4H grade. 
For Use on Drafting Film 2903% Doz. tubes, 12 leadsea. ............. $3.00 
Eagle Turquoise (5375) £1 toE5 2801%2WC doz. . .$3.00 ZI0AmEBOXIO\dOZuleadS:.. 6k ek ee wee 1.25 


Tack Lifter/Lead Pointer Metal blade 
7s inch wide, 4%/e inches long. Wood 
handle 3 inches long. Tack lifter has 
pencil pointing file on both sides of 
blade. 


Tack Lifter/Lead Pointer. 5 inches long, 
stainless steel. One side of file has 
cross-grained serrations for removal 
of graphite, other side has lateral ser- 
rations for shaping lead. 


3004 Handi-Pointer...... 


Lead Pointer Pads Twelve sheets of 
Sandpaper mounted to seven inch pad- 
dle. Pad size 4% x 17%. 

3000 Ea... . $0.20 Doz... . $2.40 

_ Same as above but emery paper. 

. . $0.30 Doz.... $3.60 


$0.60 


r Penci Sharpener Ranger 55 has point adjuster 
ank handle. Indicator sets at B for blunt 


y discounts and change without notice. 


tl 


...for the Draftsman 


Post Mercury Electric Erasers (right) Mercury switch 
turns machine on when it is picked up, off when it 
is laid down. 115v 60 cycle AC. 92"' power cord. 


Length of Erasing Plug 


4" 34" 


Erasing Machine a 2908 $16.50 | 2906 $19.50 
Replacement chuck =| 2908CK 1.95 |} 2906CK 1.95 
Length of Plug 
yy” eae 
Erasers Per Gross { Per 4 Doz. 
Soft red pencil eraser 2909A $ 2.40 || 2907A $ 2.40 
Green pencil eraser 2909B 2.40 |/2907B 2.40 
Light gray pencil eraser 2909C 2.40 |2907C 2.40 
White pencil eraser 2909D 2.40 }2907D 2.40 
Pink pliable eraser 2909E 2.40 |}2907E 2.40 
Vinyl for films and vellums 2909F 2.40 ||2907F 2.40 


Sovereign Electric Eraser Screw type collet holds 7”’ 
eraser which feeds out when collet is loosened. 110- 
115 volt 50 or 60 cycle AC. 84’ cord. Overall 8’’ 
long. 

2910 Machine plus 1 each of 5 erasers. . $24.95 
2910-3 Same with 3-pt. ground connection. 26.50 
2910C Replacement collet chuck assembly. 1.50 
Slightly Higher West of the Rockies 


Erasers Box of 12 
2911A Dark gray ink . .$1.00 
2911B Gray pencil... . 1.00 
2911C Pink pencil. ... 1.00 


2911D Green soft pencil 1.00 
2911E Std. red pencil. . 1.00 
2911F Vinyl for polyester 

film and vellums. 1.00 


EMCA Lead Pointer Produces conical 


“Autmoatic 220"’ Sharpener and Lead 


Pointer has opening for removing wood 
from wood cased pencils, smaller for 
Sharpening, and two still smaller for 
pointing lead used in drafting holders. 
3015 With 2 extra blades .. $1.80 


Post Tru-Point Lead Pointers for 
Pointing lead in holders and in 
wood cased pencils after wood has 
been removed. Standard model 
Produces regular point. 


Variable Taper Tru-Pointer pro- 
duces long, short or in-between 


points quickly. Furnished with cutter 
blades and plastic graphite receptacle. 
3024 With 2 extra blades . . 
3024C Same as above but with 

lifetime carbide blades. 2.50 


$1.95 


Lead Pointer for 2 mmand 3.2 mmlead. 
Contains 2 steel-blade sharpeners. Rug- 
ged plastic cover removes and reveals 
a sandpaper pointer and ‘‘jabit’’ type 
lead cleaner. 


3016 With 2 extra blades .. $1.69 


Improved Koh-I-Noor Lead Point- 
er. Permanent cutter produces 
precision-perfect points with one- 
hand operations. Pointer fastens 
to drawing board with multi-posi- 
tion cradle clamp (A). 3 inter- 
changeable nose pieces are sup- 
plied to fit all popular lead holders 
(B). Gauges (C) help determine 
amount of lead to be extended for 
long and short points. For ultra 
cleanliness, pointed lead may be 
cleaned in filter (D). Dust collects 
in housing (G). 

30220 io ee eS SEO) 
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Erasers and Erasing Shields 


Art Gum 

Art-Gum Brand Erasers. Indispensable for erasing and cleaning 
paper, fabrics, books, drawing boards, etc. Will not mar ink-lines 
or injure finest drawing media. Contains no grease or grit. 
2OLAAM rie casi eccpshe 1 HA") ee Bx. (24) $1.68 
29 VA Cease a) cl PAR OU =| ehreatesls) 1.68 


Kneaded Eraser 
Special eraser for cleaning work—can be kneaded into any 
shape. Ink can be used over erased surface without blurring. 


eA Ane cep eens (aie (E. Faber 1244) Doz. $2.60 
Pink Pearl 

For pencil erasures and clean up. 

293A gent meee Peel off style Doz. $3.00 
ZO ABM rin tewicliet ment ees (E. Faber 100) small Doz. 1.20 
AXIS so boanccgocc (E. Faber 101) large Doz. 1.95 
Ruby 

Firm, red eraser for general pencil erasures. 

95 Dis re tig tiicosulow ices, a (E. Faber 112) small Doz. $1.30 
295 See eran asics (E. Faber 212) large Doz. 1.95 
Helmet 

Soft, red eraser use on wood case drawing pencils. 

ALY COA ae cn cae pnonerd (Dixon 450) Gr. $3.60 
Rub-Kleen 

Soft, green eraser for cleaning boards and drawing media. 

XL VA ein ch 0 TOG Ge CeieGD (E. Faber 6002) Doz. $1.80 
Nile 

Soft, green colored pencil eraser. 

295 0 tent eae tree wrens (Weldon Roberts 444) Doz. $1.30 
Vinyl Eraser 

For use on Polytex and all film and paper base products. 

2933 Ra emt tac eae Peel off style Doz. $3.00 


Vinylite Vellum Eraser 
Soft, white plastic base eraser excellent for clean up work on 
polyester films and vellums. Erases clean without smearing or 


ghosting. 
2955 paeee ce eon) na Doz. $1.95 


Erasing Shields 

Stainless steel for long wear. 

2960S. i. seek o 278''x3 7a" Doz. $3.48 
OG Bier a sos Soputeees toare 3"'x5%" Doz. 8.28 


ie ae Prices subject to quantity discounts and change without notice. 
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Templates are shown */ actual size 
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Templates for Every Need 


Small Tilted Hexagons For small hex nuts and bolt heads. 
Four angle views—plus isometric—plus side and top views. 
70 combinations. Pin point centering. 

(A) 2968T 61%’ x 994’ Greentint............. $2.50 


Machine and Cap Screws Gives 2 views of 6 of the most 
common fasteners in 7 popular sizes (84 combinations in all). 
Also for drawing top and side views of counterbored or coun- 
tersunk holes, tapped holes and set screws. Pin point centers 
for larger holes. All cut-outs of each sizeare on a common cen- 
terline. Tables covering tap and body drill sizes, decimal equiv- 
alents, socket head cap and screw dimensions are included. 
Lower edge strip is also included for use in conjunction with a 
machine or straight edge. 

(B)2976T 534"' x 994’ Greentint............-. $2.50 


Springs and Screw Threads For details of coarseor fine threads— 
regular or sectional views—end views of threads and tapped 
holes and nuts. Also for open or closed springs in various con- 
figurations and end views. Cut-out groups are on common cen- 
ter line and parallel to lower edge strip for easy precision 
spacing. 

(C) 2977T 5%" x 99/'' Greentint............. $3.00 


Tilt-Hex Has 90 openings for drawing a great variety of types 
and sizes of fasteners. By combining the openings of two sizes, 
various kinds of self-locking nuts can be drawn with ease. Sizes 
range from*/s'’ to ¥2"’ in 30°, 45°, 60° and 75°. 

(D829 751 6ix7’"Greenitint... i $1.50 
Pocket Template Hex openings from Y'’ to 1”’ in ‘Ae’ in- 


crements and circle openings from ‘s’’ to 1’’. Total of 28 
openings. 
CE\RP2984H)5!"x SA" Frost tint. 6.6 be ee ee $1.45 


Holometer Hexagon openings fram ‘/%4'’ to %'’. Circles from 


Prices subject to quantity discounts and change without notice. 


M%5'’ to 1'' in increments of /6’’. Also has bolt head side view 
cut-outs along outside edges. 
(F) 2968 6%" x 5" Frosttint... <5). eee $1.50 


Socket Head Cap Screws Profile and plan views plus counter- 
sinks, lock screws and button head screws. Outside corners 
form useful arcs. Also has A,B,C,D,2 and 3 openings for identi- 
fication or lettering. 

(G) 2977W 6%" x 5°%/"' Amber tint... .......... $1.50 


Screw Heads Hexagon and circle openings from 1"’ to /’" in 
‘4e"' increments and squares from 1” to ¥a’’ in increments of 
Ye". Each hexagon opening has matching top edge of side view 
opening. Total of 48 openings. 

(H) 2977D'5"" x 742” Green tint fc. eee eee $2.00 
Pocket Template ‘‘One half size’’ of template number 2968%R 
listed below. 

(l) 298442R'3""x 3") Greenititnt jee cssy cee rensee een $ .75 
General Purpose Same as number 29682R listed below but 
in heavy plastic with beveled edges for inking. 

(J) 2968R 6" x 4%" Green tint. .............. $1.00 
General Purpose 20 circles from Vis’ to 1%", 9 squares 
from Vis’ to ¥2"', 7 hexagon openings, 8 triangle openings 
also pointers and arrows. 

(K) 2968%R 6" x 4%" Greentint............,. $1.00 
Nut, Bolt and Screw Has openings for plan and profile views 
of socket head stripper bolts, socket head cap screws, and 
American standard hex head bolts and nuts. Also composite 
openings for flat head cap screws, drill points and countersinks. 


(L) 2976R 8%" x 4%" Greentint............, $2.75 


Screw Threads 15 American standard screw threads-per-i 
patterns in sizes from 4 to 20 to the inch. 
(M) 2976D 6°/"' x 2°%"’ Green tint 
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Templates are shown ‘/s actual size 


Circle Templates 


(A) Large Circle 
45 circles from ‘/s’’ to 17/'’. Center lines for quick alignment. 
77" x 8Y%'', Green tint. 

2 GBD Pee eam ce assay el als ayn tie see ie es 


(B) Large Full Circles With Equal Spacers 
6 circles 2¥%"' to 3’’. Pin holes around circles provide points to 
divide any circle into various equal parts. 10%'’ x 6%/6'', Green 


(C) Combination Circle 
31 circles in both fractions and decimals. Fractions are printed 
in black and decimals are printed in red for easy identification. 
Hole sizes from 1%"’ (1.500) to 16"" (0625). Center lines 
for quick alignment. 8"' x 5’’, Frost tint. 

IEA See Pe Cn nD eo Re 


(D) Circle Radius Master 

62 circles from */«'’ to 7¥2"’ printed in both fractions and dec- 
jmals. Each half circle slot provides 2 of two different size cir- 
cles. Heavy plastic with bevel for inkorpencil use. 7%’" x 10”, 
Grean tint 


2O6GR seen cates eles +++» $2.00 
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(E) Decimal Circles 
68 circles .100 to 1.500 with center lines. 9"’ x 6” 


tint. 
29662 Rivmmre wae) vtech es slate Suelieca fe ca) ois 


(F) Small Increment Circles 

85 circles. Through '/a’’ inch diameter, increments are by 1/128 
inch; through 1 inch diameter, increments are by ‘a inch; 
through 1'/% inch diameter, increments are by ‘/szzinch. Common 
fractional sizes are emphasized. Pinpoint centering holes for 
accurate alignment. 10%'’ x 6¥%'', Green tint. 


Closed Ellipse Templates 


(Ellipse drawn completely without removing template) 


(G) 5” x 8" template includes 18 ellipses of 30° and 19 of 
45° in sizes from ¥"’ through 1°''. Frost tint. 
PLYON cence 8 Bc0 bo 010 9 Di0-0, 08D Oley Gln ORE Rona $1.95 


(H) 5’ x 8" template includes 16 ellipses of 60° and 19 of 
75° in sizes from *A6’’ through 1°%'’. Frost tint. 
ZOSOBM TMMCE MTree Nose ce bates cae veces ee $1.95 


Prices subject to quantity discounts and change without notice. 
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Templates are shown ‘/ actual size 


Ellipse Templates 


Ellipses | Ellipses 
Per Per Ellipse Template 
Description Style + Degrees Shown Degree | Template Sizes Size Number Price 
(A) Combination Ye & Closed | 15°-30°-45°-60° 21 84 /e'"-2 Ya" |8¥2""x11" 2986R $3.95 


(B) Small Ellipses Closed 10° to 60° in 5° steps — Ye". Ya"! 19%a''x 6a" 
(total of 11 degree changes) 


and full circle 
30°-45°-60°-75° 


21 252 2981T 2.50 


(C) Combination Vp 12 48 7/4" 8%"x11" 2979W 


(D) Isometric Ellipses Closed* |15° 38 38 Va" -1 %e'"| 6¥2"’x10%"'| 2967D 3.00 
(at base) 
(E) Giant Ellipse Y & Closed*|15° 18 18 a7 5"x9"" 2981R-15 1.75 


(F) Master (Small) Closed 15° to 65° in 5° steps— 17D 5x8" 


(total-of 11 degree changes) 
15°-25°-35°-45°-55°-65° 
15° to 60° in 5° steps — 

(total of 10 degree changes) 


9 99 2985R 3.00 


2980R 2.25 
2985%R 2.00 
2981R-30 
ae 
= 


a" 1%" 
%e"'- a2" 


4 24 
8 80 


(G) Master (Medium) Closed 
(H) Ellipses Closed 


5""x9"" 
3x5" 


Giant Ellipse Ve & Closed*| 30° (not illus.) Veare 5"'x9"" 

Giant Ellipse Ye & Closed*|45° (not illus.) Say AM 5"'x9"" 2981R-45 1.75 

Giant Ellipse Ye & Closed*|60° — (not illus.) Ye" -7" 5""x9"" 2981R-60 1.75 = 
Set of 10 Closed |15° to 60° in 5° steps — %'" -1%'" | 6x10" | 2980T 9.50 
(not illus.) (total of 10 degree changes) se 


ae 


vee 


+Style Explanation ers ioe 
Ye: Draw one half of ellipses then reverse template for other half. Closed: Ellipse is drawn completely without moving template. ae 
2 is eS 


* Heavy weight with beveled edge. Use one side for pencil and the other for inking. 
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Pricos subject to quantity discounts and change without notice. 
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Templates are shown °/: actual size 
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SAULLGELAT WINDOW TEMPLATE 


Architects Templates 


Professional House Plan 7/.''=1'0"’ Gives plumbing fixtures — 
kitchen appliances, counters, cabinets — electric symbols — 2 way 
door swings—12"' and 16"’ framing—roof pitch and 14 circle 
openings. Notched edges space 41" title, 6", 8, 9'" and 12”. 
Stair planning underlay included. Complete with removable lower 
edge strip for use with tee square. 
(A) 2971T 5%2"' x 9°%%"’ Green tint 


Kitchen and Bath 42'’=1'0"' Cabinets, fixtures, door swings and 
electrical symbols. Notched edges for title layout. Architects 
scales are included. 

(B) 2969T 1%''x 10" Greentint.....-.-+--++-- 


Architects-Builders-Contractors '/’’ =1'0"' A.S.A. symbols — door 
swings — soil pipe — master openings for cabinets, drain boards 
and windows, roof pitch, architects scales —4'' x 16’’ spacing 
scale and slot spacers for 10 different centers. Heavy weight 
green tint plastic. Scales are engraved on plastic but not printed 


with color. 
(C) 2971A 5" x 10%"' Dark Green tint... ------ °° 


CBA %''=1'0"' Openings for bath fixtures — kitchen appliances 
and cupboards —and door swings. Scales for 4”’ and 16” spac- 
ing, roof pitch and fixture heights are printed on outside edges. 
(D) 2971%2D 3%" x 6%'' Green tint..-----+--+-° $2.50 


Landscape Template: See page 66 
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House Plan and Plumbing 10 circle and 7 rectangle openings — 
one way door swings (template is reversed for Opposite swing) 
Plumbing fixtures and roof pitch in /''=1'0"' scale. Also : 
lavatories in “s''=1'0"' scale. ence 
(E) 2970R 5" x 7"' Frost tint $1.50 
House Plan '/s''=1'0’ scale with 15 circle openings (with 

hole centering)for heaters, drain, arcs and corners — 9 recta fe 
for posts, piers, flutes, vents and panels — roof Pitch ga date 
doors—plumbing fixtures— kitchen equipment — elects, pec 
bols and standard stair elevation (five other stair ta sym- 
envelope). Notched edges for 8", 9’ 10” or GM ea 


(F) 2971%2T 5%" x 6%’ Greentint ...... igs § 
House Plan Similar to above but with less printed Beri : 
amonew 


less openings—and printed spacers alon 
(G) 2970T 5%" x 634’ Frost tint... .. . cane tched edges, 


Architects Template 61 useful openings for the arch; 
; rch i 
ing title, subtitle, sect., door, plumbing, co's, room weet includ- 


no. and INT window. window 
(H) 2969R Avex ouGreentint 4 ...... S2ieO 
Window ¥/s’"=1'0'' 16 standard casement sash wj : : 
(J) 29737 6" x7" Greentint...... |. ee : Senos: 
Window ¥/'’=1'0"' 18 standard double hung Window -- $1.50 
(K) 2974T 6" x7” Greenitin tiveness.) Ss ane 

ee eee 50 
ABC */s''=1'0'' Same as CBA in one quartennn 
(L) 2969D 4". x 8%'’ Green tint... . inch ele: 

peer 2.50 


Prices subject to quantity discounts 
and change wi 
ithout notice 
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Templates are shown ‘/s actual size 
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Electronic Templates 


Electronic Symbols Commonly used control wiring, vacuum tube 
and solid state wiring circuitry symbols, J.I.C. Standards. 
((A\I297:232D)5"" x 7" Greenitint. . 2... 2.6. 2.050% $3.00 


Transistor Outline Top and side view for 18 pin mount, 6 stud 
mount, 2 flange mount and 1 press fit transistor. As registered 
with Joint Electron Device Engineering Council. 

(B) 2973D 9%" x 5¥%"’ Green tint ..........-. 


Electronic Template General purpose template including dual 
and single vacuum tube, three phase wiring, control circuit de- 
vices, semi conductors, connectors and wafer switch. 

(O29 7/2RISuexcOMiFroststint. ) 2.5 sais oct essere 


Electrical and Electronic Symbols Graphic symbols for electronic 
and electrical schematic diagrams conforming in both appearance 
and size relationship with military specification MIL-STD-15-1A. 
Based on a 0.2 inch grid, it allows adequate circuit line spacing 
when drawings are reduced. 

(D)5297,3Wi8 7/4 xi57/4' Frosttint.... . «5. ++ +--+. $3.00 


Lectron Dual and single vacuum tubes and components, control 
Circuit devices, plugs and jacks, lightning arrestors, semi- 
conductors, chokes, resistors and a variety of useful components 
symbols. 


(E) 2973R 9%" x 5%" Frost tint... .....-0 00 $5.00 


Prices subject to quantity discounts and change without notice. 


Electric Controls J.1.C. Standards. Wiring symbols and actuated 
switches. 
(F):2972 73/42 x5) Erostitint.ssiceenenen aeons $2.50 
Sine Curves and Variable Wave Forms 6 regular sine curves 
with printed amplitude-time grid. Also has typical filtered and 
nonfiltered D.C. curves; uniform carrier and modulated carrier 
wave forms. 

(G) 2974R 84" x 5%" Green tint ............ $3.00 
Electro Symbols Compact vacuum tube and circuit components 
template primarily for radios, amplifiers and similar devices. 9 
inch scale in 32nds with simulated leather sheath. 

(A) 297 2D)254'0 x97/e Erostatin tema ec nn $2.00 


Electronics Jr. Similar to 2972R in vest pocket size and less 
detailed. 


(J) 29724%R 3" x 8%" Greentint............. 
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Miscellaneous Templates 


Landscape Openings for walks, terraces, fireplaces, barbeque 
pits, trees, shrubs, hedges, ground cover and perennials. Out- 
side curves provide an assortment of landscape contours. 
(A2987 RIO ee Greenitintsc 60. 62 se $3.95 


Pointers, Arrows and Brackets Bracket openings draw 2 styles 
in 10 sizes based on typewriter spacing. 22 arrow openings, 
assorted pointers and mapping symbols make this template use- 
ful for drawing details, sections, motion or flow. Scalloped and 
wavy lines can be drawn using edges. 


(B) 2988T 64" x 10’ Greentint-.......-.--- 


Operation and Flow Process Symbols This template can beused 
in many phases of production planning, time study, and record 
keeping. Symbols are based on ASME Standard No. 101, for 
operation and flow process charts. 5 
(C) 2989T 5” x 6" Green Rin i ere oes er ve pose ns 


Standard Logic Symbols Pocket size template for digital process- 
ing, meets specifications of MIL. STD. 806B. Pinhole location 


points. 
(D) 2989 


Page 66 


R 4” x 24/6’ Heavy-Weight, Green tint. .., . $1.50 


Chemistry 19 openings give wide range of laboratory equip- 
ment layouts. 
(E) 2965W 3"' x 6”’ Heavy-Weight, clear. ........ $35 


Triangles and Diamonds 26 triangles 1’’ to '%e’"’and7 diamonds 
1’' to Ye'’. 9’’ scale in 4c ths. printed at top. 
(F) 2967R 9%" x 5%" Green tint............. 


Squares 41 squares from 1¥%"’ to ‘/s’'’. Each row is arranged 
on common center line. Useful scale in ie ths. is printed on 
scales. 


(G)E296722Ri9//Aiex, ul Greenitinteem siereieie en .. $1.50 
Mathematical 

CA) FZ965Di2/eu xi Guirrostitintee enantio 5: $3.00 
Handy Math 

(J) 2965R 3” x 5%" Greentint.............. $1.75 


Ink Riser For use with any template when inking is desired. 
Generous openings allow freedom of pen without interference. 
(K)'2964RGreentint.,......... 0000 ees $ .50 


Prices subject to quantity discounts and change without notice. 
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POST LETTERING INSTRUMENT 1761 


POST LETTERING 
ANGLE 1744 


Lettering Devices 


1761 POST LETTERING INSTRUMENT With this instrument, 
uniformly spaced sets of guide lines are accurately and easily 
constructed. This clear plastic device (37/s''x2%/s'’x.100"’ thick) 
consists of a disc, movable within its frame. A desired letter 
height (selected on the disc) is turned to the index on the 
frame, and then the guide lines drawn by inserting a pencil 
in the holes and sliding the instrument along a straight edge. 
Up to three properly spaced lines of lettering are possible without 
moving the straight edge. 


The numbers for gradations marked in the disc are based on 
32nds of an inch. !f you align the number 10 gradation over 
the center mark, you will be drawing lines that are !%2 inch 
apart. No. 8 gives lines '/ inch apart etc. You can adjust the 
guide to draw lines from ‘/16 to 1% inches apart. 

The three columns of holes in the disc afford means for draw- 
ing groups of lines with specified relationships. The right hand 
column can produce a group of three lines in which the middle 
is % rds the distance from bottom to top, to facilitate lettering 
caps and lower case in a 3 to 2 ratio. The left hand column 
produces lines equally spaced, convenient for lettering capitals 
like A,B,E,F and H. (See drawing at top of page.) 

The ends of the Post Lettering Guide form angles of 68° and 
75° with the base to permit slant lettering as explained in the 
instruction booklet which accompanies each Guide. 


1744 POST McCAULEY LETTERING ANGLE Especially designed 
for student use. Made of acrylic plastic .060 thick. 5 inches 
high with angles of 22%2° and 672°. 


1754 BRADDOCK SPECIAL LETTERING DEVICE. 5% x 1% 
inches with left side 67%° for slope guidelines for lettering. 
Top edge has standard slope of |-beams and channels . .$1.25 


Prices subject to quantity discounts and change without notice. 


‘ie =a z 


BRADDOCK LETTERING ANGLES Braddock Lettering Triangles 
have three uses: as accurate triangles, as lettering devices to 
draw straight and slant letter guide lines and as instruments 
for uniformly spacing parallel lines. Transparent plastic with 
beveled circular finger lifts. 

All Braddock Lettering Angles (Numbers 1756 through 1759) 
in the chart have basic similarities. Each has six columns of 
holes, the figure at the bottom of each column denoting the 
height of the capital letters (in 32nds of an inch) for that 
specific column. The holes in each column are arranged in 
groups of three to provide guide lines for capitals and lower 
case lettering. All of these angles have a 672° slot useful in 
making slope guide lines. 

Number 1756 (Style ‘‘A’’) Lettering Angle has black hairlines, 
as illustrated above, that permit pointing offangles of 15°, 30°, 
45°, 60°, 75° and 90°, by setting these hairlines on hori- 
zontal or perpendicular lines on the drawing. These angles have 
the holes connected in groups of three, by black hairlines, for 
faster location. 

Number 1758 (Style ‘‘B’’) is the same as Style ‘‘A’’ except 
that the black hairlines are not shown, thus providing a cleaner- 
appearing working tool. 

Number 1759 Braddock-Rowe Lettering Angle is similar to 
Number 1758 except that an additional special group of holes 
is furnished, low in the left corner. They are equally spaced 
to provide a quick method of properly constructing regularly 
spaced guide lines for the lettering of numerals. They are also 
useful in drawing cross-hatch lines. 


These simple little pieces of plastic are long-recognized time 
savers for busy draftsmen and all three, in the sizes offered, 
are convenient to have on hand. 


Please order by stock number and size. 


STOCK 
NUMBER 


SPECIFY SIZE 
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Post Lettering Sets...... 


$}8§ 3UI48}}97 Iso 


One of Seven Handsome Lettering Sets Take a look at this POST 2000-12L lettering set for solid proof 

. . that lettering with POST equipment is fast, easy and accurate. 
to Meet every aciessional Require POST lettering requires no special skill or technique, so no 
ment. See complete list of contents special training is required to produce perfect lettering in a 


wide variety of sizes and weights — in either pencil or ink. 

POST lettering equipment consists of only three basic parts — 
pen, scriber and template. Each is precision engineered and 
skillfully manufactured by instrument craftsmen to provide a 
lifetime of reliable service. 


on Page 69. 


CHECK THESE QUALITY FEATURES 

The 2000-12L is fitted in a handsome case machined from a 
block of solid walnut to provide years of protection for the in- 
struments. The case has a handsome hinged top for easy access 
to the entire set. 

The set is provided with twelve lettering templates ranging in 
size from .060"’ to .5’’ high illustrated in actual size on page 
69. Laminated in three flexible layers, these templates will 
slide easily across any drafting surface, and will wipe clean with 
a damp cloth. Recommended pen sizes are permanently engraved 
on each template. The tail-pin guide groove engraved in each 
template is added assurance of uniform lettering height. 

Each of the eleven pens provided in the kit is stored in an 
easy-to-handle plastic vial which provides protection from dust 
and moisture. 

The scriber has a rigid die-cast frame and may be adjusted for 
any lettering angle between vertical and 22° forward slant. 

The 2000-121 kit, which meets rigid government specifications, 
also includes a socket holder, a lead holder, a pen cleaner 
and an ink dispenser which simplifies pen filling. Also included 
is a scriber rest to protect drawing and pen points. 


TPECDEPGAMIBRORSIUKZS 


Prices subject to quantity discounts and change without notice. 
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.....for “Letter Perfect’’ Results 


2100-60CL POST 
Use Penooo ?°S% 
2100-gs0cL /9S7 
Use Pen0O POST 
2100-100cL POST 
Use Pen 00 post 
2100-120CL  pog7 
Use Pen O 

post 
2100-140cL POST 
Use Pen 1 

post 


2100-17sc. POST 
Use Pen 2 
post 


POST 
post 


POST 
post 


POST 
post 


2100-200CL 
Use Pen 3 


2100-240-CL 
Use Pen 3 


2100-290CL 
Use Pen 4 


2100-350CL 
Use Pen 5 


2100-425CL 
Use Pen 6 


2100-500CL 
Use Pen 6 


POST LETTERING SETS 


Parts Included In Sets As Indicated By X 


Set Catalog Number 


Actual Sizes of Template Letters 


Actual Sizes of Pen Line Weights 


Also sold separately as priced. 2000- | 2000- | 2000- | 2000- | 2000- | 2000- | 2000- 
3L 5L 6L 8L OL IL | 121 

2111-12L CASE Tee en ee ele Cea eae Le ie] 
2105 SCRIBER 6.50 | X pO fp 
2106 SCRIBER STAND 1.00 | x X XoSSTE Xa Ba xa | | 
2107 SOCKET HOLDER 1.00 |X X Xo. |X aXe Xe eee 
"2104-2 LEAD HOLDER 35 | xX X X Soak Gk vwecd 
2421 INK 35 X 

2108 PEN HOLDER 75 

2100-060CL TEMPLATES $ 8.85 aaa a Sena eed) 
2100-080CL TEMPLATES 8.00 x yea ee) ea a ee] 
2100-100CL TEMPLATES 7.20 | X ee fe) ee 
2100-120CL TEMPLATES 7.20 xi a [eaexXeares| 
2100-140CL TEMPLATES 7.20 X x X Seay 
2100-175CL TEMPLATES 8.00 x x aXe |e eX ae KE 
2100-200CL_ TEMPLATES 8.00 X asm a iac 4 
2100-240CL_ TEMPLATES C1) s| eae (i its (Se ee a a a are] 
-2100-290CL TEMPLATES 8.00] |S Ss ee ae eee ee 
"2100-350CL TEMPLATES 8.85 [== Xe [ae Xie | ae Xa |e 
2100-425CL TEMPLATES 9.95 [ges |e ee | Ca | 
2100-500CL_ TEMPLATES 9.95 (| Xo [pes ee [eX 
2101-000 PENS $2.00 [ff | a | 
| 2101- 00 PENS 1.50 | X --——+ 4} 4¥}# | 4 1 4 
"2101-0 PENS 1.50 |_X | Xs Xs | a [XO 
[2101-1 PENS 1.30 [7 Xo] OX XS EX Xe eae 
(2101-2 PENS 900 Xe Se XS ae a | | 
(2101-3 PENS 90 —————EE—Ee eee 
2101-4 PENS 90 ee ee ee 
(2101-5 PENS 90 fe XS a Xa Xe 
(2101-6 PENS J en (eaten en ae Cee Ce 
(2101-7 PENS -90 es eee ee i eS eo Ec 
2io1- 8 PENS 90 [| 


i PRICE FOR COMPLETE SET 


PARTS AND ACCESSORIES NOT INCLUDED 


$37.50 | 56.00} 59.50} 81.50} 87.00} 109.00} 115.00) 


POST post 
POS post 


POS post 


t 
Y 


Actual sizes of 
pen line weights 


I 


000 00 


2105 Adjustable 2103-2 Tracing Pin for 
Scriber $6.50 other $ .80 

2103-1 ~—‘ Tracing Pin for 2103 Double-end 
Templates 2100- Tracing Pin $1.05 
60 and 2100-80 2104-1 Clutch Type Lead 


$ .80 


Holder $1.30 


Prices subject to quantity discounts and change without notice. 


2102-000 Cleaning Pin size 
000 $ .85 
2102-00 Cleaning Pin size 
00 $ .85 
2102-0 Cleaning Pin size 
0 $ .85 


2102-1 


2102-2 


2102-3 


Cleaning Pin size 


1 $ 75 
Cleaning Pin size 
2 $ .45 
Cleaning Pin size 
3 $ .45 
Page 69° 
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(left) Wrico 
Standard Pen 
2215 


(below) Wrico 
“AR' Pen— 2216 


(right) Wrico 
Brush Pen — 2217 
See page 71 


Wrico 


Perfect 
Pen Set 2216S 
(See P.71) 


Standard Wrico Leitering 


To use Wrico Lettering Pens and Guides effectively requires 
neither skill nor previous experience. Each guide is a strip of 
highly seasoned Pyralin with a series of openings so shaped 
that when the point of a Wrico lettering pen is moved in con- 
tact with the sides of the guide, alphabet letters, numerals etc. 
can be formed. Wrico guides are grooved on the underside so 
that the ink will not be smeared when the guide is moved from 
one character to another. The guide is placed over that portion 
of the paper on which lettering is to be done. No pencil guide 
lines are necessary. Guided by a T-square or straight edge, the 
lettering guide slides effortlessly back and forth into position. 
All characters are made complete and no retouching or filling 
in is required. 


2200 MAHOGANY CABINET Accommodates six standard Wrico 
pens and eighteen lettering guides up to and including the 4g" 
size. Offers complete protection and facilitates selection of guides 
and pens. 

SEGRE GPE ABP 45a se doo ooo pao $7.00 Each 


2215 WRICO STANDARD LETTERING PENS Make lines of uni- 
form width and even flow of ink which can be regulated from 
a full ‘‘crown’’ to an almost dry line. To be used with Standard 
Wrico Lettering guides except the following large size vertical 
Gothic guides which require Wrico Brush Pens: Series 2205, 
Nos. VC 1000, VN 1000, VC 750, VN 750, VC 625 and VN 
625. (Standard lettering pens are also excellent for ruling bor- 
der lines and other lines.) See illustration atleft for line weights 
for point size desired, and specify both Stock No. and point size 
when ordering. Thus, to order Wrico Standard Lettering Pen 
making line No. 3, order No. 2215-3. 


No. No. No. No. 
2215-2 2215-4 2215-6 2215-7T 
2215-3 2215-5 2215-7 

(Ns a o-o-0 oho re+o08 a) 0 6d 0 sono lous OCOnt a aacC ee $2.80 


Replacement Parts With proper care, Wrico pens will last for 
years but if damaged can be repaired easily by the owner. 
Prices of repair parts are shown below. 

2215F Point (specify point number) Each $1.00 
2215G-3 Needle (for No.3 pen point) Pkg.of 6 2.40 
2215G-6 Needle (for Nos. 2, 4, 5 and 6 


pen points) Pkg. of 6 2.40 
2215G-7 Needle (for Nos. 7 and 7T 

points) Pkg. of 6 2.40 
2215E Ink Ferrule (for all Standard Pens) Each 70 
2215H Pen Plunger(for all Standard Pens) Each .60 
2215J Pen Barrel (for all Standard Pens) Each .40 


2216 WRICO STYLE ‘‘AR’’ PENS To be held in normal writing 
position, unlike standard model. See line weights at left. 


No. No. No. No. 
2216-98 2216-55 2216-26 2216-13 
2216-83 2216-43 2216-21 
2216-67 2216-35 2216-17 
Each eens creme ater Sco e ee ike ee cee wets, $2.90 


Replacement Parts for Style ‘‘AR’’ Pens 
2216F Point (specify point number) Each $1.00 


2216G-3A Needle (for points 45, 55, 67, 
83, 98) Pkg. of 6 2.70 


2216G-6A Needle (for points 35, 26, 21) Pkg. of 6 2.70 
2216G-7A Needle (for points 17 and 13) Pkg.of 6 2.70 


2216G-9A Needle (for point 9) Pkg. of 6 4.20 
2216E Ink Well (for all ‘‘AR"’ pens) Each 1.30 
2216% Handle with locking device for all 

*“AR’’ pens Each .90 


Prices subject fo quantity discounts and change without notice. 


Outfits and Accessories 


How To Order Lettering Guides 


Approximately accurate style specimens of Wrico Lettering Guides 
are shown at right. Code numbers indicate height of letter. For 
instance, 1000 indicates a letter 1’" high. 750 one %’’ high, 
etc. Final ‘‘C’’ in code means all capitals, final ‘‘N’’ all num- 
erals, final ‘‘CN’’ both. Final ‘‘L’’ indicates lower case. Please 
order by Stock No. and Code No.; thus: 2207-CVN250 will 
get you a guide of Condensed Vertical Gothic numerals Ya-inch 
high at a price of $2.90 


Small numerals under specimens at 
right indicate standard point used in 
making them. 


STOCK | | 

NUMBER CODE NUMBERS AND PRICES 

Vertical VC 1000* $4.50/VN 500 VC 240 §=$3.70 

Gothic VN 1000* 3.70/VC 425 4.30/VN 240 3.00 

2205 VC 750* 3.90/VN 425 3.70|VCN 200 4.50 
VN 750* 3.30|/VC 350 3.90)VCN175 4.50 
VC 625* 3.70|VN 350 3.30|)VCN 140 4.50 
VN 625* 3.00|VC 290 3.90/VCN 120 4.50 
vc 500 4.50|VN 290 3.30|/VCN 90 4.50 

Standard |SC 500 $4.50|SN 350 $3.30|/SCN 200 $4.50 

Slant SN 500 3.70|SC 290 3.90|SCN 175 4.50 

2206 SC 425 4.30/SN 290 3.30|SCN 140 4.50 


SN 425 3.70|SC 240 3.70|SCN 120 4.50 
SC 350 3.90|SN 240 3.00|}SCN 90 4.50 
sed 


Conden CVC 625 $4.50/CVC 375 $3.70|CVN 250 $2.90 
Vertical CVN 625 3.70|CVN 375 3.00/CVC 185 3.30 
Gothic CVC 500 3.90/CVC 250 3.70\/CVL185 3.30 
2207 CVN 500 3.30/CVL 250 3.70|CVN185 2.60 
Extended |EVCN 200 $4.80 EVCN 120$4.80 
Vertical EVCN175 4.80 EVCN 90 4.80 
Gothic EVCN140 4.80 

2208 

Shadow VHC 500 $3.80 VHN 375 $2.90 
Style VHN 500 3.30 VHCN 250 4.50 
2209 VHC 375 3.30 


* Requires use of Metal Guide Holder No 2201.... $ .80 


2216S PERFECT PEN SET—6 points Like ‘'AR”’ style in plastic 
case, but see line weights as shownin 2215. Points included 
are Nos. 2, 3, 4, 5, 6, 7. Set (See Page 70) ...... $4.85 


2217 WRICO BRUSH PENS Used with Vertical Gothic Guides 
(2205 series) VC 625, VN 625; VC 750, VN 750; VC 1000, 
VN 1000 and Sign Maker Guides on page 74. See line widths 


on Page 70. Suffix letter indicates line width 


2217A, 2217B, 2217C, 2217D, 2217E . ... Each $2.40 


PEN CLEANER FOR REMOVING DRIED-ON INDIA INK 


2218A Wrico, 2% oz. wide mouth jar........... $ .35 
2218BH Higgins, 6 oz. .$.75; 2218CH Higgins, 16 oz. .$1.80 
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2219 WRICO UNIVERSAL SCRIBER This does the same job 
as the standard Wrico outfits on the preceding pages but the 
ingenious little machine provides the opportunity for almost 
100 variations of slope in your lettering using the same lettering 
guide .. . all the way from backward slope, through vertical 
to italic, slant and 60° slant forward. A durable plastic chart 
with each Scriber shows you how to set the arms to accomplish 
the variation you need, and all in a matter of seconds. This is 
possible because the Scriber, instead of lettering through a 
guide, merely follows a guide with its tracer point set for the 
slope you want, and the lettering is done with the other arm, 
above the guide. 

The different shapes of the letter E, ALL MADE WITH GUIDE 
G 500C, illustrate how characters may be condensed or ex- 
tended and the slope changed to produce desired effects. They 
represent only a few of the many sizes. 


SPECIMENS OF SOLID AND OUTLINE LETTERS 


ABabl23 


G625C(98) G625L(83) G500N(67) 
G425C(55) G350C(55) G350L(43) 
ABCD abcd ABCD 
G290C(43) G290L(35) G240C(35) 
ABC |123 ABCDE 45678 
G200CN(26) G175CN(26) 
ABCDEFG 34567 ABCDEFG 5678 
G140CN(21) G120CN(17) 
ABCDEFGH 12345 ABCDEFGI2345678 
G100CN(13) G90CN(13) 
Outline letters can be 
A C D Ee E slanted just as solid 
letters can be. 
GO 1-4 C(13) 


PjJease order by using Stock No. and Code No. (Thus 2222. 
GO3-4C) 
Page 72 


Wrico Universal Scribers Allow 


FE LE 


Complete sets of Scriber and lettering guides are detailed on 
the next page, but you are in business with only the Scriber, a 
suitable lettering guide and a guide holder. The holder is a 
smooth metal strip which permits right and left movement of 
the lettering guide when etween letters. It also con- 
tains a truncated ‘‘V"’ ‘ail pin of the Scriber to 
ride in for perfect guid ‘ed with non-slip rubber- 
cork composition stri stays in position with- 
out weights, tapes or 
A selection of letteri 
the specimen letters 
letters and 1° 


‘iber is suggested by 
e 30 guides for solid 
>re identified by 


code num’ ’ high and 
the specin 2d); G5O0N 
is all numeré «1, etc. Lower 


case guides have u.- u‘serals in the same 
guide are indicated by CN. Outline letter guides use a different 
code: GO 1-4C (13) is all capital letters /4’’ high made with a 
No. 13 pen. 

2219 Wrico Scriber Complete except for pen points, needles 
and lead holder which order separately........... $6.50 
2220 Scriber Guide Holders. Specify by length required. 
2220-S1 14" long, for lettering not exceeding 10’’ $1.10 
2220-S2-18 18'’ long $1.80 2220-S2-24 24" long $2.20 


2220-S2-30 30’’ long 2.60 2220-S2-36 36’ long 3.00 
2223 LETTERING GUIDES 
Ee i Caps And 
Numerals Numerals 
Code Code 
Price | Number |Price Number | Price 
$3.80 | G625N |$3.00 
3.60 | G5O0ON -80 
3.60 | G425N 2.80 
3.20 | G350N 2.50 
2.85 | G290N 2.20 
2.85 | G240N 2.25 
2.85 G200CN |$5.70 
2.85 G175CN | 5.70 
2.60 G140CN 5.20 
2.60 G120CN | 5.20 
2.60 G10OCN | 5.20 
G9OCN 5.20 
G80CN 5.20 


Please order by Stock No. and Code No. 


2222 LETTERING GUIDES— OUTLINE LETTERS 


GO 3-8 N 
he" GO 5-16 N 5.90 
74 GO 1-4N 5.90 


Prices subject to quantity discounts and change without notice. 


__ Lettering Variations with same Guide 


SCRIBER SUPPLEMENTS AND REPLACEMENT PARTS 
Ten sizes for various line weights. Must be ordered sepa- 


2216F Pen Points | rately. Specify stock number and point number when 
ordering. See Page 70. 

Point Number WSN 21S 226) 35 CAB) 55 6 yeboemege 

Line Weight | 013 017 021 026 035 043 .055 067 083 098 


Price Each 


Available in three sizes. Must be ordered separately. Spe- 
cify stock number and needle size when ordering. 


Needle Size 3A 6A 7A 
Point Numbers 43,55,67,83,98 21,26,35 13,17 


Needles 


BEICeLPKGrOfi Olen shasener ss syensve = 


Replacement Parts for Wrico Scriber 


219A 


Scriber Plate $2.25 2219H Set Screw $ 30 
22198 Tracer Arm _—1.00 2219K Tail Pin 40 
22190 —-Scriber Knob 15 
22190 ‘Tracer Point 65 


PEN POINT SIZES RECOMMENDED FOR USE WITH THE 
VARIOUS SIZE LETTERING GUIDES (Refer to listing 2216F 
for Pen Points) 


SIZE 
LETTERING 


PEN SIZES 


2224G COMPLETE SCRIBER LETTERING SETS 


To provide safe and convenient housing, complete sets of Wrico 
Scriber Lettering sets are supplied in handsome mahogany cab- 
inets with inserts of mahogany and maple and a separate com- 
partment for each item. Each set contains oneeach of the items 
indicated by ‘'x’’ in the chart below. When ordering, please 
specify 2224G plus code number for individual set. Thus: 
2224G-31 would get you set 31, our most complete set. 


ITEM 10.8 
GUIDES 
G B0CN 
G 90CN 
G 100 CN 


G100L 
G 120 CN 
G120L 


G 140 CN 
G140L 
G175CN x x 


GI75L 


G 200 CN x 
G200L 

G240C 
G240L 


G 240 N 


G290C 
G290L 
G290N 


G350C 
G350L 
G350N 
G425C 
G425L 
G425N 
G500C x 
GS5O0OL 
G 500 N 


x 


=| xxx 


aaa 
ofp feof 


* 
‘oa z 


1 a ee 


POINTS 


9 
13(,013) 
17 (017) 


21 (,021) 
26 (.026) 
35 (,035) 
43 (.043) 
55 (055) 
67 (.067) 
83 (.083) 
98 (.098) 


9A 
UNIVERSAL 
SCRIBER 


HOLDER Sl X 
LEAD HOLDER X 
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Lettering and Sign Making Sets 


2225-1 ZEPHYR LETTERING SET Valuable where low cost is 
important and use is infrequent. Includes scriber, guide with 3 
sizes of vertical gothic capitals and numerals, guide holder, fine 
and heavy line points and needles to fit, 4 pencil leads and 
adapter, plus cabinet. Replacement parts available also. 

Each Zephyr lettering guide has three sizes of lettering — Size 
240 (.240 inch high), Size 175 (.175 inchhigh) and Size 140 
(.140 inch high). The first two may be used with either the 
heavy line point (2225B) or the fine line point (2225A). Size 
140 is used only with the fine line point. See actual size speci- 
mens at left. 

An important feature is the Zephyr Guide Holder. It may be 
placed in any position and will not move while lettering. It 
eliminates the necessity for such accessories as straight-edge, 
weights or thumb tacks... .. 2... 6+ eee eee eeee $10.90 


WRICOPRINT LETTERING SETS For perfect, uniform lettering, 
just place the lettering guide on the lettering pad and follow 
the openings in the guide with a Wrico pen. 

Each set contains capitals, lower case and numerals in vertical 
Gothic with punctuation marks and symbols, and in size ranging 
from %'’ to ¥%’’ high. A standard No. 2215 Wrico pen and a 
chromium plated steel lettering pad are included, and each set 
comes in a handsome slide cover box. 


Y% inch 2229 NV 2 

% inch 2229 NV “6 7.50 
Y% inch + 2229 NV % 7.50 
% inch 2229 NV % 7.80 
Y% inch 2229 NV % 8.10 
+Shown. 


2226 WRICO SIGN-MAKER KIT Make posters, signs, training 
aids easily and quickly. Kit includes one each of the guides 
shown actual size below, left; brush pen; stand for refilling pen 
ink reservoir; 18 inch guide holder; * oz. bottle of India ink. 


Hinge cover box. 
Fach Weememran danger ica cipiten iii keiicpicliel clgers ier erie lens $9.70 


SIGN MAKER GUIDES for felt pens or brush pens. Last digits 
of item numbers indicate height in hundredths of an inch. 
First initial in suffix indicates style as shown in reduced size 
at bottom of page. C means all capitals, N means all numerals. 


STOCK NO. PRICE STOCK NO. PRICE STOCK NO. PRICE 


2227AC40 = $1.70 2227AC125 $3.30 2227DN250 $3.20 
2227AN40 89-125 2227AN125* 1.90 2227BFC50 2.50 
22270050 =: 1.70 2227AC150 = 3.70 2227BFC125 3.80 
2227 AC60 180 2227AN150 2.10 2227BFN125 2.00 
2227AC75* 1.90 2227AC185 = 4.20 2227TC100 «= 2.20 
2227ANT5* 1.40 2227AN185 2.20 22277C150 3.70 
2227AC100 =—-2.20 22270€250 5.40 22277C200 = 4.20 


*Included in Sign-Maker Kit 


cD 56 BC 2308 23.8 


5 ubject fo quantity discounts and change without notice. 
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Post Professional Grade Triangles 
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Trig-Matk Adjustable Triangle/Protractors 


: 
| 
4 
: 
Anyone who develops solutions to measurement problems in- 
| directly, to determine a wanted measurement graphically or 
. 
. 


mathematically, will find the Trig-Matk an indispensable aid. 
Much of the graphic work necessary in estimating results of 
problems is eliminated by the Trig-Matk. Accurate to two or 
three digits, with two fundamental relationships of a right tri- 
angle, the Trig-Matk provides essential accuracy as great as 
0.1% in problems dealing with any of the six trigonometric 
ratios of the sides of a right triangle. 
The adjustable protractor has three sets of graduations. One 
set, labeled Degrees, permits the use of the Trig-Matk as a pro- 
tractor setting for determining any angle from 0 to 90 degrees. 
The second set of graduations, labeled Slope, shows directly 
the secant trigonometric ratios of the angle indicated on the 
degree scale. The third scale, labeled Rise, indicates directly 
the tangent trigonometric ratio shown on the degree scale. 
The Trig-Matk is made of .125"' clear plexiglas. The index line 
and graduated scales are on adjacent surfaces to prevent 
‘Parailax in viewing. The pivot point has a plastic bushing to 
assure long wear. Settings can be locked with a easy-to-grip 
knurled knob. 


Matk is calibrated to base scale of 10 for decimal readings. 


Matk has a base scale of 12 for handy calculations in terms 
and inches. 


16" 


$4.20 
$5.60 


$2.15 
$3.10 


$3.10 
$4.20 


$10}9e1}0j4/a|suels| ajqeysnipy pue sajsuei| 


Adjustable Triangle/Protractors 

The functions of a triangle and protractor are combined on this 
clear plastic instrument. Two sides form a right-angle, the other 
an adjustable hypotenuse. The protractor surface is graduated 
by one-half degrees. 


6"’ combination triangle-protractor. One half degree gradations. 


1987 2. 2. ok se ae) se $3.50 
8" combination triangle-protractor. One half degree gradations. 
1588 ie Soe . + $4.75 


Mechanical Engineers Triangle 
This convenient 30°x60°x90° triangle has eleven hex and 
round template holes from 1/8” to 3/4"’. Inside triangle cut 


out gives 22¥%2° and 67¥2° slopes. Slot holes provide a variety 
of spacing for lettering guide lines. 


2982 —Clear plastic (9"’ size. .070 thick). ....... $2.40 
Pro-Draft Tool, Die and Mechanical Design Triangle 

This 45° triangle with 15°, 30°, and 60° extended projections 
has template openings for hexagon cap screws, regular hex 


nuts, hex jam nuts, socket head cap screws, and other useful 
symbols, Size — 9.5"’ x 9.5’" x .075” 


2964 Amber plastic with chrome knob ........., $8.50 
New-Draft Mechanical Engineers Triangle 


As above with template openings for all welding symbols plus 
center drills and metal thicknesses. 


2964M Amber plastic with chrome knob ......... $8.50 


$10}921}01q4 ES u01}09g 
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Protractors 


TRANSPARENT PROTRACTORS 


Y% degree graduations except as noted. 


Description Number | Price 
Semi-circular protractor, made $ .30 
of acrylic plastic, .060 thick. 55 
Square-edges. Solid die-im- .80 
printed for easier reading. 1.20 
Full circle protractor. Same 1.45 
specifications as above. 

Semi-circular molded plastic -60 
protractors, .090 thick. Bev- 1.10 
eled-edge. Cut out. Specify 1.95 
1536 and size. 

1536A-6| 2.00 


Full circle molded plastic pro- 
tractors, .090 thick. Beveled- 
edge. Cut out. 


*Full degree graduations 


METAL PROTRACTOR 
Semi-circular protractor with etched graduations to 1° 


Material | Sie | Number | Price 
ays" 1552 $.65 


Brass 


RULER-SCALE PROTRACTORS 
One of the most helpful combination scales availablefor fast pre- 
liminary layouts. Transparent. Size 6 inch x 1¥% inch. 


Description 


10 and 20 parts to the inch 
20 and 40 parts to the inch 


For Civil i 
Engineers and |10 and 50 parts to the inch 
Surveyors 100 parts to the foot — 


parts to the inch 


10 


For Architects 
For General Use |8ths, 16ths, 32nds and 
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Prices subject to quantity discounts and change without notice. 


F 


2 
Combination Curves 
1888 4 


i 
Bal 


Transparent Irregular Curves 


23 21 v 18 a 


Mechanical Engineers Curves 


(Ghia 


One and two digit numbers above are style numbers only. Please order by stock numbers shown in charts below. 


Transparent Curves 


IRREGULAR CURVES 


Smooth, uniform, accurate edges. Curves will not discolor or 
warp with age. Available in two qualities: Professional grade of 
butyrate plastic, .O60 thick and Scholastic grade of extruded 
acrylic plastic .060 thick. 


CATALOG NUMBER AND PRICE 
PROFESSIONAL SCHOLASTIC 


Om 1885-2 $ .95 7884-2 $ .55 
Ya’ 11885-6 95 7884-6 
1885-10 1.15 7884-10 
alee 
Ya" 11885-11 1.45 : 
1885-13 1.45 7884-13 -95 


1885-14 1.55 


1885-15 
1885-16 
1885-17 
1885-18 
1885-19 
1885-21 
1885-23 
1885-24 
1885-25 


7884-15 
7884-16 
7884-17 
7884-18 
7884-19 
7884-21 
7884-23 
7884-24 


12%" 
1074" 
11" 


2.40 
2.65 
4.15 


14” 
16%" 


COMBINATION CURVES 


Made of extruded acrylic transparent plastic .060 thick. Curves 
will not discolor or warp with age. 


Stock Number 


MECHANICAL ENGINEERS’ CURVES 


Made of transparent acrylic plastic, professional quality. Hand 
finished. Pictures approx. Ys size. 


Curve Style Number 


1896-1 
1896-2 
1896-3 
1896-4 
1896-5 
1896-7 
1896-9 


11 1896-11 
17 1896-17 1.70 
21 1896-21 1.70 


SET OF MECHANICAL ENGINEERS’ CURVES 
Set of the 10 curves listed above in polished wood box. 
18966) cosa scg daira a isle ee es are $13.75 
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Straight Edges and Attachments for Parallel Ruling Units 


THE No. 1712 STRAIGHT EDGE has beveled transparent edges 
tongue-and-groove joined to blade which is of fine grained sea- 
soned select maple with mahogany center piece set in reverse 
grain. Ends are key-strip reinforced. Size is Ys’’ x 3%6'’. Board 
sizes are indicated by suffix digits. 

Type A extended Straight Edge (2°%’' long slot cut 17/'’ from 
ends). For use with No. 1716 under-board attachments. 4”’ 
allowance has been made for overhang at edge of board. 


LVR 2ZA-46 ©... i ws $11.30 DL ZA-7,60 @ 6 $17.60 
A eASS 20h ee 12.60 1712A-88 ...... 24.15 
1712A-58 ...... 13.70 1712A-100...... 28.15 
1712A-64 ...... 15.00 


Type B Flush Straight Edge (drilled %'’ diameter hole ‘/’’ 


from ends) for use with No. 1718 under-board attachments, 
No. 1722 top-of-the-board, and No. 1723 special under-board 
attachments for Hamilton steel edge table. This same straight 
edge is also used with special drilling for the No. 1720N at- 
tachments and No. 1728 pencil channel. 

1712B-72 


1712B-42 


1712B-48 ...... 11.90 7128-84 ee cnc. 
LJ A2B-545— 5. - =. 12.65 7 /aWI PONY GA aa 6 27.05 
LT L2B-6Ol mc. oe 13.85 


ATTACHMENT SETS Consist of necessary hardware and straight 
edge cord to attach straight edge to top of drafting table. 


Under Board Sets 

1716 For use with No. 1712 Type A extended straight edge. 
Clamp adjusts to boards from ‘/"’ to 1'/s'' thick. Complete with 
cord, tension spring, nylon pulleys, screws and assembling in- 
StHUCUOTSabereeeicre tse tolaaice. je see sce oS) w (s) ua Vm $ 6.60 
1718 For use with No. 1712 Type B flush straight edge. Fixed 
clamp for boards 1¥%"’ thick. Complete with cord, nylon pulleys, 
tension spring, screws and assembly instructions. ... . $ 6.60 
1723 For use on Hamilton steel edge table tops with No. 1712 
Type B flush straight edge. Complete with nylon pulleys, brack- 
ets, screws, tension spring and assembly instructions. . $ 7.80 


Top of Board Sets 

1720N For use with No. 1712 Type B flush straight edge with 
special drilling for No. 1728 pencil channel. Complete with cord 
locks, tighteners, end brackets, cord and nylon pulleys with 
chrome plated housing, plus assembly instructions. ...$ 9.25 
1722 For use with No. 1712 Type B straight edge. Complete 
with cord, nylon pulleys, tension spring, straight edge clamp 
andrassembiyanstructions== ---"clane. = esse) > 3 >) 6-10 


Extended Type Straight Edge For non-metal edged boards. At- 
tachments and cord mount under board. Straight edge over- 
hangs board by 2”’ on both sides. Includes No. 1712 Type A 
straight edge, No. 1716 attachments and No. 1730 cord. 


1700-76 


1700-46 


48” 1700-52 1700-88 28.55 
54” 1700-58 32.20 
60” 1700-64 


Flush Mounted Straight Edge For non-metal edged boards. At- 
tachments and cord mount under board. Includes No. 1712 
Type B straight edge, No. 1718 attachments, No. 1730 cord. 


1702-42 
1702-48 
1702-54 
1702-60 


48" 
54” 
60” 


and can be ordered separately. Has.copper-twist center with 
silk outer cover. Will not stretch or shrink, 
1730 10yards ..$ 2.50 1731 
Plastic coated steel 

1730S 10 yards. ..$ 3.25 


100 yards. .$22.50 


1731S 100 yards. .$29.50 


*Flush Mounted Straight Edge Mounts on any table top but is 
especially suited for metal edge-tops sucheas the Hamilton, 
Auto-Shift, Steelwood or Four-Post tables. Attachments mount 
on top of board; cord attaches at top and bottom edges of 
board and runs through a channel in the pencil ledge. Includes 
No. 1712 Type B straight edge with specialdrilling, No. 1720N 
attachments, No. 1728 pencil ledge and No. 1730 cord. 


Price 
Each 


Item 
Number 


1704-60 


Board Item 
Size Number 


1704-40 


42" 1704-42 1704-72 29.20 
48" 1704-48 1704-84 35.90 
5 Om 1704-50 1704-96 40.30 
54” 1704-54 


*Flush Mounted Straight Edge Attachments and cord mount on 
top of board. Includes No. 1712TypeBstraight edge, No. 1722 
attachments and No. 1730 cord. 


1706-42 TR” 1706-72 | $19.15 
48" 1706-48 84” 1706-84 22.55 
54” 1706-54 96" 1706-96 26.85 
60” 1706-60 


*Where unit is to cover only part of the board, give exact size 
of area to be covered. 


i 
EXTRA CORD This cord is used on all Post aig ruling units PENCIL LEDGES FOR STRAIGHT EDGES Channel type. Specify 


length and style of straight edge. 


42" 1728-42 | $ 1.30 1728-72 2.15 
48" 1728-48 1.40 1728-84 2.45 
54” 1728-54 1.60 1728-96 2.80 
60” 1728-60 1.75 


Prices subject to quantity discounts and change without notice. 


Post Quality T-Squares, Straight Edges 


Unique advantages of the Lok-Tite line of T-Squares includes 
rugged specially designed internally threaded rivets which com- 
bine with Phillips head machine screws to give unequalled hold- 
ing power. Lok-Tite construction guarantees strength 10 times 
that of traditional T-Squares, applies a force of 3500 Ibs. holding 
the head to the blade. 
1839 


Lok-Tite T-Square 
Construction Detail 


Lok-Tite T-Square 
End Spline Detail 


Professional Quality — Lacquered blade with 
transparent offset edges; key-strip end con- 
struction. Ebonized head. 


Head | Blade | Number} Price||Head | Blade | Number Price 


University Quality. Lacquered polyester scratch and wear resis- 
tant maple blade with transparent offset edges. Key-strip end 
construction. Ebonized head. 


Head | Blade | Number | Price {Head | Blade| Number | Price 
12” | 24” |1839-24 | $5.25) 14” | 42” |183942 $ 825 9""| 18” |7839-18| $3.10 
12” | 30” |1839-30) 5.95) 17” | 48” }183948 1025 12" | 24" |7839-24| 3.50] 14"'| 36° |7839-36|$5.50 
14” | 36" |1839-36} 6.95) 17” | 60” |183940 18.50 12"' | 30" |7839-30| 4.40] 14"'| 42” |7839-42| 6.80 


Your Choice of Steel or Wood, both Top Quality 


Transparent edge maple straight edge, tongue and groove blade, 
square offset edges. 


24" 1804-24 $ 48" 1804-48 
30” 1804-30 54” 1804-54 
SOL 1804-36 60” 1804-60 
42" 1804-42 


Stainless steel straight edge, one edge beveled. This is a real 
“heirloom’’ rule which will last indefinitely. 


"|1807SU-18|$ 8.75 36” 
24" |1807SU-24 


30''|1807SU-30| 14.50 48” 


Steel T-Square (illustrated on Page 10) Best quality stainless 
steel blade 1'%’’ wide, lacquered fixed iron head. Blade thick- 
ness .05''. Steel T-Squares are preferred by many because of 
their durability and extreme accuracy. 

24"'|1843SU-24 | $15.25/136" |1843SU-36 |$19.75 
30''|1843SU-30| 17.25||42’' |1843SU-42 | 23.25 


Ash blade Lok-Tile T-square with maple edges. 
Polyester scratch resistant lacquered. 


Lok-Tite T-Square with clear cast acrylic blade, 
.150"’ thick. Black ebonized head. The clear 
blade permits a view of the work. 


Head] Blade [Number] Price || Blade] Number] Price 


12" | 24" |7837-24|$3.50 30” |7837-30 |$4 40 
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POST Portable Paraltilt — Board and Ruling Unit 


Post Moonlighter A durable lacquered red oak frame supports 
the Post Satin Surface drawing board of hardwood veneer. For 
straight edge accuracy and extra strength the board has metal 
edges at both ends. The tilt is adjustable from almost perpen- 
dicular to horizontal and the height of the board is adjustable 


from 36"' to 41%". 


23°x31” 
24''x36"' 29.95 
31''x42”" 34.95 
Page 80 


Move it wherever there is a small drafting job and the big 
boards are tied up. Board is a blemish-free selected hard- 
wood core veneer surfaced drawing board with a satin-smooth 
polyester finish that is scratch-resistant. The ruling unit con- 
sists of a maple straight edge with transparent plastic edges 
and a handy gripper channel for finger-tip control. Straight 
edge is readily trued or adjusted by twooversize thumb screws, 
which also make removal of straight edge easy for cleaning. 
Full */'"’ clearance allows use of board cover material and elim- 
inates ink smearing. Leveling cord travels on four easy-action 
nylon pulleys, providing uniform up and down finger-tip control 
over entire board area. Special brackets insure constant cord 
tension. Teflon glides on underside of straight edge provide 
ease of movement over board surface. Collapsible handle makes 
the Paratilt easy to carry. Undersideofunithas rubber-protected 
retractable legs at front to give proper drawing elevation. Suc- 
tion cups at back provide constant stability. 


Choose from the following popular sizes. 


Size Item Number Price 
120x172 1732-17 $ 9.95 
18"’x24" 1732-24 13.95 
20''x26"’ 1732-26 15.95 
23uxsiluz 1732-31 19.95 
24x36" 1732-36 22.95 
31"'x42" 1732-42 28.95 


Paraltilt Boards Only 
The same high quality board listed above but without ruling 
unit or hardware. 


12"x17"” 


1733-17 


16"'x21” 1733-21 4.95 
18''x24" 1733-24 6.20 
20x24" 1733-242 6.80 
20"'x26” 1733-26 7.45 
23"'x31" 1733-31 9.95 
24"'x36"" 1733-36 13.70 
31"'x42" 1733-42 19.95 


Prices subject to quantity discounts and change without n 
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POST Hardwood Satin Surface Drawing Boards 


These professional grade drawing boards are made of care- 
fully selected clear hardwoods free from unsightly color or 
surface imperfections. They are scientifically seasoned to ob- 
tain the utmost in non-warping perfection. Electronically bonded 
sections make up the body of the board, with hardwood end- 
cleats, tongue and grooved, at two sides to further restrain 
warping. Smooth working surface on both sides. 


125x177" 
2253-17 $ 3.25 


Lox 
2253-21 $ 4.25 


18x24" 
2253-24 $ 5.35 


20''x24%"' 
2253-24 $5.95 


20x26" 
2253-26 $ 6.45 


23x31" 
2253-31 $ 8.25 


24"'x36"' 
2253-36 $11.25 


31''x42" 
2253-42 $16.75 


In occasional instances, because of raw material availability, or 
production or delivery considerations, the higher quality, more 
expensive Paraltilt board (catalog number 1733 — listed on page 
80) may be substituted, but without price penalty to the pur- 
chaser. 


Post Metal Edge Boards 


Similar to above but with securely fastened heavy metal cleats 
at two ends. The rigid metal cleats insure a true, square edge 
for accuracy and reinforcement. Both sides sanded smooth to 
Provide two working surfaces. 


12’’x17" 
2251-17 $ 3.75 


16"’x21" 
2251-21 $ 4.95 


18x24" 
2251-24 $ 6.25 


20''x26" 
2251-26 $ 7.35 


23uXoken 
2251-31 $ 9.45 


20x24" 
2251-242 $6.95 


24"'x36"' 
2251-36 $12.45 


Prices subject to quantity discounts and change without notice. 


2290AP 


Post Little Moonlighter Table A durable lacquered red oak 
frame with the Post Satin Surface hardwood veneer drawing 
board. A simple wing-nut adjustment positions the board at 
any angle from horizontal to full vertical. Height with board at 
horizontal is 32’’. Entire unit folds into compact unit for easy 
storage. 


Size Item Number Price 
23"'x31" 2290A $21.45 
24x36" 2290B 23.45 
31x42" 2290C 26.95 


Post Little Moonlighter Same as 2290A but has maple paral- 
lel rule with transparent edges, pencil ledge and a Plastic cov- 
ered miniature steel cable, No. 1730S. Overall board size is 
QOUEXCS ina 
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Post Professional Grade Scales... For Engineers, Architects and Draftsmen 


Post drafting scales, noted for accuracy and high quality, are produced to exacting specifications. 


Many of the scales are available in a choice of the materials 
listed below. 

Boxwood, White-Edge. White plastic faces permanently laminated 
to a boxwood body offers sharp contrast for graduations and 
high dimensional stability. 

All-Wood. Boxwood scales have a smooth, clear-lacquer finish. 
All-Plastic. Post ‘‘High-Ilmpact’’ plastic scales are available in 
natural wood color or wood colored body with white scale faces. 
Standard Scales 

The professional grade scales shown are the most popular of 
the many standard scales manufactured by Post. A complete 


Only the main units of 
the scale are graduat- 
ed; with a fully sub- 
divided extra unit at 
each end. 


Open 
Divided 


ARCHITECTS’ FLAT SCALES 


Specifications 


Leather sheath with pocket clip. 


1253P 12” 
Page 82 


isesei| ews | Description 
loses | 
Leather sheath with pocket clip. 
Pelee 
Leather sheath with pocket clip. 
eee 


Plastic, white edge, molded graduation. 


Boxwood, white edge, engine divided. 


listing of other standard scales is available on request, including 
a variety of school grade quality. 

Imprinting 

Standard scales and leather sheaths may be imprinted with 
company or organization identification in quantities of one 
hundred or more. Prices by quotation. 

Special Scales 

Graduated with divisions or combinations of divisions not available 
as standard can be produced to your specifications. Minimum 
production runs and costs are dependent upon thetype of scale 
and the graduations required. 


ve 28 ve ay 

j Full Each main unit on the 
f é aR scale is fully sub- 
j , i divided throughout the 
g oy scale. 
a oa ara 


General Description. Fractions of an inch to the foot * open 
divided ¢ division before zero subdivided to 12ths-two scales 
on each face * one scale reads left to right, the other right 


to left. 


—— 
M%, Ya, Y2, 1, Ye, %, 1¥2 and FOUR 
3 inches= 1 foot BEVEL 


Prices subject to quantity discounts and change without notice. 


ARCHITECT AND MECHANICAL ENGINEERS’ TRIANGULAR SCALES 


2 ———————— Shape 
Boxwood. natural finish. engine divided. }$2.95 | a2, Ve. “he. Va. Ve. Ye. wee REGULAR 
& Plastic, white edge, molded graduations.| 3.95 and 3"'=1 ft. One ee aT 
Dees Plastic, white edge, engine divided. 5.95 divided, inches to 16ths. Other 
ibedee Boxwood, white edge, engine divided. 8.95 edges are open divided. 
12" 1 Plastic, white edge, engine divided. 5.95 Ye, 4, %e, 2, %, 1, 1%, 2, 3, 
12” Boxwood, white edge, engine divided. 8.95 and 4"'= 1 ft. One edge full CONCAVE 
divided, inches to 16ths. Other 
edges are open divided. 
12?! Boxwood, natural finish, engine divided.| 2.95 Va Size: 1¥%2'' = 1 foot; / Size: 3" 
1234 Plastic, white edge, engine divided. 5.95 = 1 foot; % Size: 4%" = 1 foot; 
” . tea: All .3 s9e° ” 
12 Boxwood, white edge, engine divided. 8.95 Ye Size: 6'' = 1 foot; % Size: 9" = REGUUAR 


1 foot; Full Size 12'’ = 1 foot; 
and 1"'=1 foot. 

Full divided scales: 1’ to ‘/ie ths, 
50th scale to 50 parts to inch. CONCAVE 


All other scales are open divided. g 
CIVIL ENGINEERS’ SCALES General Description. Decimal parts to the inch full divided. g 
Number | size | Description Price Shape 3 
—1231P (5"! Plastic, white edge, engine divided. 4 a 
Leather sheath with pocket clip. 10 and 50, 20 and 40 parts to = 
1268M Molded plastic, white edge, engine the inch. ———~ Ye 
divided. Leather sheath with clip. 
-«1232P Plastic, white edge, engine divided. 10 and 50, 30 and 40 parts to fee 
5 Leather sheath with pocket clip. the inch 
’ 1233P Plastic, white edge, engine divided. 10 and 20, 30 and 50 parts to 
Leather sheath with pocket clip. the inch 
asi | 12" | Boxwood, natural finish, engine divided. [ 2.95 | SCSCSC*~*~C*dCiREGULAAR 
1318C 12"” Plastic, white edge, molded graduations.| 3.95 
——«:1325C 12" Plastic, white edge, engine divided. 5.95 10, 20, 30, 40, 50 and 60 parts 
1341C 2 Boxwood, white edge, engine divided. 8.95 to the inch. 
1350 Triangular scale guard -50 CONCAVE 
4: MECHANICAL ENGINEERS’ FLAT SCALES General Description. Fractions of an inch to the inch * all full divided 
* engine divided graduations * two scales numbered on each face. ; 
Boxwood, white edge, engine divided. Half size: 6’ = 1 ft., inches to . 
Boxwood, white edge, engine divided. 16ths (32nds actual). Full size: | 
Plastic, white edge, engine divided. 12" 1 ft., inches to 16ths (16ths TWO j 


actual). Numbered right to left and 
left to right. 
Half size: 6’ = 1 ft., inches to 
(32nds actual). Full size: 12" 1 ft., 
inches to 16ths (16ths actual). 
Numbered right to left and left to 
right. 

Full size: 32nds and 64ths. One 
edge, inches to 32nds; other edge 
inches to 64ths. Numbered right 
to left and left to right. 
One edge: 8th inches to 4ths 
(Red numbers); 4th inches to 
8ths (Black numbers). Other edge: 
Ye inches to 16ths (Red number: 


Boxwood, white edge, engine divided. 
Boxwood, white edge, engine divided. 


Boxwood, white edge, engine divided. 


— 
- OPPOSITE 
BEVEL 


Boxwood, white edge, engine divided. 


bers). Divisions are in 
actual. All numb ng fi 
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Even though slide rules have been saving time for their users 
for many years, significant improvements occasionally are de- 
veloped. The Post Versalog log-log rule embodies some major 
breakthroughs. Because engineers need to know specifically and 
exactly all the details about how one slide rule can serve them 
better than can lesser ones, here are some important features 
worthy of consideration. 

Versalog is easy to use, comfortably and confidently, because 
its scale arrangements actually help the operator to achieve an 
accuracy of close to 99.9%. The scales are properly aligned, 
there is enough white space between scales so that in glancing 
from one end of the rule to the other, or in turning the rule 
over, there is little chance of going to the wrong scale. One 
always knows on the Versalog which scale is which. The numer- 
als are easily read and properly placed. They are not slanted. 
There is sufficient differentiation between the primary and secon- 
dary numerals on those scales so numbered —as the C, D, Ri 
and R» scales. There are extra ciphers on the K scale to indi- 
cate the decimal point often helpful on these less frequently 
used scales. The decimal point is shown on the L scale. 


There is sufficient difference in the length of the primary, sec- 
ondary and tertiary graduations. There is no question where 
the half way mark is between two numerals. On the side of the 
rule with the long body member on top, the C and D scales 
are the center. All the graduations read outward from this 
center. That is, onthescalesabovetheC scale, all the numerals 
are above the scales, and the long graduations extend upward. 
On the D scale and below, all the graduations extend downward 
and the scales are numbered below the scale. On the other 
side of the rule, with the short body member on top, there are 
two centers —the two junctions of the slide and the body of the 
rule. All the scales read outward from the CF-DF pair and from 
the C-D pair of scales. This is the way a slide rule is used in 
operation and it is the ideal arrangement. 

The mirror arrangement outward from the center of the LL 
scales not only is natural and logical, but it eliminates the need 
for vector scales. On each group of LL scales, the larger values 
are on top and the smaller on the bottom. Likewise, the R 
scales, the D scale and the K scale are also arranged with the 
scales with the highest range of values on top. 

The two gauge marks on the ST scale for reading even smaller 
angles. . . the radian gaugemarkon onepairof C-D scales and 
the absence of this mark on the other pair where it would be 
superfluous . . . the fact that both pairs of C and D scales as 
well as the folded scales have x gauge marks .. . all these 


things make for easy and accurate use of the Versalog. So is 
the showing of the exponential range at the right; and by 
= 


Versalog — A Sophisticated 21 Scale Slide Rule 


Optional genuine leather 
case with belt loop for 
10 inch Versalog 


starting the CIF scale at 3.1 at the right 
end, it is easy to read the extreme right 
hand side values. 

Post consistent color coding of the trigono- 
metric scales decreases the probability of 
error for experienced users and speeds 
learning for the beginners. The scales used 
with C or D scales are numbered in black 
or green and the scales used with Cl scales 
or inverted scales are coded in red. 

R, and R, Scales Speed Calculations with 
Increased Accuracy. These scales permit 
more accurate determination of squaresand 
square roots of numbers. They are vastly 
superior to conventional A and B scales in 
working formulas in which multiplication by 
the square of a number is involved .. . for 
example, computing kinetic energy, mo- 
ments of inertia, etc. They also prove in- 
valuable where numbers must be raised to 
the fourth power, as in calculating radiant 
heat transfer. 


Color Coding Makes it Easy to Relate Scales 

When using trigonometric scales in con- 

junction with C, D and Cl scales, simply 

match the color of the trig scales with the 

color of the corresponding C, D or Cl scale. 

Faster computing can be accomplished with less chance of 
error. A green cosine scale helps distinguish it from adjacent 
sine angles, marked in black. 

C and D Scales on Both Sides of Rule. This permits complete 
scale association and readings without turning the rule. 

End Zone Designations Aid in Fast, Accurate Computations. 
Designations of log log and log log reciprocal scales are indi- 
cated to the left of the scales. Arrow designations to the right 
of the log log scales conveniently show the exponential range 
for each scale of the powers of e. 


Prices subject to quantity discounts and change without notice. 


_ rule. See next pages for detailed 
escription of the materials and con- 
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Log Log Scales Conveniently Arranged and 
Extended. The addition of a fourth set of 
scales has increased the range of the Versa- 
log over most conventional rules. The log 
log scales cover a range from 1.001 to 22, 
000, while the reciprocal log log scales cover 
a range from 0.00005 to 0.999. These 
scales are arranged in decreasing power of 
e outwardly from the horizontal center of 
the rule. Symmetrical arrangement of these 
two groups of scales permits easy determina- 
tion of reciprocals and hyperbolic functions. 
Versalog Instruction Text. An illustrated 120- 
page cloth bound Versalog Manual offers an 
easy-to-digest treatment of slide rule funda- 
mentals. It shows the practical application of the Versalog in 
computing everyday engineering problems. Special emphasis is 
given to problems and their solutions in Civil, Electrical and 
Mechanical Engineering. 


Lifetime Guarantee. Post slide rules — 
are unconditionally guaranteed a- 
Bainst all defects in materials and 
workmanship. High production stan- 
dards, skillful craftsmanship and 
Careful step-by-step inspection pro- 
vide the close accuracy and lifetime 
performance assured by the warranty 
which accompanies every Post slide 


ruction of these fine slide rules. 


es subject to quantity discounts and change without notice. 
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Versalog Comes in Two Sizes The full-size modelhas a ten inch 
scale while the pocket version is half that length. Of course 
the longer scale is somewhat easier to read and offers slightly 
more accuracy for that reason, but the pocket model is con- 
structed with the same attention to detail and offers greater 
convenience. Many engineers insist on both sizes for complete 


utility. 


Ten inch Versalog 


Versalog in genuine leather carrying case with belt loop (shown 
on page 84). Furnished complete with instruction manual. 
1460L $29.75 
Versalog in high impact molded plastic case complete with 


instruction manual. 
1460M 


Pocket Versalog 

Pocket Versalog (5’’ scale) in genuine leather case with’ pocket 
clip. Complete with instruction manual. 

L461LT. oo ans cop een $17.95 
Pocket Versalog (5"’ scale) in genuine leather case with pocket 
clip. 
1461L 


$16.50 


For information about Student Beginners Rules, see Page 96. 
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illustrated actual size 


Versatrig—Every Technicians’ 


These Superior Advantages Are Built Into 
Every Post Bamboo Slide Rule 


Long experience has proven that laminated bamboo provides 
the best material from which to construct slide rules which will 
work easily in all climates and retain their accuracy indefinitely. 
The body of every Post bamboo rule is made from laminated 
sections of specially cured bamboo for great strength, dimen- 
sional stability, and warp resistance. Bamboo is an unusually 
hard, long-fiber material with unusual ability to resist changes 
in humidity and temperature. Even in the hottest, most humid 
climates, Post laminated bamboo rules slide smoothly, operate 
easily and are consistently accurate. The bamboo contains 
natural sealed-in silica particles that automatically lubricate the 
inter-action of the slide and body of the rule, eliminating com- 
pletely the need for lubricants often required for rules made of 
other materials. 

Scales Cut into the Surface Guarantee Lifetime Accuracy To the 
advantages of bamboo, Post has added engine divided grad- 
uation marks cut into the snow-white plastic face with a precisely 
controlled knife-edge. These scales are easy to read, unfailingly 
accurate and last the lifetime of the rule. The deep-etched red 
hairline on Post indicators is another special aid in making 
faster, precise calculations. 

Lifetime Guarantee Post slide rules are unconditionally guar- 
anteed against all defects in materials and workmanship. High 
Production standards, skilled craftsmanship and careful step by 
step inspection provide the close accuracy and lifetime perfor- 
mance assured by the warranty which accompanies every Post 
slide rule. 


Prices subject to quantity discounts and change without notice. 
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Best Buy — 17 Scales 


Post Versatrig Slide Rule has 17 easy-to-read scales for rapid 
multiplication and division; all trigonometric calculations; accu- 
rate squares, cubes and roots; determination of logarithms. It 
has been specifically developed to meet the needs of tech stu- 
dents, industrial technicians and scientific specialists who back 
up practicing professionals. It's the ideal rulefor those who need 
an advanced trig-type rule, yetdonotrequirea log-log rule such 
as Post's Versalog described on pages 84 and 85. Because the 
Versatrig permits faster and more accurate calculations than is 
possible with Mannheim type slide rules, technicians in every 
field find it valuable in saving time and effort. 


Logical Scale Arrangement Scales are functionally arranged so 
that those most often used together are grouped together. C, D 
and Cl scales are grouped with their folded counterparts CF, DF 
and CIF. This facilitates fast multiplication and division whether 
one or a series of settings is involved. D, R; and R2 scales are 
grouped together for determining squares and square roots. TT, 
Sec T ST, Cos S, D and DI trig scales are used together and 
grouped together. C and D scales are on both sides of the rule 
for added convenience. 


True Color Coding Color coding on trigonometric scales sim- 
plifies their use because it is consistent with color coding on 
C, Cl and D scales. All scales numbered in black are used with 
a black C or D scale; all scales numbered in red are used with 
a red Cl scale. This consistency is unique and eliminates po- 
tential errors. It enables beginners to become oriented quickly 
to the proper scale combinations. Seasoned users find that 
they use the trigonometric scales faster and more effectively. 


Prices subject to quantity discounts and change without notice. 


For Pocket Rules, see next page. 
See page 96 for Student Beginner Rules 


Greater Accuracy . . . Squares and Square Roots The Versatrig’s 
R, and R, scales permit a more accurate determination of 
squares and square roots and are vastly superior to the con- 
ventional A and B scales. From the radius, for example, the 
area of a circle can be determined with just one setting of the 
hairline. R; and R2 scales are a Post exclusive for this type of 
scale. 


" ea How to Use the Versatrig Whether or 


not you have a mathematical back- 
ground, the 96 page Versatrig instruc- 
tion manual will be a great help to 
| you in mastering the use of this slide 
rule. Without instruction, you can 
probably use the rule for the simpler 
requirements, but the fully illustrated 
| manual presents advanced operations 
\ of the rule and the many applications 
\ for which it is sovaluable. The manual 
is furnished free with every Versatrig. 
With ordinary care the Post Versatrig can easily cross the gen- 
eration gap and become an heirloom. There is nothing to wear 
out, the body retains its shape and size in all weathers, the 
slide will not warp or bind, is self lubricating, and the gradu- 
ations are permanently cut into the plastic face, which itself can 
be cleaned of fingermarks with a damp cloth. 
1450F Post Versatrig, 10’’ scale, in Fabricoid case, complete 
with instruction manual... ............$16.75 


A POCKET VERSATRIG with 5” scale will be available in spring 
1969. Watch for the announcement of this companion to the 
famous Versatrig. 


ae 
mace Herat COMM 


Page 87 


uol}0aS 


< 
oO 
= 
7) 
o 
= 
a 


any ePlis 


ct 


SPINY BPlis 184904 jsoq 


Stee eee eee 


ree 


Post Pocket Slide Rules 
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4” Pocket Slide Rule 
(illustrated actual size) 
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For Beginners’ Rules 
see Page 96 
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5" Pocket Slide Rule 
(Illustrated actual size) 


Post Pocket Slide Rules have the same quality construction, 
accuracy and smooth glide action inherent in all Post rules. 
Dimensionally stable laminated bamboo is used to make up the 
body of the rules and the scales are engine divided on white 
faces. A special feature of both rules is the inclusion of an 
aluminum backing strip to insure proper tension between body 
and slide. 

These rules are small, light weight and easy to read. They fit 
easily into a shirt pocket and are well suited for anyone re- 
quiring a slide rule for on-the-spot calculations. 


4’ Pocket Rule has A, B, Cl, Cand D scales on front side. Re- 
verse side of slide has S, L and T scales. Beveled edge of 
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rule has inch scale. Indicator has special magnifying glass with 
etched, red hairline set in sturdy metal frame. This rule is 
furnished in an attractive genuine leather flat-top pocket case 
with clip. Instruction booklet included. 


MC ee & ha aon phe octet 6 anon Onn Nd Manos nec ac anon 


5’’ Pocket Rule has A, B, C1, C, D, and K scales on front side. 
Reverse side of slide has S, Land T scales. Beveled edge has 


inch scale. Rule has a wideclear-view glass indicator with etched 
red hairline framed in metal. This rule is furnished in an at- 
tractive genuine leather open-end pocket clip case. Instruction 
booklet included. 

UA A 4 KG eae aa ice gee aa rt ee oe sle pepe eUAL Totes lame, 8 


Prices subject to quantity discounts and change without notice. 


Miscellaneous Drafting Room Supplies and Equipment 


Six layers of sturdy vinyl plastic meke 
dr-resisiant ... assure 


Bérco\ covers: 


Borco Board Cover Made from six cross-banded layers of sturdy 
vinyl plastic, laminated on fully automated machinery for uniform 
thickness and a smooth, even drafting surface. Will not chip, 
crack or peel. Double sides—one side eye-pleasing green, the 
other soft ivory, both non-glare. Wipes clean with a wet paper 
towel; for stubborn stains, use a waterless creamor liquid hand 
cleaner containing lanolin. Please order by Stock Number 38, 
giving size of roll-or sheet in addition. 


10 Yard Rolls 
(HHO. can co eee $56.00 
MEW RIG ERTS Oh aN PONE a ee ew ee ae eee 58.50 
MED AIBC) Goes nS en a 65.00 
DL OMMNN IC Cie siact ip tsity ag: 4) taba .o) Sei eee aie ne ease 9 66.50 
AN AGI: 9. oo ner OO Cee ipatoe Ce CCL IGHoeey Genin sellin Gk 73.00 
Sheets (Per Sheet) 
BES GIGS oo Aceh tea heen oh a a een erga Da Ti ae $ 4.30 
CMEX SOM erat bor ster ca ik ee ue Wome hs poeehara! oie 6.50 
RIX Sommer ts chro fos ts: (aiel acento ee ben wae eles ones 8.65 
se A a ao: See ec canoer Seana aerate 10.80 
OMX Cmte Aion ec sic cit a Maeyielhdeat dheelreme 30% 13.00 
aE RO Cee A: Smcwcest ler. S cabatn aes ed asst folPaL'e 11.25 
REMC OME Bien 1S go) ean alte Sua cahe@-aabiaYinveumattal a hee 13.20 
PE TMEX Ger gs 6. yet eens ox ijec ma ele enaceoel Shia, ce 13.05 
CLAN OOS DOD SE Ae earn eee) Cece aren scace earn 5 15.65 


(Prices about 5% higher west of Rockies) 


Dusting Brushes 50% horsehair bristles, wooden handle. 
14” overall 295 Bo yiete aa neice $ 1.29 


Dust-It® Cleaning Powder Light sprinkling keeps drawings clean 
while you work, prevents soilage by drafting tools. 

2-0z. refillable shaker. ...2700A .......... $ .79 
1 Ib. container with pouring spout for refilling 

2700A shaker........ 2700B 


Dry Cleaning Pad Palm size fabric pad contains powdered art 
gum, dispensed by light tapping of pad. Powder rubbed over 
drawing with pad cleansit . 2701 ........... $ .79 


Post Fixative Spray Coatings protect pencil drawings and sketches 
from smudging. 


Crystal Clear . 


NG Crasra‘are er ERY Se tan eee $ 1.95 
Thumb Tacks 1-pc. stamped steel, *s'’ head. 
Box of 36 tacks ....... 237, 0B es Rirctcee kos Siecle 


Prices subject to quantity discounts and change without notice. 
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Best Test Cement Products Paper cement attaches thin paper 
without wrinkles or curls, permits easy removal and replacement 
if not completely dry. Can be softened with solvent/thinner when 
dry. Working consistency of cement can be maintained by occa- 
sional additions of small amounts of solvent/thinner. Should be 
handled with care as long exposurecould behazardous to health. 


Empty Cement 
Dispenser 
with Brush 


Solvent/ 
Thinner 


Gallon 


25472 
$2.75 


Trimming Shears Fine steel, easy grip handle 
14's Compton) caeareesiagens 2702C> 6c... enone 
12" Wiss 


Post Opaque Drafting Tape Provides convenient method of at- 
taching drawing and tracing mediumsor films todrawing boards. 
Leaves no gum residue, pulls clean without damaging drawing 
material. Dispenser package has cutting edge. 


1Ohydeirollsevarin eee 2705.).3. ae $ 39 
6O0yd. roll, lin.,dispen.pk.. 2705A .......... 1.82 
60yd. roll, “in.,dispen.pk..2705B .......... 1.43 
10yd. roll, ¥%in.,dispen.pk..2705D .......... 33 
10yd. roll, ¥in.,dispen.pk..2705C .......... 39 
Double Sided Tape, gummed both sides 

S6)yGeiroll a neces 2705 Ko Syn ee $ 2.85 


Transparent Permanent Mending Tape Very strong. Matte finish 
can be written on. Almost invisible when applied. 

3%" roll 300" long...... 2706 
¥,"" roll 1296" long... . . 2706A 
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890ABC 


1148AP 


1138BM 


Quality Instruments 


Five of the sets on this page are precision made from Muntz 
Metal, a hardened special brass alloy developed for fine quality 
drafting instruments. The No. 1146CP set is of solid brass. All 
are nickel plated with a high polish for long lasting quality. 

Big-bow and small-bow combination compasses, friction divider 


and ruling pen. Accessories are included as illustrated. 
TAN ony oceans. oD OPE O Ss 6 Oo SE ee eG RON CES Ouarnae $21.45 


Big-bow, small-bow, friction divider combination, plus lead 
holder and two extension beam bars. Accessories are included 
as illustrated. 

OY YN ais 4k ators once OUP OSEG CSTE Onee clcticn tenes $19.95 


Big-bow pencil compass, small-bow, friction divider, and lead 
vial in metal case. These are the basic instruments for any be- 
ginning draftsman. 

LIS SBME euro anecee sate cee es apt oy $15.75 


Two piece beam bar and big-bow combination compass, ruling 
pen handle and lead vial. Metal case. 
SS OA BC Bier eee ee ses ee ctiahe ais $13.95 


Big-bow compass, small-bow compass, friction divider and lead 


vial in metal case. 
WUE Se G Bt tae oh a GE TND o OaO Pons Sync anen areata $10.85 


Traditional three-bow set complete with 5¥2"’ friction divider and 
telescoping leg friction compass, and including accessories as 
illustrated. 

M46 CPA mrarrarat whe iirc’: ined aes Pyne ths hel owen te a $16.95 


In view of the range of instruments in the Post line, in various 
grades, and of the unique variety of packaging capabilities, 
attention is called to the availability of customized outfits to your 
choice. 


Prices subject to quantity discounts and change without notice. 
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at Moderate Prices 


The individual instruments on this pageare madeof high quality 
solid brass with a brilliant nickel plate finish. These are rugged 
instruments, precision crafted, and will give many years of sat- 
isfactory service. They offer the highest possible quality for 
budget buyers. 


5%a'' divider, hair spring construction, replaceable gear straight- 
ening device. 
OSS Here nner Cea) ws ote et cence ooh sb eeecmarte $ 3.45 


5'' divider with replaceable gear straightening device. Replace- 
able points. 
HORS OM emir Eat c's, ciictsaeteleteme cn sanieus, alle, el ernik $ 2.35 


Big-bow 6"’ pencil compass with vial of extra leads, furnished in 
handy pocket protector vinyl pouch. 
CETS o'r, SRST et See Ce CeO NCC REC tE Cars Reem $ 2.95 


6"' big-bow combination compass with pencil part, hardened 
steel pen part, and lead vial. Furnished in handy pocket pro- 
tector vinyl pouch. 


SOS. «cn Reba Sen eRncmnaa ne ke le aoe ac EERE er ton eD once $ 4.95 
Friction compass with 5%’ telescoping leg extension, pen part. 
MOSONBearttwces risieh cheeses anon oS apnea $ 6.45 


5%’ friction compass. Replaceable gear straightening device; 
3¥"' telescoping extension leg. 

SUS 7a ee eet ein ge Nee ingest ale abe a4 58 $ 4.35 
4"' small-bow combination compass with pencil part and harden- 
ed steel pen part. 


COME > Gs6Ld eel n mean pace CoM Roo mye Cae lone Raina $ 3.95 
4" small-bow pencil compass 
CORRAL > cre Saat neh Bice ERIN Pe ARLE any Mee ane en ee $ 2.45 


Prices subject to quantity discounts and change without notice. 
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8 me . Economy Quality 


: ‘ The Metapost Drawing Table has a base of 1"' aluminum furni- | 
2 ture tubing for strength with minimum bulk and weight. The 
—~<+_ non-aluminum metal parts are black enameled. Quick easy 
height adjustments are obtained with convenient wheel clamps 

— 34 to 43 inches. The drawing surface isof seasoned selected 
hardwood with heavy hardwood cleat reinforcements, and table 

top fasteners to allow for expansion and contraction. The top 

is adjustable at any angle from horizontal to vertical. Easily 
assembled. 


Metapost Optional Drawer Unit 
for Metapost and Norwood 
The Metapost Stand only, no top 
For tops 36"' x 54’’ and smaller 2273SS ....... $81.00 
For tops 36"’x 60"' and larger 22731LS ....... 84.50 
For tops 48"’ x 96” CUPS 6 aha ooo 97.00 


The Norwood Drawing Table has a base of beautifully finished 
red oak for maximum rigidity and stability. . . and low price. 
Quick easy height adjustments are obtained with convenient 
wheel clamps—34 to 43 inches. The drawing surface is of 
seasoned select hardwood with heavy hardwood cleat reinforce- 
ments, and table top fasteners to allow for expansion and con- 
and Norwood or for use traction. The top is adjustable at any angle from horizontal to 
on trestles vertical. Easily assembled. 


sAnjiusny Bunjesg Aiyjend Awouos3 


Stock 
Number 


SLX 2u 
36" x 48” 


pee 36" x 54” 
ae 36" x 60” 


afi The Norwood Stand only, no top 
For tops 36'’x 54’’' and smaller 2276 ......... $34.95 


For tops 36’ x 60” and larger CLOT OSE. aces Cen eeeS 37.95 


: t Optional Drawer Unit for Metapost and Norwood Wood construc- 
eS | tion with metal lock. Sizel0¥%"’ x 25"’ x 3%''. Easily attached. 
as, 2288 ree as fuer sees eee a es $14.95 


: Post Drawing Table Tops are constructed of the finest selected 
‘ and seasoned hardwood with a fine lacquered finish. Two heavy 
i hardwood cleats are attached to the bottom for reinforcement 
plus rugged table top fasteners to allow for expansion and con- 
traction. Can be used on Metapost and Norwood stands and on 
trestles. 


2256F |$ 47.55 
48.75 | 
54.45 


31” x 42"'| 2256B |$ 27.20|36"'x 72" 
36"' x 48" 
36"’ x 54" 


36" x 60" 


37.35 |42” x 72" 


Prices subject to quantity discounts and change without notice. 


Drafting Furniture 


) The ‘‘Little Joe’’ Table Easel. The Little Joe Table Easel has 

proven its adaptability over the years in both classroom and 
engineering department or wherever a temporary board set-up 
is required. It is 18'’ x 20"' in size and made of lacquered red 
oak. Adjustable canvas or board holder insures secure locking 
fit. Rubber feet prevent slipping and marring. Has carrying 
handle and folds flat for storing. Comes individually packed in 
corrugated carton. 
eT Ca cL iclicxis. aie a Lite s: aat®) ame Soe ete ene $ 3.95 


Adjusto Drawing Stands 

Junior Model. An ideal drawing board support for both mechan- 
ical and freehand drawing in large and small engineering de- 
partments, offices, homes, classrooms, etc., wherever a full 
size table or stand is not needed. Fine select hardwood con- 
struction, highly finished. All metal parts are nickel plated, brace 
and legs are joined by easy-action heavy gauge bolts with self 
locking nuts. Has four suction cup feet for secure footing. Ad- 
justable board rest can be used flat or vertical and will accom- 
modate boards up to 24’ x 36"’. Folds flat for easy storage. 
Pin SME Me ee MP es ols, 2 laiejiel ta forioe spletse as tee $ 6.95 
Senior Model. Same top quality construction and performance 
as the Junior Model but with folding legsso that a sturdy draw- 
ing table may be set up anywhere at a moment's notice. Height 
is adjustable from 30"' to 37%"' and board rest at top is ad- 
justable to eight different angles. Has stable footing. Made of 
well seasoned select hardwood, highly finished. All fittings nickel 
plated. Folds flat for easy storage. Joints have easy-action heavy 
gauge bolts with self locking nuts. 

PEND. 9. 6: 6A cc RCI NON OUD ECRERE SCR CREEP AG OLR uC DEE aN TO $14.95 


Post Drawing Boards 


Airlite. These represent a highly practical development in light- 
weight boards. They are surfaced with two-ply, cross-grained 
hardwood panels laminated to a sturdy hardwood frame, securely 
lap-joined at each corner. Inside the board is a superior light- 
weight, moisture resistant honeycomb material permanently 
bonded for rigidity and strength. 


Board 

Size 
OEXe 1712255 $ 2.95 | 20" x 24%"' 2255 |$ 5.65 
16"' x 21"'| 2255 3.95 | 20” x 26” | 2255 6.25 
18" x 24"" | 2255 AOS a|b23 axis lulpeeo5 7.95 


Solid Boards. Made of carefully selected clear hardwood, scientif- 
ically seasoned and controlled in each step of manufacturing. 
Electronically bonded hardwood sections make up the body of 
the board with hardwood end cleats, tongue-and-grooved, at two 
sides to restrain warpage. Smooth working surface on both sides. 
These boards are the equal of many professional grade boards 
except that they have a slight discoloration of the wood. 


W2uexel 7091/7253) $2595) | 20) x 26% 


16" x 21” 23x31" 6.95 
— 18" x 24" 24" x 36” 8.55 
meeeO! x 2414"! 31" x 42" 13.95 


Metal Edge Boards. Similar to above but withheavy gauge metal 
Cleats at two ends to insure true, square edge. 


- io? x hy /™ 7251 20” x 26" 
(16x 21” |7251 23"x 31" 7.75 
18" x 24” |7251 24" x 36" 10.35 


0” x 24%"|7251 
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j N Four-Piece Drawing Kit 


Drawing Outfits 


| (GO rae WAYOUT Kir 


The range of the Post supply line and the ver- 
satility of the unique kit packaging Post employs 
permit the assembling into units of drawing 
outfits for almost every need. Professional 
grade and school grade merchandise are 
equally suitable for skin-pak or shrink-pak 
combinations, either in custom created outfits 
or in stock items such as the 2244 ‘‘Wayout”’ 
kits and the 2247A Graphics Pak described 
in detail below. 


Two Post Wayout Kits provide the primary tools usually required 
for beginning drafting. 


Basic Set includes one 7748-8 Triangle, one 7747-10 Triangle, 
one 7884-13 Curve, one 1536-6 Protractor, one 7301D Archi- 
tects Scale, one 3000 Pencil Pointer Pad, a 10-yd. roll of Post 
Drafting Tape, a 2H and a 4H drafting pencil, a metal erasing 
shield and a Lead Pointer for use with Lead Holders. 

2244-1 Basic Drafting Outfit, skin-packed ........ $6.49 


Advanced Set includes all the above plus one 7839-24 Lok- 
Tite T-Square and one 18"' x 24" metal-edge drawing board, 
all shrink-packed for convenience in handling. 

2244-2 Advanced Set (illustrated above). ........ $14.79 


Four-Piece Drawing Kits These compact units are ideal for sketch 
work in field or plant. Consist of a good quality drawing board 
to the back of which are securely bonded a cleat at each end 
through which the T-square slips for convenient carrying and 
storage. The T-square and a spring clamp arrangment holds 
two plastic triangles (45° and 30° x 60°) beneath the board. 


DIAS Bl ORXN Ce DOAIOi etnies, cies e cilalca ts) Site csv lente $3.25 
D2AGwISEX TO Ma DOALOtm minal) Mea) tin Gieehiel «2 0%e 4.25 
PHI) NT PRI \YOENChisnaco a. one 1d on Nise id eee pinout 6.00 


Graphics Pak Same as 2247 except with plastic-edged T-square 
and professional grade board with carrying handle.45° and 30° 
x 60° triangles included. Shrink packed. 


CUSTOM DRAWING OUTFITS 


' Let us pre-package for you outfits containing exactly those items 
' you need for specific training programs, ready for you to dis- 
_ tribute to trainees as a single unit. This is a great time saver 
z | when you distribute the materials, keeps merchandise secure and 
"clean and guards against inadvertent omission of essential 


pieces. It’s much easier to issue one package than many loose 


» pieces, too. We shall be happy to serve you with lots of 25 or 
‘more outfits. For quotation, please write with a listing of the 


tems the outfit is to contain. Please allow minimum of 30 


» days from order for packaging. 


Prices subject to quantity discounts and change without notice. 


Post Drafter for Training and Home Use 


The POST 2661 Drafter is built to meet all professional stan- 
dards. It is a precision instrument designed for the smaller 
operation .. . ideal for use in employee training or home drafting. 

The positive base clamp lever is located conveniently on 
the protractor head facilitating rapid, full-circle alignment of 
scales to the base line of the drawing. 

The scale chuck accommodates any scales with standard size 
chucks. 

The plastic base plate has molded-in skid buttonsfor minimum 
contact with drawing surface and ease of movement of the 
machine and scale arm. 

All exposed screws are tamper-proof Allen head or Phillips 
head type. 

Protractor head pulley is machine turned to close tolerance 
and turns smoothly on precision ball bearing center. 

Protractor Head—The 3*s"’ non-glare metal protractor is machine- 
divided to 1 degree; the double vernier reads to 5 minutes. 

Automatic 15° indexing is standard equipment and the large 
wing-type clamp assures accurate holding of settings other than 
15° increments. 

Arms—The 16"’ arms easily provide board coverage of 24" 
x 36’’. The. continuous, stainless steel bands are guaranteed 


Prices subject to quantity discounts and change without notice. 


for life and the metal band covers prevent dust from being 
carried into the precision turned pulley and protractor head. 
Anchor—The unique two-piece anchor offers a choice of per- 
manent or temporary attachment to a board or table, and quick 
release/attachment of the machine. 

The extra long anchor pin permits use of individual drawing 
boards on top of a table to which the anchor is mounted. 
Scales—The POST Drafter No. 2661 is furnished complete with 
one 9"’ and one 15" transparent plastic scales. The scales are 
fully graduated to 32nds, full and half size. 

Counterbalance—A counterbalance accessory (spring tension 
type)is available at a nominal extra cost. 

Instruction Booklet—An instruction booklet is furnished with 
each POST Drafter. 

Guarantee—Each machine is guaranteed for two full years by 
Frederick Post Company to be free of defects of material or 
workmanship. Parts and service are available nationwide. 


Left-Hand Machines—Left-hand machines are available at no 
extra charge. Specify catalog No. 2661LH. 


2661 POST Drafter (Scalesincluded) ........ $79.50 each 
(specify 266 1LH for left-hand model) 


Tracmaster Chalkboard Drafting Machine 


The Tracmaster Chalkboard adopts the outstanding features of 
Universal’s Tracmaster for in-plant training and group demon- oe 
stration. See page 12 for detailed description of Tracmaster 
qualities. Available in six chalkboard sizes. Write for complete 
details. 
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Help Your Employees to Help Themselves 


Management has a moral obligation to its employees —an obli- 
gation to provide training which can make the employee worth 
more to himself —and to his employer. Management, in the roll 
of trainer, should at least offer the opportunity for significant 
on-the-job training to those who will accept it. 


No. 1445 Student 8” Slide Rule in “Note book’’ Vinyl Case 


~ 


Learning to use a slide rule does not automatically open the 
door to every ambitious young man or woman. However, use of 
this ingenious and inexpensive device to speed up numerous 
calculations can be a real booninavariety of occupations. Many 
people without easy access to a computer or calculator do on- 
the-spot calculations with a basic slide and avoid the laborious 
processes of multiplying and dividing, percenting, checking the 
long way, etc. Our Programmed Instruction Course is the easy 
way to learn slide rule on one’s own or with a group. 

This programmed instruction package was devised for use in 
schools and has been so successful, even injunior high school, 
that its use has spread to industry. The course is based on a 
branching type program, in which a small amountof information 
is presented in an interesting, highly readable form, and an ap- 
plication problem is then posed for solution on the Post 1447 
rule. A multiple choice answer is provided, and an incorrect 
choice of answers will direct the user to the ‘‘branch"’ with 
remedial instruction. These branches provide additional informa- 
tion to help the learner clearly understand the operation and 
return to the ‘‘main line’, often back to the problem answered 
incorrectly, or to the succeeding ‘‘main line’’ frame if he has 
demonstrated sufficient comprehension in the branched prob- 
lems. In that way he can proceed at his own pace, reviewing as 
needed and going ahead only when he is ready. 

The packaged course consists of a 163 page book, 5’’ x 10”, 
with numerous illustrations, and a 10’’ Mannheim slide rule 
No. 1447 on which the manual is based, plus a high impact 
molded case for the rule. The slide rulefront side has A, B, Cl, 
Dand K scales. The reversesidehasthe S, L and T trig scales. 
The bovk is intended for individual instruction but is readily 
adaptable for class use. If you order 10 kits, we will include at 
no extra charge a teacher's guide, if you specify you want it. 
No. 1447PI Programmed Instruction for Slide Rule. . . .$5.75 
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A convenient rule that provides the 3-digit accuracy of conven- 
tional 10’’ rules on an 8”’ base. It has the advantage of folded 
scales for faster calculations for the beginner as well as for the 


experienced user. 
ABOUT THE SCALES 


Upper Body: K, DF 
Slide (front): CF, Cl, C 


Lower Body: D,A 
Slide (back): Tl, L, ST 


ABOUT THE INSTRUCTION TEXT 
Each Model No. 1445 slide rule is furnished with a 68 page 
instruction book which is suitable for self instruction and for 


use as a group text. 
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ABOUT THE CASE 

The Model No. 1445 slide rule is furnished in a heavy duty 
transparent formed vinyl case. A tab, punched tofit all standard 
notebook rings, is an integral part of the case. Makes the rule 


easy to carry, hard to lose. 
YS) oo ts 3 BIBL Ro") So 0 Oca SORE ne Ro menace acti $3.00 


Prices subject to quantity discounts and change without notice. 
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Do Not Write Below This Line Fone 
Written Authorization Must Be Obtained 
@ ENGINEERING AND For Merchandise Returned Or Exchanged. SUB TOTAL 


COPYING PRODUCTS A 10% Handling Charge Is Made On All 
Returns And Exchanges Except Those Due 
To Our Error. TAX 


COPIES TOTAL 


SHIPPED PP. EXPRESS —_FRT. Bee ss p 
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T THE INSTRUCTION TEXT ; 
uate No. 1445 slide rule is furnished with a 68 page 
aachen ‘book which is suitable for self instruction and for 

eas a group text. | : 
s Prices subject to quantity discounts and change without notice: 
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Post’s Microfiche and Aperture Card Reader 


Post's 640 —offers maximum design with the operator in mind. Ingeniously simple 
to operate, the brilliant, legible image is perfect for comfortable long period reading 
of both microfiche and aperture cards. Image brilliance may be increased in four 
steps to compensate for the most brilliantly lighted office. 


Needle-Sharp Image 


Needle-sharp images projected on the 640 emanate from the most exacting optical 
system in the industry. Newly-designed anastigmatic lenses in a precision tooled 
cell plus first-surface mirrors project brilliant, edge-to-edge images under any lighting 
conditions. Silver original microforms and high-acutance diazo duplicates show up 
with greater fidelity on the 640. The optical system on the 640 stays in adjustment 
A one piece reflector/lamp in the 640, and condensers in a machined housing, 
prevent light scatter and produce needle-sharp images. These revolutionary optics 
provide the best in eye-comfort reading. 


Auto-Loading Carrier 


The 640 microform carrier is capable of holding two aperture cards either vertically 
or horizontally or both. This Post exclusive enables engineers to conveniently view 
sectionalized engineering drawings which have been filmed on multiple aperture 
cards. Microfiche may also be viewed horizontally or vertically. When withdrawn to 
its outermost position, the upper glass raises automatically for microform insertion 
or removal. Precision-fitted carrier rods allow smooth, instantly adjustable linear 
indexing. One hand operation assures speedy image location every time. 


Dichroic Reflector 


Post's unique quartz lamp with integral dichroic reflector is the most important 
revolution in projection lamps in years. This new projector system allows long-period 
viewing without danger of microfilm burning, buckling or discoloration. 


The built-in dichroic reflector suppresses and dissipates harmful infra-red heat rays 
while useful light rays are collimated and projected to the imaging surface. 


Design Innovations 


© Optimum readibility under any light conditions © Rugged and attractive table 
top design © Silent and cool operation. Office noise levels are reduced and optical 
elements are dust-protected by the absence of the usual blower. © Image bright: 
ness control with four intensity settings © Unique indexing systems zero in on any 
fiche format © One hand operation permits note taking simultaneously with in- 
soning or focusing © Focusing dial, on/off and 4 intensity switch on front of 
reader. 


Prices subject to quantity discounts and change without notice. 


Specifications 


Micro Film Size—Film Carrier Size—7 480x7.880 
Screen Size—11 5/16x13 31/32 

Magnification — 18x or 24x 

Lens—36mm or 28mm 

Weight —40 pounds 

Machine Size—15" deep, 14” wide, 1742" high 
Cabinet Color — Light Brown and Cocoa 

Screen Colors—Green, Blue, and Gray 

Electric Supply — L15V 50/60 CY 
Illumination—4 stage and off 

Desk Space —1044'"x12" 


640-18 18 power magnification... . 2.2... 0.0... .ce eee ee eee $325.00 


640-18B withwalnut swivel base... 2... ee cee ee ee 340.00 
640-24 24 power magnification .... 2.2.2... cece cee ceveceace 325.00 
640-24B withwalnut swivel base... 2... ee eee ee eee 340.00 


Specify screen color when ordering. 


Researched . . . Developed . . . Manufactured 


DIAZO DUPLICATE MICROFILMS 


POST Microfilms are specifically designed for working, growing, distribution 
systems, 


The diazo process is unequalled for high resolution, ease of processing, 
and original cost. A 
POST manufactures and can furnish from stock a wide variety of films in 
every microfilm format: Rolls, Microfiche and Diazo Copy Aperture Cards. 
The latter particularly are designed for superlative distribution copies of 
engineering drawings. a 
Call your POST Representative or Dealer for information _ 
reduce your information distribution costs with POST tabat be x : 
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A TELEDYNE COMPANY. 


“We FREDERICK POST 


PRINTED IN U.S.A. 


